TEMPORARY IMPACT GENERAL NOTES
ATTENUATION SYSTEM 1. LOCATIONS OF PHYSICAL FEATURES WERE DERIVED FROM PLANIMETRIC MAPPING INFORMATION.

MAINTAIN 22° WIDTH CURB TO CURB FOR - . ; ' 5\ TYPE DE—9 DELINEATOR 2. THIS TRAFFIC MANAGEMENT PLAN IS FOR TRAFFIC CONTROL ONLY. THE ALIGNMENT SHOWN
TWO WAY TRAFFIC - . - OO HEREON IS FOR ILLUSTRATIVE PURPOSES ONLY. REFER TO CONSTRUCTION DRAWINGS FOR
TYP TYP ~__TEMPORARY 6’ HIGH INSTALLATION DETAILS. THE CONTRACTOR SHALL FOLLOW ANY ADDITIONAL MANUAL OF UNIFORM
CHAIN LINK FENCE OO TRAFFIC CONTROL DEVICES (M.U.T.C.D.) GUIDELINES AND ALL FINAL PERMIT CONDITIONS ISSUED
ENCLOSING THE WORK OO BY STATE AND LOCAL GOVERNING AUTHORITIES. REFER TO THE TRAFFIC MANAGEMENT PLAN
|| AREA (TYP X SPECIFICATION IN ADDITION TO THESE DRAWINGS.
N (TYP.) =
e /
- 3. INDIVIDUAL TRAFFIC MANAGEMENT PLANS ARE NOT REQUIRED FOR SPLICING CHAMBERS NO. 1A/1B
! NO. 3A/3B, NO. 12A/12B AND NO. 18A/18B WHICH ARE OFF THE PUBLIC TRAVELWAY. AT THESE
LOCATIONS THE CONTRACTOR SHALL FOLLOW THE TRAFFIC MANAGEMENT PLAN SPECIFICATIONS.
4. NO UNDERGROUND UTILITIES HAVE BEEN SHOWN ON THESE PLANS. THE CONTRACTOR IS
6" CHAIN / RESPONSIBLE FOR LOCATING ALL UNDERGROUND FACILITIES WHICH MAY IMPACT CONSTRUCTION
TEMPORARY PRECAST CONCRETE ~~_THE HEIGHT OF TEMPORARY SHEET LINK FENCE ACTIVITIES. THE CONTRACTOR WILL CONTACT CONNECTICUT CALL BEFORE YOU DIG AT 1-800—
BARRIER CURB PILING SHALL NOT EXTEND ABOVE ENCLOSING . 922—4455 TWO BUSINESS DAYS PRIOR TO CONSTRUCTION ACTIVITES.
THE HEIGHT OF TEMPORARY PRECAST WORK AREA
CONCRETE BARRIER CURB 5. THE CONTRACTOR WILL NOTIFY THE POLICE, FIRE AND HIGHWAY DEPARTMENT AT LEAST 24 HOURS
IN ADVANCE OF SETTING UP MAINTENANCE AND PROTECTION OF TRAFFIC.
6. A MINIMUM OF 24 HOURS ADVANCE NOTICE TO THE CONNECTICUT DEPARTMENT OF
TRANSPORTATION AND THE CITY OF BRIDGEPORT ENGINEERING DEPARTMENT IS REQUIRED BEFORE
x IMPACTING CRITICAL INTERSECTIONS ON STATE AND LOCAL ROADS.
EXCAVATION SUPPORT SYSTEM - /‘ i 7. A TEN (10) DAY MINIMUM NOTICE TO THE CITY OF BRIDGEPORT PUBLIC FACILITIES IS REQUIRED FOR
BY CONTRACTOR SPLICING CHAMBER LOCAL ROAD DETOURS. FULL CLOSURES OF STATE ROADS WILL NOT BE ALLOWED.
8. THE CONTRACTOR WILL SUBMIT ANY REVISIONS TO THE PROPOSED MAINTENANCE AND
x PROTECTION OF TRAFFIC PLANS OR ANY OTHER TRAFFIC RELATED CHANGES TO CONNDOT
- - (STATE ROADS) OR MUNICIPAL OFFICIALS (ON CITY ROADS) FOR REVIEW AND APPROVAL AT
‘ :) LEAST 30 DAYS PRIOR TO IMPLEMENTATION.
SECTION VIEW EXISTING CURB 5
[INE OR EDGE — 9. THE CONTRACTOR WILL NOTIFY EACH ABUTTER AT LEAST 24 HOURS IN ADVANCE OF THE
TYPICAL MAINTENANCE AND PROTECTION OF TRAFFIC OF TRAVELWAY | ! START OF ANY WORK THAT WILL REQUIRE THE TEMPORARY CLOSURE OF ACCESS.
SCHEMATIC LAYOUT AT SPLICING CHAMBERS 10. THE CONTRACTOR SHALL MAINTAIN AND PROTECT ALL PEDESTRIAN TRAFFIC AND ACCESS
NOT TO SCALE y " o |E DURING CONSTRUCTION.
SHOULDER || TRAVEL | TRAVEL || [(TYP. 11. ALL CONES AND DRUMS WILL BE PLACED AND MOVED AS NECESSARY TO MAINTAIN ADEQUATE
(TYP.) LANE LANE ) ABUTTER ACCESS AT ALL TIMES. WORK MAY REQUIRE ADDITIONAL SIGNS, CONES, DRUMS AND
(MIN.) (MIN.) x OTHER TRAFFIC CONTROL DEVICES, GRADING AND TEMPORARY PAVEMENT FOR PASSAGE OF
PEDESTRIAN, VEHICULAR AND EMERGENCY TRAFFIC THROUGH THE WORK AREAS, BOTH DURING
) AND AFTER WORK HOURS.
NOTES Y
NV B ’] 0 12. ALL CONSTRUCTION SIGNING, CONES, DRUMS, BARRICADES, AND OTHER DEVICES SHALL
THE FOLLOWING AREAS SHALL BE CONSIDERED COMMERCIAL/INDUSTRIAL SPLICING CONFORM TO PART IV OF THE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (M.U.T.C.D)
AND THUS POTENTIALLY ELIGIBLE FOR NIGHT WORK SUBJECT TO APPROVAL ) < CHAMBER MOST CURRENT EDITION AND REVISIONS.
BY THE GOVERNING AUTHORITIES: —
@ 13. THE CONTRACTOR SHALL ENSURE THE TEMPORARY SIGNS SHALL NOT OBSCURE ANY EXISTING
1 XEEQESX.TWE'N élfAF;%?\IDHFAg(_jR%DS?E%gﬁ,NgO Agg HARBOR YARD AREA. J ) TRAFFIC OR ANY OTHER SIGNS. TEMPORARY SIGNS SHALL BE MOUNTED ON POSTS WHEN FEASIBLE.
M M 14. ALL CONES SHALL BE EQUIPPED WITH REFLECTORIZED WARNING TAPE. ALL CONES SHALL BE
5. SOUTH FRONTAGE ROAD, WATER STREET TO INTERMODAL PROPERTY, ) X v CAVATION SET AT 20" 0.C. (MAX.) UNLESS OTHERWISE NOTED OR ADJUSTED BY THE ENGINEER.
oo QENOCK RIVER CROSSING, NOBLE AVENUE TO EAST WASHINGTON TEMPORARY PRECAST CONCRETE ) SUPPORT 15. THE CONTRACTOR SHALL INSTALL, AS A PREVENTATIVE MEASURE, REPLACEMENT DETECTORS
APPROXIMATE STATION 30400 TO STATION 72400 SARRIER CURE BNED AT JONTS S SYSTEM APPROVED BY THE RESPONSIBLE CITY ENGINEER OR CONNDOT DISTRICT ENGINEER,
AND WITH DELINEATORS (SEE ] WHERE THE EXISTING ONES MAY BE DAMAGED DURING CONSTRUCTION OPERATIONS.
> i",\;,RP'\,'?%“f(,MAXTEgUSET:TngN 859%0“"%” SSTLRT%,I Igﬁ%%TRAL AVENUE. TYPICAL DELINEATION & w 16. VEHICLE LOOP DETECTORS DAMAGED DURING CONSTRUCTION OPERATIONS SHALL BE REPLACED
DELINEATOR & OBJECT MARKER ] WITHIN 24 HOURS BY TEMPORARY VEHICLE DETECTION METHODS APPROVED BY THE RESPONSIBLE
4 ROUTE 1 FROM BOSTON AVENUE TO THE DOCK SHOPPING PLAZA. DETAIL FOR DELINEATOR TYPE) %LTN_EE%ESESN%RL gl?\l'\/LTDggs%SRTEIT%NE%Glggﬁﬁi_ EATSéDTHE CASE MAY BE, AND SHALL BE
APPROXIMATE STATION 183400 TO STATION 296400 , O) :
ALL OTHER AREAS SHALL BE CONSIDERED "RESIDENTIAL”. ROAD WORK TO ) = 17. THE CONTRACTOR SHALL MAINTAIN TRAFFIC SIGNAL OPERATIONS AT ALL TIMES. ALL NECESSARY
BE LIMITED TO HOURS AS APPROVED BY THE REGULATING AUTHORITY x el &NLDL éIDT"EUSS)‘IMENTS SHALL BE PAID FOR UNDER THE ITEM 1118062A" TEMPORARY
(CONNDOT OR MUNICIPAL). FOR ALLOWABLE WORK HOURS SEE TRAFFIC ’
MANAGEMENT PLANS. 18. THE CONTRACTOR SHALL USE BLACK MASK PAVEMENT MARKING TAPE TO COVER EXISTING
CONFLICTING PAVEMENT MARKINGS.
MAINTENANCE OF ACCESS TO DRIVEWAYS SHALL BE AS STATED IN THE ;i“@gﬁ';ﬁ’f
TRAFFIC MANAGEMENT PLAN SPECIFICATIONS. MARKING M 19. THE CONTRACTOR SHALL REPLACE PAVEMENT MARKINGS THAT ARE DAMAGED DURING
TAPE CONSTRUCTION ACTIVITIES. FOR PERMANENT PAVEMENT MARKINGS, THE CONTRACTOR SHALL USE
AN EPOXY RESIN MATERIAL AND FOR TEMPORARY PAVEMENT MARKINGS THE CONTRACTOR SHALL
USE TEMPORARY PLASTIC PAVEMENT MARKING TAPE, ALL IN CONFORMANCE WITH STATE AND
LOCAL GOVERNING AUTHORITIES. FOR STATE ROADWAYS THE CONTRACTOR SHALL REFER TO CDOT
TRAFFIC STANDARD SPECIFICATIONS SECTION 12.10 AND 12.12 FOR PERMANENT AND TEMPORARY PAVEMENT
GENERAL NOTES (CONT.) DRUM (TY53) ! MARKINGS.
26. /%'\#YCB%MTPgEIAORRY T%UTSSOE/ILSL{%SNTRAFF'C SIGNAL POLES MUST BE REVIEWED AND APPROVED 20. THE CONTRACTOR SHALL TEMPORARILY RELOCATE, COVER OR REVISE ANY EXISTING SIGNS THAT
» ARE IN CONFLICT WITH TEMPORARY SIGNS OR ARE IMPACTED DURING CONSTRUCTION. ONCE
CONSTRUCTION HAS BEEN COMPLETED, THE CONTRACTOR SHALL RE—INSTALL THE SIGNS TO THEIR
27. ANY TIMING ADJUSTMENTS, TEMPORARY VEHICLE DETECTION Al:!D SHIFTING OF SIGNAL HEA’\’DS OR ORIGINAL LOCATIONS. ANY SIGNS AND SUPPORTS DAMAGED DURING CONSTRUCTION MUST BE
OTHER SUCH TRAFFIC RELATED ACTIVITY SHALL FOLLOW THE "TEMPORARY SIGNALIZATION™ AND REPLACED BY THE CONTRACTOR AT NO ADDITIONAL CHARGE.
OTHER TRAFFIC SPECIFICATIONS INCLUDED IN THE CONTRACT DOCUMENTS. x
21. THE CONTRACTOR SHALL FOLLOW THE STATE OF CONNECTICUT DEPARTMENT OF TRANSPORTATION
28. THE LOCATIONS OF TEMPORARY SIGNS SHOWN ON THE PLANS ARE APPROXIMATE AND SHALL GUIDELINES TITLED "TRAFFIC CONTROL DURING MAINTENANCE OPERATIONS” AND THE TYPICAL
BE ADJUSTED BY THE CONTRACTOR TO MEET FIELD CONDITIONS. . MAINTENANCE TRAFFIC CONTROL PLANS.
29. TEMPORARY SIGNS SHALL BE MOUNTED ON POSTS WHEN FEASIBLE. 80 22. TRAFFIC WILL BE RESTORED TO EXISTING TRAFFIC PATTERNS AFTER WORK HAS BEEN
COMPLETED DURING EACH ALLOWABLE PERIOD
30. THE LOCATIONS OF TRAFFIC DRUMS SHOWN ON THE PLANS ARE APPROXIMATE AND SHALL
BE ADJUSTED BY THE CONTRACTOR TO MEET FIELD CONDITIONS AND TO CLEARLY DEFINE Q\TEMPORARY IMPACT 23. ALL NON—ESSENTIAL TEMPORARY CONSTRUCTION TRAFFIC CONTROL DEVICES WILL BE COVERED
ACCESS TO AND EGRESS FROM ALL ROADWAYS AND DRIVEWAYS. ATTENUATION SYSTEM OR REMOVED DURING NON—WORKING HOURS.
SEE DETAIL
31. ALL WORK ASSOCIATED WITH THE VAULTS AND WATER CROSSINGS SHALL CONFORM TO THE ( )

TYPE DE—9 DELINEATOR 24 THE CONTRACTORS CONSTRUCTION EQUIPMENT SHALL NOT OBSTRUCT SIGHT LINES AT

HOURLY LANE CLOSURE REQUIREMENTS AS SPECIFIED IN THE TRAFFIC MANAGEMENT PLAN. PLAN VIEW INTERSECTING ROADWAYS AND DRIVES.
32. THE CONTRACTOR SHALL INSTALL PROJECT SIGNS AT EACH END OF ALL CONSTRUCTION WORK TYPICAL MAINTENANCE AND PROTECTION OF TRAFFIC 25. THE CONTRACTOR SHALL NOT LEAVE CONSTRUCTION
ZONES. THE SIGN SHALL IDENTIFY THE WORK ZONE AS A UNITED ILLUMINATING COMPANY JOB &:HEMATIC LAYQUT AT SPLICING CHAMBERS MATERIALS OR EQUIPMENT ON THE STATE AND MUNICIPAL

SITE AND PROVIDE THE APPROPRIATE CONTACT INFORMATION.

STREET RIGHT OF WAY DURING NON—WORKING HOURS. C I:I N S T R U C T :[ I:I N S E T

(SHOWN FOR ROADWAY WITH ONE LANE IN EACH DIRECTION)
NOT TO SCALE
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