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SEDIMENT AND EROSION CONTROL MEASURES AS DEPICTED ON THESE PLANS AND
DESCRIBED WITHIN THE SEDIMENT AND EROSION CONTROL NARRATIVE SHALL BE
IMPLEMENTED AND MAINTAINED UNTIL PERMANENT COVER AND STABILIZATION IS
ESTABLISHED. ALL SEDIMENT AND EROSION CONTROL MEASURES SHALL CONFORM TO
THE "GUIDELINES FOR SOIL EROSION AND SEDIMENT CONTROL, CONNECTICUT —
2002, TOWN OF BEACON FALLS, AND IN ALL CASES BEST MANAGEMENT PRACTICES
SHALL PREVAIL.

1. PURPOSE AND DESCRIPTION OF PROJECT
A.) CONSTRUCTION OF FUEL CELLS AND ASSOCIATED SITEWORK.

B.) ESTIMATED AREA OF DISTURBANCE: +14.0 ACRES

2. IDENTIFICATION OF EROSION AND SEDIMENT CONTROL CONCERNS
A.) CUTS AND FILLS ASSOCIATED WITH ROADWAY AND FLAT PAD CONSTRUCTION.
B.) PROTECTION OF ON-SITE AND OFF—SITE WETLANDS AND STORM DRAINAGE.

TEMPORARY SEDIMENT TRAP SICONG SUMMARY
VOLUME STORAGE DEPTH STORAGE

VOLUME PROVIDED

TRAP NO. ACRES RECUIRED RECUIRED LENGTH X WIDTH
O 4.8 645 CY 25FT 100 FT X 25 FT
2 4.8 645 CY 2.5FT 100 FT X 25 FT
03 5.0 670 CY 25FT 125 FT X 25 FT
[z 4.8 645 CY 25FT 100 FT X 25 FT

134 CY STORAGE VOLUME RECIUIRED PER ACRE CONTRIBUTING AREA TO TST
CVOLUME OF STORAGE DISPLAYED ECUAL TO WET STORAGE VOLUME.
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AREA TO BE PROTECTED
AGAINST OVER COMPACTION
DURING CONSTRUCTION

- DO NOT USE AS TEMPORARY
SEDIMENT TRAP

695 CY
695 CY
868 CY
695 CY

IMITS OF PAVEMENT AT SWITCHYARD
FENCELINE. SWITCHYARD NOT TO BE PAVED.

ROPOSED SOUND BARRIER
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IMITS OF PAVEMENT AT PERIMETER FENCELINE

POINT OF ENTRY FOR
WATER SUPPLY

LEARING LIMITS TO BE STAKED IN THE FIELD
AND REVIEWED BY THE OWNER AND ENGINEER
PRIOR TO ANY TREE REMOVAL.
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LEARING _LIMITATYP.)

INSTALL PERMANENT, OUTLE FFCONTROL
STRUCTURE. BLOCK LOW, FLOW ORIFICE AND:
INSTALL-FILTER FABRICG-ON \THEAV-NOTCH.

HBC

AS, ELECTRIC, AND TELECOMMUNICATIONS
TO BE BROUGHT TO THE SITE FROM LOPUS
ROAD (TYP.)

SEDIMENT FILTER FENCE

STAKED HAYBALES

STAKED HAYBALE CHECK DAM

CONSTRUCTION ENTRANCE

TEMPORARY DIVERSION

BERM/SWALE WITH HAYBALE
CHECK DAMS EVERY 100’ O.C.

TEMPORARY SEDIMENT TRAP
—TO BE CONSTRUCTED PRIOR
TO MASS EXCAVATION. CLEAN

INLET PROTECTION

WHEN SEDIMENT DEPTHS EQUAL 127
(TYP. ALL STRUCTURES)

EROSION CONTROL BLANKET

CLEARING AND GRUBBING LIMITS

Cheshire, Connecticut 06410
(203) 271-1773 Fax (203) 272-9733
www.miloneandmacbroom.com

99 Realty Drive
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DESCRIPTION

LACIOCT, GRADING, CLEARING, NOTES | /2(/2011]
CLEARING LIMITS, EROSION CONTROLS| /1(7201(]

SEDIMENT AND EROSION CONTROL PLAN

BEACON FALLS ENERGY PARK

BEACON FALLS, CONNECTICUT
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