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NOTES TO ARCHITECT/ENGINEER (A/E) & DCS PROJECT MANAGER:
NOTE:  Include the following Sub-Sections that are appropiate in reference to Inspection Reports for Asbestos Containing Material (ACM) and Lead Containing Material (LBP) disclosure and removal. Edit as required for specific project. 
A/E and DCS Project Manager shall place the ACM and LBP Reports. in the Available Information Section at the end of the Technical Specification Sections.  Edit text as required for this Project. Delete this Section if it not applicable to the Specific Project.  Coordinate with the Project Manual Table of Contents
If this Sub-Section is used for this project then it shall be in located Division 00.
EDITING: To Show the Editing Notes in this MS Word document the show/hide symbol (¶) button must be must turned on in the MS Word Toolbar.  To print this document show/hide symbol (¶) must be turned off in the MS Word Toolbar, this will enable the document to indicate the correct number of total pages.  The below blue text are project specific information that must be completed by the A/E as applicable to the specific project. When complete change blue text to black text.  
HEADERS AND FOOTERS: The header and footer for each page of the Project Manual shall match the format, font (Arial), size (9 pt), font style (BOLD & CAPITALIZED) and line borders of the header and footer shown herein. The header of each page shall contain the Division 01 General Requirements, and the page number & number of pages as shown herein. The footer shall contain the project number in the right hand side as shown herein.  Division 00 and 01 contain a revision date in the left side of the footer. This date is to remain as it is for DCS informational purposes only and should not be altered by the A/E.
SECTIONS, SUBSECTIONS, PARAGRAPHS:  If a Section is not part of the project scope, do not use the Section in the General Requirements. Check “NOT USED” in the Table of Contents.  DO NOT delete the Section title from the Table of Contents.
If a Sub-Section is not applicable to the project, delete the contents of the Sub-Section in the General Requirements, then check “NOT USED” in the 00 01 10 Table of Contents and check “NOT USED” in the Section Table of Contents.  DO NOT delete the Sub-Section title from either the 00 01 10 Table of Contents or the Section Table of Contents.
Edit Paragraphs carefully to reflect specific project requirements, or delete them if they do not apply.  DO NOT include Paragraphs or parts of Paragraphs in the project manual, which have no applicability to the specific project.  KEEP IN NUMERICAL SEQUENCE and re-number as necessary.
IMPORTANT NOTE REGARDING “HIDDEN TEXT”:
Each document contains Editing Notes in the form of “hidden text”.  The Editing Notes assist the Architect in modifying and editing the document to make it project-specific.  In order to show the “hidden text”, click the Home tab, and in the Paragraph group, click the Show/Hide symbol (¶).  Turn off the Show/Hide symbol (¶) before printing the document in order to indicate the correct number of pages.  DELETE THIS NOTE.

IMPORTANT NOTE REGARDING FORMATTING:
Insert a blank page at the end of all odd numbered specification sections that states “THIS PAGE INTENTIONALLY LEFT BLANK”.  DELETE THIS NOTE.
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A.	Related Documents:
1.	Section 01 35 16 – “Alteration Project Proceedures”.
B.	Description of Work:
1.	Work Involving Asbestos Containing Material (ACM):
1.1	The Owner is responsible for abating all ACM that is visible and accessible. The abating of ACM is to be accomplished through a separate project prior to the start of all renovation work.
1.2	Testing for asbestos has been conducted at the facility scheduled for renovation, demolition, reconstruction, alteration, remodeling, or repair.  Results of the asbestos testing are for information purposes only. Under no circumstance shall this information be the sole means used by the Contractor for determining the extent of asbestos.  The Contractor shall be responsible for verification of all field conditions affecting performance of the Work.
1.3	The results of testing are located in the Available Information Section at the end of the Technical Specification Sections.  Refer to Section 01 35 16 - Alteration Project Proceedures for more information on Work involving ACM.
2.	Work Involving Lead Containing Material (LBP):
2.1	This facility was constructed prior to 1978 and is likely to have painted surfaces containing lead-based paint. The Contractor shall conduct all demolition and removal Work, specified in the technical sections of this specification, in conformance with the regulations as specified in Section 01 35 16 - Alteration Project Proceedures.
2.2	Testing for lead-based paint (LBP) has been conducted at the facility scheduled for renovation, demolition, reconstruction, alteration, remodeling, or repair.  The Results of the LBP testing are for information purposes only. Under no circumstance shall this information be the sole means used by the Contractor for determining the extent of LBP.  The Contractor shall be responsible for verification of all field conditions affecting performance of the Work.
2.3	The results of testing are located in the Available Information Section at the end of the Technical Specification Sections.  Refer to Section 01 35 16 - Alteration Project Proceedures for more information on Work involving LBP.
2.4	In accordance with the United States Environmental Protection Agency’s (EPA) Lead-Based Paint Renovation, Repair, and Painting Program (RRP) issued by the EPA on April 22, 2008 and regulated by 40 CFR 745, contractors performing renovation, repair and painting projects that disturb lead-based paint in homes, child care facilities, and schools built before 1978 must be certified and must follow specific work practices to prevent lead contamination. EPA requires that firms performing renovation, repair, and painting projects that disturb lead-based paint in pre-1978 homes, child care facilities and schools be certified by EPA and that they use certified renovators who are trained by EPA-approved training providers to follow lead-safe work practices.  The Contractor must be a Renovation Firm that has completed an EPA Lead-Safe Certification Program and be certified to conduct lead-based paint activities and renovations under the RRP rule.  The Contractor shall have at least one “Certified Renovator” assigned to jobs where LBP is disturbed.
END
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