TABLE R602.10.1.2(1)* %% <_continued
BRACING REQUIREMENTS BASED ON WIND SPEED
(as a function of braced wall line spacing)

WALL CONSTRUCTION

EXPOSURE CATEGORY B, 30 FT MEAN ROOF HEIGHT,
10 FT EAVE TO RIDGE HEIGHT,
10 FT WALL HEIGHT,

2 BRACED WALL LINES

MINIMUM TOTAL LENGTH (feet) OF BRACED WALL PANELS REQUIRED ALONG

EACH BRACED WALL LINE

Method DWB,
Basic \(fr:;:)smed Losggt%n Un: ;i(;eddnv;a(lfleet) Method LIB"" (do"ﬂﬁtlmﬂgd)s wg;ssl.ﬁ;; EPJ Cszrgla?#ﬁ:gl;s

10 45 45 25 2.5

20 8.5 8.5 50 40

30 12.0 12.0 7.0 6.0

ﬁ @ 40 15.5 15.5 9.0 75

50 19.0 19.0 11.0 9.5

60 225 22.5 13.0 110

10 8.5 8.5 5.0 45

20 16.0 16.0 9.0 8.0

<100 30 23.0 23.0 13.0 110
(mph) e @ E 40 295 205 170 145
50 36.5 36.5 21.0 180

60 435 135 25.0 21.0

10 NP 12.5 15 6.0

20 NP 23.5 13.5 115

30 NP 34.0 19.5 16.5

ﬁ @ @ 40 NP 4.0 25.0 215

50 NP 54.0 31.0 26.5

60 NP 64.0 36.5 31.0

10 5.5 5.5 3.0 3.0

20 10.0 10.0 6.0 5.0

30 145 145 8.5 7.0

ﬁ @ 40 18.5 18.5 11.0 9.0

50 23.0 23.0 13.0 115

60 215 27.5 15.5 13.5

10 10.5 10.5 6.0 5.0

20 19.0 19.0 11.0 9.5

—— 30 215 27.5 16.0 13.5
(mph) e @ 40 36.0 36.0 20.5 175
50 44.0 44.0 25.5 215

60 52.5 52.5 30.0 25.5

10 NP 15.5 9.0 7.5

20 NP 28.5 16.5 140

30 NP 410 23.5 20.0

e @ 40 NP 53.0 30.5 26.0

50 NP 65.5 37.5 32.0

60 NP 7.5 445 37.5
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