
Plan Review                Plan Review #        

One and Two Family Dwellings            Date:          

Based on CT building code 

Jurisdiction:                         

Building Location:                       

Description:                          

Reviewed by:                         

 

Scope ( Amd R101.2)                       

List of Corrections 
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Design Criteria (Table R301.2(1))      Additional Notes 

Ground Snow Load    psf                   

Wind Speed      mph                   

Seismic design category                      

Wind exposure category                     

Fire‐Resistant Construction (R302)                   

Exterior walls (R302.1 Table R302.1)                   

Townhouse (R302.2)                       

Continuity (R302.2.1)                       

Structural independence (R302.2.4)                   

Parapets (R302.2.2)                        

Construction (R302.2.3)                      

Two‐Family dwelling (R302.3)                     

Penetrations (R302.4)                        

Opening protection (R302.5.1)                     

Other penetrations (R302.5.3)                      

Dwelling/garage Fire separation &           

 Table (R302.6)                         

Under stair protection (R302.7)                     

Wall/ceiling finishes (R302.9)                      

Flame spread (R302.9.1)                      

Smoke development (R302.9.2)                     

Insulation (R302.10.1)                        

Fireblocking (R302.11)                       

Draftstopping (R302.12)                      



Combustible insulation   

Clearance (R302.13)                        

Required heating (R303.8)                      

Minimum Room Areas (R304)                      

Minimum height (R305.1)                     

Sanitation (R306 & R307) 

Water Closet                          

Lavatory                          

Tub or Shower                          

Kitchen area with sink                        

Sanitary sewer (Chapter 30)                      

Private disposal (R106.2.1)                      

Glazing (R308) 

Identification (R308.1)                        

Louvered or jalousies (R308.2)                      

Human impact loads (R308.3)                     

Hazardous locations (R308.4)                      

Skylights/sloped glazing (R308.6)                   

Floor surfaces (R309.1)                        

Carport (R309.2)                        

Auto garage door opener (R309.4)                    

 

 

 

 



Emergency Escape and Rescue Openings (R310) 

Emergency escape 

And rescue openings (R310.1)    `                 

Minimum area (R310.1.1)                      

Minimum height (R310.1.2)                      

Minimum width (R310.1.3)                      

Operational constraints  

(R310.1.4)                          

Window wells (R310.2)                       

Bulkhead enclosures (R310.3)                      

Bars, grilles, covers and 

Screens (R310.4)                        

Under decks & porches (R310.5)                    

Means of Egress (R311) 

General (R311.1)                       

Egress Door R311.2)                        

Floors and landings at exterior  

Doors (R311.3)                         

Floor elevations at the required egress 

Doors (R311.3.1)                       

Floor elevations for other exterior 

Doors (R311.3.2)                        

Vertical egress (R311.4)                       

Construction & Attachment (R311.5)                    

Hallways (R311.6)                        



Width (R311.7.1)                        

Headroom (R311.7.2)                        

Riser height (R311.7.4.1)                      

Tread Depth (R311.7.4.2)                      

Stairway  landings and 

Walking surface (R311.7.5, R311.7.6)                    

Handrails (R311.7.7)                        

Height (R311.7.7.1)                        

Continuity (R311.7.7.2)                       

Grip size (R311.7.7.3)                        

Stairway illumination  

(R303.6, R311.7.8)                        

Special Stairways (R311.7.9)                      

Ramp slope, landings and 

Handrails (R311.8)                        

Guards (R312) 

Where required (R312.1)                      

Height (R312.2)                        

Opening limitations (R312.3)                      

Retaining wall guards (R312.1.1)                    

Automatic Fire Sprinkler Systems (R313) 

When installed in a townhouse or one and two family dwelling must designed and installed in 

accordance with P2904 or NFPA 13D 

 

 

 



Smoke Alarms (R314) 

Reference standards 

 (R314.1, R314.2)                        

Location/interconnection (R314.3)                    

Alterations, repairs & 

Additions (R314.3.1)                        

Power source (R314.4)                        

Carbon Monoxide Alarms (R315) 

Carbon Monoxide Alarms 

(R315.1)                          

Power source (R315.1.1)                      

Alterations, repairs & 

Additions (R315.2)                        

Reference standards (R315.3)                      

Foam Plastic (R302, R316) 

Labeling (R316.2)                        

Surface burning (R316.3)                      

Thermal barrier (R316.4)                      

Specific requirements (R316.5)                      

Termite damage (R316.7)                      

Decay and Termite Protection (R317 & R318) 

Protection required  (Table R301.2(1), 

R317.1 R318.1)                         

Site Address (R319) 

Address numbers (R319.1)                      



Accessibility (Amd R320) 

Scope (R320.1)                         

Single‐story Townhouses 

 (R320.2)                          

Multi‐story 

Townhouses (R320.3)                        

Site Impracticality (R320.4.1)                      

Design flood 

Elevation (R320.4.2)                        

Accessible route (R320.5)                      

Parking (R320.6 to R302.6.3.1)                      

Elevators (R321) 

Elevators (R321.1)                        

Flood‐Resistant Construction (R322) 

General (R322.1)                        

Hazard area & requirements 

(R301.2.4, R309.3, R322.2, R322.3)                    

Design professional (R322.3.6)                      

Storm Shelters (R323) 

General/reference standard (R323.1)                    

 

 

 

 

 



Foundations (Chapter 4) 

Materials (R402) 

Wood Foundations (R402.1)                     

Concrete (R402.2)                        

Footings (R403) 

General (R403.1)                        

Soil bearing values (R401.4, R403.1)                    

Footing width (Table R403.1)                      

Minimum size (R403.1.1)                      

Frost Protection (R403.1.4.1)                      

Foundation anchorage (R403.1.6)                    

Foundation anchorage in 

SDC‐C (R403.1.6.1)                       

Footings adjacent to slope (R403.1.7)                    

Frost protection shallow 

 Foundations (R403.3)                        

Footings for precast 

Concrete foundations (R403.4)                      

Foundation Walls (R404‐R406) 

Masonry Foundation Walls (R404.1.1)                    

Wall height (Table R404.1.1(1))                     

Unbalanced fill (Table R404.1.1(4))                    

Nominal thickness (R404.1.5.1)                     

Reinforcement size and spacing 

 (Table R404.1.1(2)‐R404.1.1(4))                    



Concrete walls (R404.1.2)                      

Wall height unbalanced fill 

(Table R404.1.2(1) ‐R404.1.2(8)                     

Nominal thickness (R404.1.5.2)                     

Horizontal & vertical reinforcement size 

And spacing (Tables R404.1.2(1)‐R404.1.2(8) 

R404.1.2.2, R404.1.2.3.7)                      

Stay in‐place forms (R404.1.2.3.6.1)                    

SDC for C (R404.1.2.4)                        

Height above finished grade (R404.1.6)                    

Sill plate size (R404.3)                        

Retaining walls (R404.4)                      

Precast walls (R404.5)                        

Pier & Pile (R404.6)                        

Foundation drains* (R405)                      

Above grade drainage (R405.3)                     

Dampproofing* (R406.1)                      

Waterproofing* (R406.2)                      

*If uninhabitable, see under‐floor space (R408) 

Columns (R407) 

Protection decay/corrosion  

(R407.1 & R407.2)                        

Structural requirements (R407.3)                    

Anchorage (R407.3)                        

Wood/steel columns (R407.3)                      



Under‐floor Spaces (R408) 

Ventilation (R408.1 & R408.2)                      

Unvented crawl space (R408.3)                     

Access (R408.4)                        

Removal of debris (R408.5)                      

Finished Grade (R408.6)                      

Flood resistance (R408.7)                      

Floors (Chapter 5) 

Wood Joists & Girders (R502) 

Species & grade (R502.1)                      

Joist/sleeping (Table R502.3.1(1))                    

Joist/non‐sleeping  

(Table R502.3.1(2))                        

Cantilevered (Tables R502.3.3(1) and 

R502.3.3(2))                          

Girder/header spans exterior 

Bearing (Table R502.5(1))                      

Girder/header spans interior 

Bearing (Table R502.5(2))                      

Joist under bearing wall (R502.4)                    

Bearing wood or metal, masonry or concrete 

Lapped joist (R502.6, R502.6.1)                     

Lateral restraints bridging 

(R502.7, R502.7.1)                        

Drilling/notching (R502.8)                      



Fastening (R502.9)                        

Frame openings (R502.10)                      

Wood trusses (R502.11)                      

Draftstopping (R502.12)                      

Lumber Floor Sheathing (R503) 

Allowable spans (Table R503.1)                     

End joints (R503.1.1)                        

Wood Structural Panel Sheathing (R503.2) 

Grade (R503.2.1)                        

Thickness (R503.2.1)                        

Spans (Tables R503.2.1.1(1)  

R503.2.1.1(2))                          

Installation (Table 602.3(1)                      

Particleboard Underlayment (R503.3) 

Grade (R503.3.1)                        

Thickness (R503.3.2)                        

Installation (Table R602.3(1))                      

Treated‐Wood Floors on Ground (R504) 

Base course (R504.2.1)                        

Moisture barrier (R504.2.2)                      

Materials (R504.3)                        

     

 

 

 



 

Steel Floor Framing (R505) 

Cold‐form steel (R505.1)                      

Structural framing (R505.2)                      

Material (R505.2.1)                        

Identification (R505.2.2)                      

Corrosion protection (R505.2.3)                    

Fastening (R505.2.4)                        

Floor construction (R505.3)                      

Concrete Floors on Ground (R506) 

Thickness (R506.1)                        

Support (R506.2.1)                        

Base course (R506.2.2)                        

Vapor retarder (R506.2.3)                      

Reinforcement support (R506.2.4)                    

Wall Construction (Chapter 6) 

General (R601) 

Design (R601.2)                        

Component & cladding wind loads 

(Table R301.2(2))                        

Vapor retarder (R601.3)                      

 

 

 

 



Wood Construction (R602) 

Construction (Fig. R602.2(1) and 

R602.3(2))                          

Stud Grade (R602.2)                        

Exterior Walls (R602.3)                       

Stud spacing (R602.3.1, & 

 Table R602.3(5 ) )                        

Interior load‐bearing walls (R602.4)                    

Interior non‐load 

Bearing walls (R602.5)                        

Drilling/notching‐studs (R602.6)                    

Drilling/notching‐top plate (R602.6.1)                    

Headers (Tables R502.5(1), R502.5(2) 

R602.7.2 and Fig. R602.10.6)                      

Fireblocking (R602.8 & R302.11)                    

Cripple walls (R602.9)                        

Wall Bracing (R602.10)                        

Brace wall lines (R602.10.1)                      

Lengths (R602.10.3)                        

Connections (R602.10.6)                      

Support (R602.10.7)                        

Joints (R602.10.8)                        

Bracing based on wind speed 

(Table R602.10.1.2(1)                        

Bracing based on SDC 



(Table R602.10.1.2(2))                        

Intermittent bracing methods 

(R602.10.2, Table R602.10.2)                      

Continuous sheathing 

(R602.10.4, R602.10.5)                        

Wall bracing for Stone & 

Masonry veneer  (R602.12)                      

Steel Wall Framing (R603)  

General (R603.1)                        

Structural  Framing (R603.2)                      

Material (R603.2.1)                        

Identification (R603.2.2)                      

Corrosion protection (R603.2.3)                    

Fastening (R603.2.4)                        

Wall construction (R603.3‐R603.5)                    

Headers (R603.6)         `               

Studs, tracks and structural 

Sheathing (R603‐7‐R603.9)                      

Sheathing (R604‐R605) 

Wood structural panels (R604)                      

Particleboard (R605)                        

 

 

 

 



Masonry Construction (R606‐R610) 

General Design (R606.1)                      

SDC‐C (R606.12.2)                        

Unit masonry (R607)                        

Multiple wythe masonry (R608)                     

Grouted masonry (R609)                      

Glass unit masonry (R610)                      

Exterior Concrete Wall Construction (R611) 

Applicability (R611.2)                        

Concrete wall systems (R611.3)                     

Stay‐in‐place forms (R611.4)                      

Materials/construction details 

 (R611.5‐R611.10)                        

Exterior Windows & Doors (R612) 

Window sills (R612.2)                        

Fall Prevention (R612.3)                      

Emergency escape (R612.4.2)                      

Performance (R612.5)                        

Wind‐borne protection (R612.9)                    

Structural Insulated Panel Wall Construction (R613) 

Applicability (R613.2)                        

Materials (R613.3)                        

Wall panels/details (R613.4‐R613.10)                    

 

 



Wall Covering (Chapter 7) 

Interior Wall Covering (R702) 

Plaster material (R702.2)                      

Plaster support (R702.2.3)                      

Gypsum board material (R702.3.1)                    

Gypsum support, application and  

Fastening (R702.3.2‐R702.3.8)                      

Ceramic tile (R702.4)                        

Other finishes (R702.5 & R702.6)                    

Exterior Wall Covering (R703) 

Water resistive barrier (R703.2)                     

Wood siding (R703.3)                        

Attachment/thickness (R703.4)                     

Wood shakes/shingles (R703.5)                     

Exterior plaster (R703.6)                      

Stone/Masonry veneer (R703.7)                    

Lintels (R703.7.3)                        

Veneer ties (R703.7.4.1)                      

Flashing (R703.7.5/R703.8)                      

EFIS (R703.9)                          

Fiber cement siding (R703.10)                      

Vinyl siding (R703.11)                        

 

 

 



Roof‐Ceiling Construction (Chapter 8) 

General (R801) 

Design (R801.2/R801.3)                      

Component cladding wind loads 

(R301.2(2))                          

Roof Framing (R802) 

Fire retardant wood‐(R802.1.3)                     

Framing details (R802.3)                      

Rafter tie (R802.3.1)                         

Collar ties (R802.3.1)                        

Purlins (R802.5.1)                        

Bearing (R802.6)                        

Cutting/notching (R802.7)                      

Engineered wood (R802.7.2)                      

Lateral support/bridging (R802.8)                    

Framing openings (R802.9)                      

Wood trusses (R802.10)                      

Applicability limits (R802.10.2.1)                    

Roof tie downs (R802.11)                      

Ceiling Joist (Tables R802.4(1), R802.4(2)) 

Without Attic storage           With Attic Storage          

Spacing      Species       Grade    Span     Size      

 

 

 



Rafters (Tables R802.5.1(1)‐R802.5.1(8)) 

Ground snow load           Controlling design          

Ceilings attached/not attached         Spacing      Species      

Grade      Span           Size      Hc/Hr  adjustment      

Roof Sheathing (R803.2 

Grade      Thickness        FRTW stresses/grading          

Allowable spans (Table R503.2.1.1(1)                    

Installation (R803.2.3)                        

Steel Roof Framing (R804) 

General (R804.1)                        

Structural framing (R804.2)                      

Material (R804.2.1)                        

Identification R804.2.2                       

Corrosion protection (R804.2.3)                    

Fastening (R804.2.4)                        

Roof construction (R804.3)                      

Roof tie‐down (R804.3.9)                      

Roof Ventilation (R806) 

Ventilation (R806.1‐R806.4)                      

Attic Access (R807)  

Access requirements (R807.1)                      

 

 

 

 



Roof Assemblies (Chapter 9) 

Roof Classification (R902) 

Materials (R902.1)                        

Weather Protection (R903) 

Flashing (R903.2)                        

Coping (R903.3)                        

Roof drainage (R903.4)                       

Hail exposure (R903.5)                        

Materials (R904) 

Compatibility (R904.2)                        

Specifications (R904.3)                        

Identification (R904.4)                        

Requirements For Roof Covering (R905) 

Asphalt shingles  (R905.2)                      

Classification (Tables R905.2.4.1(1) & 

(R905.2.4.1(2))                         

Underlayment/high wind 

(R905.2.7.2)                          

Clay/concrete tiles (R905.3)                      

Metal roof shingles (R905.4)                      

Roll roofing (R905.5)                        

Slate/slate type shingles (R905.6)                    

Wood shingles (R905.7)                      

Wood shakes (R905.8)                        

Built up roof (R905.9)                        



Metal roof panels (R905.10)                      

Modified Bitumen (R905.11)                      

Thermoset single ply (R905.12)                      

Thermoplastic single ply (R905.13)                    

Sprayed polyurethane 

Foam roofing (R905.14)                       

Liquid applied coating (R905.15)                    

Roof Insulation (R906) 

General (R906.1)                        

Material (R906.2)                        

Chimneys & Fireplaces (Chapter 10) 

Masonry Fireplaces (1001)  

Construction (Figure R1001.1 & 

Table R1001.1)                         

Firebox walls (R1001.5)                       

Dimensions (R1001.6)                        

Steel units (R1001.5.1)                        

Lintel (R1001.7)                        

Hearth extension material (R1001.9)                    

Hearth extension (R1001.10)                      

Fireplace clearances (R1001.11)                    

Fireblocking (R1001.12)                       

 

 

 



Masonry Chimneys (R1003)  

Construction (Table R1001.1, R1003.2 

R1003.3 & Figure R1001.1)                      

Corbeling (R1003.5)                        

Change in dimension (R1003.6)                     

Additional loads (R1003.8)                      

Termination (R1003.9)                        

Spark arrestors (R1003.9.1)                      

Wall thickness (R1003.10)                      

Flue lining (R1003.11, R1003.12)                    

Multiple flues (R1003.13)                      

Flue area/appliance (R1003.14)                     

Flue area/Fireplace (R1003.15)                      

Inlet (R1003.16)                        

Cleanout (R1003.17)                        

Chimney clearance (R1003.18)                      

Fireblocking (R1003.19)                       

Chimney crickets (R1003.20)                      

Factory Built Fireplaces (R1004) 

Listed/labeled (R1004.1)                      

Installation (R1004.2)                        

Factory Built Chimneys (R1005)  

Listed/labeled (R1005.1)                      

Installation (R1005.3, R1005.4)                      

 



Exterior Air Supply (R1006) 

Intake size (R1006.2, R1006.4)                      

Energy Efficiency* (Chapter 11) 

Compliance material/equipment 

(N1101.2, N1101.3)                        

Climate zone (table N1101.2)                      

Above code (N1101.8)                        

Compliance material (N1101.8.1)                    

Building Envelope (N1102)                      

Mechanical systems (N1103)                      

Pipe insulation (N1103.4.1)                      

*See energy conservation plan review record. 

Mechanical (Chapters 12‐23) 

Appliance labeling (M1302, M1303)                    

Appliance access (M1305, M1401)                    

Appliance installation (M1307)                      

Heating/cooling equip. ((Chapter 14)                    

Exhaust systems (Chapter 15)                      

Duct systems (Chapter 16)                      

Above ground duct (M1601.1.1)                    

Combustion Air (Chapter 17)                      

Chimney/vent/termination  

(Chapters 10 & 18)                        

Special Fuel burning equipment 

(Chapter 19)                          

Boilers/water heaters (Chapter 20)                    



Hydronic piping (Chapter 21)                      

Special piping/storage systems 

(Chapter 22)                          

Solar systems (Chapter 23)                      

Penetrations rated assemblies 

(R302.4, R302.5)                        

Fuel Gas (Chapter 24)  

Application (G2401.1)                        

General regulations (G2404)                      

Appliance location (G2406)                      

Installation (G2408)                        

Clearances (G2409)                        

Electrical/bonding (G2410,G2411)                    

Pipe sizing (G2413)                        

Piping materials (G2414)                      

Pipe Installation (G2415, G2419)                    

Prohibited locations (G2415.1)                      

Piping support (G2418, 2424)                      

Valves (G2420)                         

Controls (G2421)                        

Connections (G2422)                        

Venting (G2426‐2429)                        

Misc. appliances (G2423, G2425 

G2430, G2453)                         

 



Plumbing (Chapters 25‐33)  

Individual, sewage, water systems 

 (P2602.1.1)                          

Water service location & depth 

(P2603, (2604)                          

Sanitary/storm sewer location &  

Depth (P2603, P2604)                        

Piping support (Table P2605.1)                      

Listed plastic materials (P2608)                     

Plumbing fixtures (Chapter 27)                      

Water Heater (Chapter 28)                      

Water supply (Chapter 29)                      

 Lawn Sprinkler (P2902.5.3.1)                      

Drain, waste & vent sizing & riser 

Diagram (P3004, P3005, (Chapter 31)                    

Sumps & ejectors (P3007)                      

Backwater valves (P3008)                      

Roof extension (P3103.1)                      

Fixture traps (P3201)                        

Storm drainage (Chapter 33)                      

Penetrations (R302.4, R302.5)                      

 

 

 

 



Electrical Chapters 34‐43) 

Alternative compliance (E3401.2)                    

Penetrations (E3402.2)                       

Listed/labeled materials (E3403)                    

Service equipment  & location (E3405, 

E3601, E3606)                          

System grounding (E3607)                      

Required branch circuits (E3703)                    

Feeder requirements (E3704)                      

Wiring methods (Chapter 38)                      

Required lighting/receptacles 

(E3901, E3903)                         

Ground Fault (E3902)                        

Garage/accessory (E3902.2)                      

Arc‐Fault (E3902.11)                        

Devices/lighting fixtures (Chapter 40)                    

Tamper‐resistant E4002.14                      

Clothes closets (E4003.12)                      

Appliance installation (Chapter 41)                    

Fan support (E4101.6)                        

Swimming pools (Chapter 42)                      

Connections (E4204.5.2)                      

Accessibility (E4209.3)                        

NOTE REVIEW ALL ADOPTED APPENDIX’S FOR COMPLIANCE AS REQUIRED. 


