
COLLECTION AND NO COST SHIPPING PROCEDURES FOR MERCURY
SWITCHES

Note: Please make sure you are handling the switches in accordance with your state’s waste handling requirements.
These requirements are available from your state’s environmental quafity department and at the End of Life Vehicle
Solutions Web site at www.elvsolutions.orq.

in order to participate in this program, please use the following procedure:

Immediately attach the Universal Waste label to the outside of the bucket and record the date you started
accumulating switches. Please be sure not to exceed your state’s time limit for the retention of mercury
switches under their Universal Waste rule. Universal Waste labels should be placed on the plastic bucket and
NOTon the cardboard box.

¯ Included in your bucket is a plastic bucket liner. Please line bucket with the plastic bag before placing your
switches inside the bucket.

¯ Keep the lid on the bucket and store the bucket out of the weather. If possible, place the bucket in a locked
cabinet. If your bucket arrived in a box, please be sure to keep the box for the return shipment.

¯ Please do not exceed 450 automotive mercury switches per bucket.

¯ Once the bucket is full, or if you have met the 450 switch count or your state’s retention deadline, tie the liner
in a knot and tightly seal the container. Place the bucket in a cardboard box for shipping and include the
number of switches bein,q returned in the bucket.

¯ To conform to federal and state laws, no free mercury, no switches that are broken or corroded
enough to leak in transport, or any other hazardous materials, should be placed in the bucket before
shipment. Any glass switches should remain in the assembly.

¯ If glass switches were removed from the assembly, they should be placed inside a secondary
container (e.g. a plastic tub), padded to prevent possible breakage and then placed into the larger
collection bucket.

All buckets must be sealed in a cardboard box and shipped UPS GROUND to ELVS contractor,
EQ Industrial Services Inc.
Attention Judie Zaborowski

2701 North 1-94 Service Drive
Ypsilanti, MI 48198

(734)547-2511 (direct line)
(800) 839-3975 (toll free-ask for Judie)

A return UPS Label is included in your bucket. Please keep this label for your return shipment.
Simply apply this label to the cardboard box when you are ready to ship the bucket back to EQ, Give the
sealed and labeled box to your UPS driver when at your facility. If you do not have visits from a UPS driver,
simply drop off your package at the nearest UPS drop off outlet (a list of outlets are available on the web at
www,ups.com) or call 1-800-PICKUPS to schedule a pick-up.

¯ Should you have any questions regarding the return shipment instructions, please contact Judie Zaborowski
at 734/547-2511.

NEED A REPLACEMENT BUCKET --Contact Judie Zaborowski at 734/547-2511

(Please allow 5-7 days for the arrival of a new bucket and shippin,q box)



Incentive Information

¯ Payments will be $1/switch pellet, whether submitted bare, in a
lighting assembly, or in an ABS module/assembly (3 switches
per assembly).

¯ Monies will be disbursed on a first-come, first-served basis.

¯ Funding will begin in February 2007 *

¯ Switches from eligible states that are received and counted
after 9/12/06 will receive payment, regardless of NVMSRP roll-
out date in the eligible state.

¯ After February 2007 payments will be made to individual
dismantlers within 60-90 days.*

¯ Participants are requested to provide a "count" of the number
of switches being returned in the collection bucket. Simply
place inside the bucket before securing the lid.

*Please note that these incentives are considered income by the IRS
and will require 1099 reportin.q at year end. Upon receipt of your first
bucket, EL VS will send you a W9 form to complete and return. No
payments will be made until EL VS is in receipt of the returned W9 form.



HERE’S HOW YOU CAN EASILY TRACK 
YOUR PROGRESS IN RECYCLING 

MERCURY 
 

1. Go to the web and visit www.eqonline.com 
2. Under “Services”, click on “ELVS Mercury Switch Recovery Program” 
3.  Under “Collection Reporting”, click on your state in the drop      down 

menu, then click “Report” 
4. Click on the first letter of your business name 
5. Find your company, click on “View Details” 
6. Hard copy can be printed from any screen to serve as your “receipt” or 

verification of program participation 
7. You now have all of the information necessary to track your progress in 

the NVMSRP/ELVS program.   
8. Your company’s name on the EQ website serves as verification that you 

are participating in the NVMSRP/ELVS program.  

http://www.eqonline.com/
http://www.eqonline.com/services/ELVS-Mercury-Switch-Recovery-Program.asp


Attachment B

REMOVING MERCURY ABS G-FORCE SENSORS

Description:
The ABS G-Force Sensor contains either two or three mercury switch capsules embedded in the assembly.

General Procedure for removing ABS G-Force Sensor:

1. Confirm vehicle is equipped with ABS.
2. Disconnect the battery.
3. Locate the ABS G-Force sensor on the vehicle (varies on different vehicles).
4. Remove the sensor.
5. Collect and recycle the sensor with care. NOTE: Please do not attempt to remove the pellets from

the sensor.

The locations where the ABS G-Force Sensor is commonly found are on the drive tunnel, below the
rear seat on the floor pan, on the right front wheel apron, rear seat center, and on the left frame rail,
right below the driver.

A UDI
Removal Procedure for 1987-1993 Audi 80/90, 1987-1993 Audi 100/Avant, 1989-1995 Audi V8, 1987-
1991 Audi 200, 1987-1992 Audi Coupe quattro*

1. Remove rear seat bottom and locate ABS Sensor mounted in the middle under seat on seat
support.

2. Disconnect wire harness connector from switch mounting hardware,
3. Remove securing nuts

BMW (no removal procedures)

DAIMLERCHRYLSER
Removal Procedure for 1992-96 4WD Dodge Stealth:

1. Locate the ABS G-Force Sensor under the center floor console.
2. Remove center floor console.
3. Disconnect the harness connector.
4. Remove the two bolts to release the sensor.
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Removal Procedure for 1992-2001 Jeep Cherokee:
1. Fold the rear seat assembly forward for access to the sensor.
2. Locate the ABS G-Force Sensor.
3. Disconnect the harness connector,
4. Remove the two bolts to release the sensor

Removal Procedure for 1993-2001 Jeep Grand Cherokee:
1. Fold the rear seat assembly forward and roll back the carpeting to gain access to the sensor.
2. Locate the ABS G-Force Sensor.
3. Disconnect the harness connector.
4. Remove the two bolts to release the sensor.

Removal Procedure for 1992-2003 Jeep Wrangler:
1. From the driver’s side, lift carpet back in front of console/shifter.
2. Locate the ABS G-Force Sensor in front of the console/shifter mounted to a bracket on the floor

pan.
3. Disconnect the harness connector.
4. Remove the two bolts to release the sensor.

FORD/MAZDA/MERCURY
Removal Procedure for 1993-97 Ford Bronco/1993-2002 Ford Explorer & Mazda Navajo/1995-2001
4x4 Ford Ranger & Mazda B-Series Pick-Up/1997-2002 AWD Mercury Mountaineer:

1. Raise and support the vehicle.
2. Locate the ABS G-Force Sensor on the left frame rail, right below the driver.
3. Remove the two nuts.
4. Unclip the fuel filter from the vehicle frame (on some models).
5. Disconnect the harness connector,
6. Remove ABS G-Force Sensor,

GENERAL MOTORS (has no models with H.q ABS G-sensors)

MITSUBISHI
Removal Procedure for 1990 Galant 4WD; 1991 3000GT 4WD, Expo 4WD/Expo LVR 4WD, Eclipse
4WD, Galant 4WD; 1992 3000GT 4WD, Expo 4WD/Expo LVR 4WD, Eclipse 4WD, Galant 4WD; 1993
3000 GT 4WD, Expo4WD/Expo LVR 4WD, 1994 3000 GT 4WD

1995 Model Year and beyond DO NOT contain mercury ABS switch assemblies
1. Locate the ABS G-Force Sensor under the center floor console.
2. Remove center floor console.
3. Disconnect the harness connector.
4. Remove the two bolts to release the sensor.

NISSAN
Removal Procedure 1996 Nissan Pathfinder 4X4:

1. Locate the ABS G-Force Sensor under the center floor console.
2. Remove center floor console.
3. Disconnect the harness connector.
4. Remove the two bolts to release the sensor.

SUBARU
Removal Procedure for 1990-1995 Subaru Legacy with 5MT AWD, 1993-1996 Subaru Impreza with
5MT AWD:

1. Locate the ABS G-sensor switch on the right front wheel apron.
2. Disconnect the wire harness connector from the switch and mounting hardware (two screws).

VOLKSWAGEN (has no models with H.q ABS G-sensors)
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CHECK THE FOLLOWING VEHICLES FOR MERCURY ABS G-FORCE SENSORS
(Participating members of the End-of-Life Vehicle Solutions Only).

Audi 80 / 90 1987 - 1993 ,/ Rear Seat
Audi 100 / Avant 1987 - 1993 ,/ Rear Seat
Audi V8 1989 - 1995 v" Rear Seat
Audi 200 1987 - 1991 ,/ Rear Seat
Audi Coupe quattro 1987 - 1992 ,/" Rear Seat

4WD Dodge Stealth 1992 - 1996 ,/ Rear Center
Jeep Cherokee 1992 - 2001 ,/ Rear Seat
Jeep Grand Cherokee 1992 - 2001 ,/ Rear Seat
Jeep Wrangler 1992 - 2003 i ’/IDriver Seat

Ford, Mazda, Mercury
Ford Bronco 1993-1997 Driver Seat
Ford Explorer 1993-2002 i ,/ Driver Seat
Mazda Navajo 1993- 2002 Driver Seat
4x4 Ford Ranger 1995-2001 Driver Seat
Mazda B-Series Pick-up 1995-2001 Driver Seat
AWD Mercury Mountaineer 1997-2002 ,/ Driver Seat

3000 GT 4WD
Galant 4WD
Expo 4WD
Expo LVR 4WD
Eclipse 4WD

1991-1994
1990-1992
1991-1993
1991-1993
1991-1993

Rear Center

~. Rear CenterRear Center
Rear Center
Rear Center

Pathfinder 4x4 11996 Rear Center

Subaru Legacy w/5MT AWD 1990 - 1995 ,/ Right Front
Subaru Impreza w/5MT AWD 1993 - 1996 ,,"                                                     Right Front



VEHICLES CONTAINING MERCURY CONVENIENCE SWITCHES

Audi 100
lAudi 200

~AIM~R~HBYS~E ............... , . ’~ Dod e Oh sler, Plymouth, Eagle

1977-1988 v" Hood Trunk
1980-1988 ,/ Hood Trunk

11998 and prior Iv" Hood ~~ Trunk

~0~,~,. ,., ,I,, ,~ , I Ford, Lincoln, Mercury, Mazda, Merkur, Volvo
Ford Mustang
Ford Crown Victoria
Mercury Grand Marquis
Lincoln Town Car
Ford, Lincoln, Mercury. and Merkur Cars
Ford, Lincoln, and Mercury Trucks, SUV’s, and Vans

2000 and prior
2000 and prior
2000 and prior
2000 and prior
1996 and prior
2001 and prior

Hood
Hood
Hood
Hood
Hood
Hood

Trunk
Trunk
Trunk
Trunk
Trunk
Trunk

* Excludes: 1999 and newer model year Ford Ecoline, Ford 14fmdstar, Ford Ranger, and Mercury Villager
Mazda Navajo 1993-1997 ~ Hood Trunk
Mazda B-Series Pick-Up 1995-1999 ¢" Hood Trunk

* Ranger/B-Series phased out of mercury switches with 1999 model year.
Volvo 11991 and prior Iv~ Hood I    Trunk

* Volvo convenience switches may contain glass mercury capsules, Use care when removing convenience switches from these vehicle&

~h~,,r,~l~f GMC, Cadillac, Buick, Oldsmobile, Pontiac, Saturn, Saab
Vehicles 1999 and prior Hood Trunk

* Excludes: 1999 model year Chevrolet Astro, Chevrolet Silverado, GMC Safari, GMC Sierra

Cadillac Escalade 2OOO Hood Trunk
Chevrolet Blazer 2000,2001,2002 Hood Trunk
Chevrolet Cavalier 2000,2001 Hood -/ Trunk
Chevrolet Corvette 2000 Hood Trunk
Chevrolet Express 2000,2001,2002 Hood Trunk
Chevrolet S-10 Crew cab 2002 Hood Trunk
GMC Denali 2000 Hood Trunk
GMC Envoy 2000,2001 Hood Trunk
GMC Jimmy 2000,2001 Hood Trunk
~MC Savana 2000,2001,2002 Hood Trunk

GMC Sonoma Crew cab 2002 Hood Trunk
Luxury G-Van 2001,2002 ¯ / Hood Trunk
Oldsmobile Bravado 2000,2001,2002 Hood Trunk
Pontiac Sunfire 2000,2001 Hood -/ Trunk

= BMW, MITSUBISHI, NISSAN,SUBARU, andVOLKSWAGEN vehiclesDO NOT contain mercury convenience switches.
¯ Vehicles manufactured 2003 Model Year and beyond DO NOTcontain mercury convenience switches.
¯ Vehicles without trunks including SUVs, station wagons, and hatchbacks DO NOTcontain a mercury convenience switch in the "Trunk" or rear of the vehicle.



Luggage Door Switch

Hood-Tilt Switch

Cab-Tilt Switch
Park Heater & Sleeper

Cab Switches

Cab-Tilt Switch - Cab-over tractors with optimized engine idle
control

¯ International models with 1 switch 1996 - 1999
¯ / Located on right-side kick panel behind trim

v 9600, 9700, 9800

Park Heater Switch - Conventional sleeper vehicles with
auxiliary parking heater

¯ Volvo models with 1 switch                 through 2003
,/ Located on driver’s side rear cab under bunk on the

dividers that house the parking heater
,/ VN

Luggage Door Switch - Conventional and Cab-over tractors
with sleeper

International models with 2 switches (one per luggage
compartment)
v" Located on luggage compartment door

v" 9600, 9700, 9800
.z 8000
,z 9200, 9300, 9400
~ 9900

1988-1999
1988-2002

Sleeper Cab - Conventional vehicles with Espar Heater
¯Freightliner models with 1 switch through 4/2003
,/ Located on the left-hand vertical under bunk partition,

beneath the floor
v" Sleeper cab



Hood-Tilt Switch - Conventional vehicles with optimized
engine idle control

¯ Freightliner models with 1 switch             through 8/2004
/̄ Located under hood between grille and passenger side

headlight opening
v" Business Class

,/ Located inside headlight bezel
,/ Century Class Conventional

/̄ Located inside hood just above and aft of hood hinge
bracket

,/ Columbia

Freightliner models with 2 switches           through 8/2004
Located behind the SDU module in the wheel well

,/ Argosy COE
,/ Argosy COE with deployable cab access stairs

International models with 1 switch               1996 - 2002
,/ Located on support structure of hood, lower left-side above

wheel well
,/ 5000
¯ / 9200, 9300, 9400
¯ / 9900

Mack models with 1 switch
,/ Located under hood on drivers side above headlight

housing
,/ CH 1995-2001
,/ CX 2000- 2002

Volvo models with 1 switch                  through 2003
-/ Located on passenger side, under hood above the

headlight housing
/̄ VN

Removing Mercury Switches

1. Determine if the vehicle should be checked for a mercury
switch. Using the information provided, check the vehicles
make and model.

2. If yes, proceed to step 3.

3. Disconnect batteries.

4. Check the locations described to determine if a mercury
switch is on the vehicle.

5. If a mercury switch is found, cut the wiring to the switch.

6. Remove any fasteners to separate the mercury switch from
the vehicle.

Recycling Mercury Switches

Collecting and managing assemblies and pellets:
1. Determine if the vehicle should be checked for a switch

assembly. If unsure, check the list of likely vehicle years,
makes and models provided.

2. If yes, refer to removal instructions above.

3. Remove the entire assembly, tf the state requires pellet
removal, then remove the metal pellet from the assembly.

4. Place the assembly and/or pellets in the plastic bucket.
Properly labeled containers with air-tight lids will be
provided.

5. Replace the lid after each pellet or assembly is added.

Please be sure you are handling the switches in accordance
with your state’s waste handling requirements.



Collecting and managing assemblies and pellets:

1. Determine if the vehicle should be checked for a
switch assembly. If unsure, check the list of likely
vehicle years, makes and models provided.

2. tf yes, see removal instructions on the
opposite panel.

Remove the entire assembly. If the state requires
pellet removal, then remove the metal pellet from
the assembly if possible.

4. Place the assembly and/or pellets in the plastic
buckeL Properly labeled containers with air-tight
lids will be provided.

5. Replace the lid after each pellet or assembly
is added.

Please be sure you are handling the switches
in accordance with your state’s waste handling
requh’ements.

Feel free to contact us for more information,
or to give L~S your feedback.

By Mail:

End of Life Vehicle Solutions (ELVS)
PC Box 3282
Farmington Hills, MI 48333-3282

By Phone:

877-225-ELVS
2484788-6656

By e-mail:

info@elvsolutions.org

Online:

www.elvsolutions.org

ELV$
end of life vehicle solutions

Revised: 4/I 5/06



Removing mercury hood and truak
co~wenience ~ights

in some instances (such as many GM vehicles),
leaving the assembly intact and removing the
pellet may be easier than removing the assembly.

1. Check for hood and trunk convenience lights
on these cars and trucks:

GM 2002 and o~der
Ford 2001 and older
IDaim~erChrys~er 1998 and o~der
Volvo 199! arid older
Audi !977-!988
Audi 100 1977o1988
Audi 200 "1980o1988
Mazda Navajo 1993-1997
~Vlazda B-Series Pickup 1995-1999

2. Disconnect the baltery.

3. Find the small light fixture on the underside of
the hood or trunk.

4. Cut the power supply wire to the fixture,

5. Remove any fasteners to separate light assembly
from vehicle.

Check for the mercury ABS G-Force Sensor on
these cars and trucks:

A~di

1987d993 Audi 80/90/Coupe
1987 1993 Audi 100/Avant
1989-1995 Audi V8
1987 1991 At~di 200
1992 Audi Cabriolet
1987 1992 Audi Coupe quattro

Oaim~erOhrys~er

1992-1996 Dodge Stealth 4WD
1992-2001 Jeep Cherokee
1992-2001 Jeep Grand Cherokee
1992-2003 Jeep Wrangler

Ford Motor

1992-1997
1993 2002
!995-2001

1997-2002

Ford Explorer & Mazda Navajo
Ford Ranger 4x4 &
Mazda B Series Pickup

Mits~lbishi

1991 1994 3000 GT 4WD
19901992 Galan[ 4WD
1991 1993 Expo 4WD
1991-1993 Expo LVR 4WD
1991 1993 Eclipse 4WD

Nissa~l

1996 Palhfinder 4x4

Subart~

199o-1995 Legacy AWD with 5MT
1993 1996 Impreza AWD with 5MT

The ABS G-Force Sensor contains either two
or three mercury switch capsules embedded
in the assembly.

2. Disconnect the battery.

3. Locate the ABS G-Force Sensor on the vehicle
(varies on different vehicles).

4. Remove sensor. Please note: Do not attempt
to remove pellets from mercury ABS G-Force
Sensors. Place the ent{re assembly in the bucket.

The locations where the mercury ABS G-Force
Sensor is commonly found are on the drive
tunnel, below the rear seat on the floor pan,
on the right front wheel apron, and on the left
frame rail right below the driver’s seat.



~eco~ecci6n y tr~tamie~to de b~r~idades

1. Determine si es necesario inspeccionar el
vehiculo para vet si contiene uno de estos
interruptores. Si no est,. seguro, examine la tista
que incluye los posibtes a~os, marcas y modelos
de vehiculos.

2. Si Io est,, consutte las instrucciones de
extracci6n que figuran en el panel anterior.

3. Extraiga la unidad completa. Si su estado exige
la extracci6n de la c~psula, separe Ia cb~psula de
metal de la unidad, si es posible.

4~ Coloque ia unidad o las c~psulas en e! belde de
pl~.stico. Se le proporcionar~n recipientes con
tapes herm~ticas correctamente etiquetados.

5. Cada vez que agregue una c~psula o unidad al
recipiente, vuelva a taparlo.

Aseg0rese de manipular los interruptores de
acuerdo con las normas de tratamiento de
desechos de su estado~

Para m~.s informaci6n o si desee enviarnos
sus comentarios, no dude en comunicarse con
nosotros.

Pot correo:

End of Life Vehicle Solutions (ELVS)
(Soluciones de fin de serie para vehiculos)
PO Box 3282
Farmington Hills, Mi 48333-3282

Por tel6fono:

877-225-ELVS
248-788-6656

Por correo electr6nico:

info@elvsolutions.org

En Intemet:

www.elvsolutions.org

ELVS
soludones de fin de serie para vehiculos

Revisado: 4/!5/06



E×tracciSn de ~as luces de cortes~a de
mercuric de} cap5 o ma]etero

En algunos casos (como en muchos vehiculos de
GM), es mAs f~cil dejar la unidad intacta y extraer
s61o ta c~psula que extraer toda la instalaciOn.

Busque las luces de cortesia del cap6 y maletero
en los siguientes autom6viles y camionetas:

GM
Ford
Daim~erChrys~er
Volvo
Audi
Audi 100
Audi 200
Mazda Navajo
Oamioneta Mazda
Serie B

a~o 2002 y aateriores
a~o 2001 y anteriores
afio 1998 y anteriores
a~o1991 y anteriores
a~os1977 a t988
a~os 1977 a 1988
a~os 1980 a 1988
a~os 1993 a 1997

aSos 1995 a 1999

2. Desconecte la bateria.

3. Localice el peque~o artefacto de iluminaci6n
que se encuentra en la parte inferior del cap6
o maletero.

Corte el cable de suministro de corriente
del artefacto.

Separe todos los soportes para poder
desconectar la unidad de iluminaci6n
del vehiculo.

1. Busque el sensor de fuerza G dei sistema
de frenos antibtoqueo en los siguientes
autom6viles y camionetas:

Audi

aSos 1987 a 1993 Audi 80/90/cup~
afios 1987 a 1993 Audi 100/Avant
ahos1989a1995 AudiV8
aSos 1987 a 1991 Audi 200
arc 1992 Audi Cabriolet
afros 1987 a 1992 Audiquattro cup~

DaimierChrysier

arcs 1992 a 1996

aSos 1992 a 2001
aSos1992 a 2001
a~os 1992 a 2003

Dodge Stealth con tracci0n
en las 4 ruedas
Jeep Cherokee
Jeep Grand Cherokee
Jeep Wrangler

El sensor de fuerza G del sistema de frenos
antibloqueo contiene dos o tres c~psulas con
interruptores de mercuric empotradas en
la instalaci6n.

2. Desconecte la bateda.

3. Locatice el sensor de fuerza G del sistema de
frenos antibloqueo del vehiculo (su ubicaci6n
vada seg0n el vehiculo)

4. Extraiga el sensor. Atenci6n: No intente extraer
la c~psula de los sensores de fuerza G de
mercuric de! sistema de frenos antibloqueo.
Coloque Ia unidad entera en et balde.

Ford Motor Co.

ahos 1992 a 1997
arcs 1993 a 2002
arcs 1995 a 2001

aSos 1997 a 2002

Ford Bronco
Ford Explorer y Mazda Navajo
Ford Ranger 4x4 y camioneta
Mazda Serie B
Mercury Mountaineer
con tracci6n total

Mitsubish[

a~os 1991 a 1994
a8os 1990 a 1992
aSos 1991 a 1993
af]os 1991 a 1993

ahos 1991 a1993

Nissa~

1996

3000 GT con tracciTn en las 4 ruedas
Galant con tracci6n en las 4 ruedas
Expo con tracci6n en 1as 4 ruedas
Expo LVR con [racci0n en
4 ruedas
Eclipse con traoci6n en las 4 ruedas

Pathlinder 4x4

Subaru

aSos 1990 a 1995 Legacy con tracciTn total y
transmisi6n manual de 5 velocidades

aSos1993a1996 !mprezacontracci6ntotaly
transmisi6n manual de 5 ve]ocidades

Entre los lugares donde com0nmente se
encuentran los sensores de fuerza G de
mercuric del sistema de frenos antibloqueo,
cabe mencionar el tOnel de la transmisi6n;
sobre el piso, debajo del asiento trasero; sobre
el delantal de la rueda delantera derecha y sobre
el larguero izquierdo del bastidor, justo debajo
la silla del conductor.
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