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1. INTRODUCTION  
 

This Stormwater Pollution Control Plan (SPCP) has been prepared on behalf of the Town of Enfield 
for  improvements to existing roadways  in Enfield, CT.   The project  involves removal of the existing 
road section, supplementing and repairing the existing storm sewer system, and reconstructing the 
bituminous roadway pavement section. 
 
The  purpose  of  this  SPCP  is  to  identify  and  manage  activities  that  may  affect  the  quality  of 
stormwater  runoff  generated  during  the  construction  activity.  This  Plan  has  been  developed  in 
accordance with the requirements of the State of Connecticut General Permit for the Discharge of 
Stormwater  and Dewatering Wastewaters  from  Construction Activities  effective October  1,  2013 
(“General  Permit”),  the  2002  Connecticut  Guidelines  for  Soil  Erosion  and  Sediment  Control 
(“Guidelines”), and the 2004 Connecticut Stormwater Quality Manual (“Manual”).   
 
During construction, the selected contractor shall be responsible  for  implementing all elements of 
the erosion and sedimentation (“E&S”) control measures as defined in the Contract Documents and 
in this SPCP.  After the construction warranty period expires, the Town of Enfield will be responsible 
for maintaining the post construction stormwater controls for this project. 
 
Throughout the construction process, the permittee/registrant shall periodically  inspect all erosion 
control measures by the terms established  in this SPCP and the General Permit.   This construction 
project will not be considered complete until all disturbed areas have been stabilized, all erosion has 
been  repaired,  and  all  temporary  erosion  control  measures  have  been  removed  per  the 
requirements of the General Permit. 
 

Weblinks 
General Permit:  
http://www.ct.gov/deep/lib/deep/Permits_and_Licenses/Water_Discharge_General_Permits/storm_construct_gp.pdf 
 
Guidelines: 
http://www.ct.gov/deep/cwp/view.asp?a=2720&q=325660&deepNav_GID=1654%20 
 
Manual: 
http://www.ct.gov/deep/cwp/view.asp?a=2721&q=325704&deepNav_GID=1654 
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2. SITE DESCRIPTION 
 

a. SITE LOCATION 
 
The road reconstruction activities are proposed for the following streets,  located  in Enfield, CT 
(see Appendix A): 

Bright  Street, Clear  Street, Cloud  Street, Diamond Drive,  Eds Drive, Keen Court,  Light 
Street, Moon Street and Sharp Street. 
 

The total disturbance for the three project areas is 11.4 acres. The area included in the CT DEEP 
registration for reasons described below is 11.4 acres. 
 
The total project can be separated into three areas. The northern area consists of Bright Street, 
Clear  Street, Cloud  Street,  Eds Drive,  Light  Street,  and Moon  Street.  The  limit of disturbance 
anticipated is 8.9 acres. This work area is to be registered with the CT DEEP as a locally exempt 
new registration. 

 
 
The  central  area  consists  of  Keen  Court  and  Sharp  Street.  The  limit  of  disturbance  is 
approximately 1 acre. This work area has a different discharge point than the northern area and 
meets the CT DEEP definition of a “small construction” project. This area  is  included  in the CT 
DEEP registration for the Discharge of Waters during Construction 
 

 
 
The southern area consists of Diamond Street and 20‐30 foot intersection tie‐ins with Campsite 
Road, Crystal Corner, Gem Grove, Laurel Lane, and Sparkle Street. The total limit of disturbance 
area is approximately 1.5 acres. This work area has a different discharge point than the northern 
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area and meets the CT DEEP definition of a “small construction” project. This area is included in 
the CT DEEP registration for the Discharge of Waters during Construction 
 

 
 

Based on town mapping, wetland areas are confined to fringe areas bordering the Scantic River. 
The ultimate  receiving waters  for  the site are  the Connecticut River via  the Scantic River. The 
project  limits  are within  a  quarter mile  of  the  endangered  species  identified  by  the Natural 
Diversity  Database  (Attachment  A),  however  the  construction  will  take  place  in  established 
neighborhoods,  and  is  not  anticipated  to  have  any  impacts  to  endangered  species with  this 
project.   
 
According  to  the Geotechnical Study prepared by Clarence Welti Associates, dated March 27, 
2015 (see Appendix B) the site soils can be generally described as follows: silt and fine sand; or 
silt, trace to little clay. Refer to Appendix C for soil types and characteristics. 
 

b. DESCRIPTION OF THE CONSTRUCTION ACTIVITY 
 
The disturbance of each site is essentially limited to the roadway right of way for excavation and 
reconstruction of  the paved  surface, minor driveway work,  and  grading of  the  shelf  areas  to 
match the road construction work. There are regulatory flood plains to the east of the proposed 
work  area,  associated  with  the  Scantic  River.  However,  the  work  is  not  anticipated  to  be 
performed within the  limits of FEMA mapped  flood plain.   The project area  is a relatively  flat, 
established  residential  area  and  the  construction  is  confined  to  the  roadway  corridor  with 
existing stormwater collection systems. There is little potential for soil erosion that could impact 
the regulated areas. Drainage basins will be protected with sedimentation control to maintain 
water  quality  at  the  existing  discharge  points.  Additional  information  on  drainage  areas  and 
construction schedule are described below and in Section 3.  

   
The proposed project includes the following activities in the neighborhood:  
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 Removal of the existing roadway pavement section 

 Supplementing and rehabilitating the existing storm drainage structures and increasing 
inlet capacity at select low points 

 Reconstruction of the roadway pavement section and associated driveway and grading 
of the shelf areas. 

 
The average  runoff coefficient  for all  three  sites will not change due  to  the construction. The 
post construction and pre‐construction runoff coefficient is approximately 0.50.   
 

c. SITE DRAINAGE 
 
All  three  sites  share  the  same  drainage  basin  but  have  separate  sub  basin  discharge  points 
flowing  into  the  Scantic  River.  The  drainage  basin  associated  with  these  three  areas  is 
approximately 50.5 acres, bounded by Sparkle Street to the south, Raffia Road west, Sun Street 
to the north and the Scantic River to the east. Within the project impact areas, no wetlands are 
to be impacted by the proposed grading and reconstruction activities.  
 
The northern area limits are bounded by Raffia Road to the west, the Scantic River to the east, 
Sun  Street  to  the  north,  and  escarpment  to  the  south.  The  reconstruction  efforts will  occur 
within of approximately 8.9 acres, which  is divided  into multiple drainage basins  contributing 
stormwater runoff to the 4 existing discharge points as follows: 

 
1. North east side of Cloud Street (12” RCP) 
2. South east corner of Eds Drive (12” RCP) 
3. Low point on Clear Street, approximately halfway along length (24” CMP) 
4. Intersection of Raffia Road and Bright Street (12” RCP) 
 
The main discharge point is a 24” corrugated metal pipe located in the low point of Clear Street. 
Stormwater runoff flows through this 24” CMP to the south into the Scantic River. Two other 
discharges act as a stormwater system. The 12” concrete storm sewers located at the northeast 
corner of Cloud Street and the southeast corner of Eds Drive are understood to act as storm 
sewer system overflows. The stormwater runoff from these two discharge points flows into the 
Scantic River.  
 
The central project area is bounded by Raffia Road to the west, the Scantic River to the east, and 
escarpment to the north and south. Less than 1 acre of disturbance is anticipated with this 
project. There are two existing site discharge points: 

 
1. Sharp Street cul‐de‐sac (12” CMP) 
2. South of Keen Court (12” CMP) 

 
The southern area site is bounded by Sparkle Street to the south, Campsite Road, Crystal Corner, 
and Gem Grove to the east, Luster Lane and Sparkle Street to the west, and escarpment slopes 
to the north. The approximate limit of disturbance is 1.5 acre. There are 4 existing site 
stormwater discharge points:  
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1. Diamond Drive cul‐de‐sac (10” CMP) 
2. Intersection of Campsite Street  and Diamond Drive (15” RCP) 
3. Northern intersection of Gem Grove and Diamond Drive (15” RCP) 
4. Southern intersection of Gem Grove and Diamond Drive (18” RCP) 
 
Southern stormwater site discharge points 3 and 4 intersect in a catch basin off site on Gem 
Grove. Stormwater flows discharge northeasterly from this catch basin into the Scantic River. 
 
Exhibits  depicting  these  drainage  basins  are  located  in Appendix D.    In  all  cases  stormwater 
runoff  is collected  in catch basins, routed through the neighborhood,  in a storm sewer system, 
(to  the  existing  discharge  points.)  No  change  to  the  existing  discharge  area  is  included  or 
proposed with this project.  

  
Table 2.1 – Northern Site Discharge Points 

SITE DISCHARGE 
DRAINAGE 
AREA (Ac) 

OUTLET 
TYPE & SIZE 

RECEIVING BODY 

1. North east side of Cloud Street  6.78  12” RCP 
Open channel to 
Scantic River 

2. South east corner of Eds Drive  8.72  12” RCP 
Open channel to 
Scantic River 

3. Low Point on Clear Street, approximately 
halfway along length of street 

22.01  24” ACCMP 
Open channel to 
Scantic River 

4. Intersection of Raffia Road and Bright Street  0.82  12” RCP  Existing 12” RCP 

 
 

Table 2.2 – Central Site Discharge Points 
 

SITE DISCHARGE 
DRAINAGE 
AREA (Ac) 

OUTLET 
TYPE & SIZE 

RECEIVING BODY 

5. Sharp Street cul‐de‐sac  2.06  12" ACCMP 
Open channel to 
Scantic River 

6. East of Keen Court  0.65  12" ACCMP 
Open channel to 
Scantic River 

 
 

Table 2.3 – Southern Site Discharge Points 
 

SITE DISCHARGE 
DRAINAGE 
AREA (Ac) 

OUTLET 
TYPE & SIZE 

RECEIVING BODY 

7. Diamond Drive cul‐de‐sac   0.28  10” CMP 
Open channel to 
Scantic River 

8. Intersection of Campsite Street and 
Diamond Drive 

4.02  15” RCP  Existing 15” RCP 
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9. Northern Intersection of Gem Grove and 
Diamond Drive 

5.71  15” RCP  Existing 15” RCP 

10. Southern Intersection of Gem Grove and 
Diamond Drive 

0.29  18” RCP  Existing 18” RCP 

 
This project will not change the amount of impervious area in this neighborhood. Activities such 
as  front yard grading, construction  trench dewatering and/or cut and  fill  to establish  subbase 
grades have the potential to affect discharge water quality during construction.  These activities 
generally include the movement of equipment and materials required to install storm drainage 
improvements and reconstruct the roads.   The materials used  for the reconstruction may also 
impact  stormwater  quality.  Implementation  of  erosion  control  measures  will  capture 
construction sediments to maintain water quality. 

 

3. ANTICIPATED CONSTRUCTION SEQUENCING 
 

The roadways will be constructed in phases so the disturbed areas and inconvenience to the public 
does not exceed increments of approximately 2,600 linear feet at any given time. This will limit the 
unpaved areas  that could generate  sediments during construction  to  less  than 2 acres. Therefore 
temporary sediment traps will not be required.  Construction is anticipated to begin in Spring 2015, 
and end in Fall 2015.  The following is a description of the phases of the proposed construction:  
 
As all the roadways are similar, the contractor will be allowed to start and end as they desire as long 
as  the  disturbed  areas  are  lineal  and  approximately  2,600  feet  in  length.  This  will  result  in  5 
construction phases.  

 
All phases will consist of the following sequence. 
1. Excavate existing pavement to subgrade and install drainage structures and underdrains 
2. Install base materials 
3. Install pavement to binder course 
4. Install structure tops 
5. Final pavement course 
Note once the binder course of pavement is installed the work can proceed to the next phase. 

 
4. CONTROL MEASURES 

 
All  control  measures  have  been  designed  and  shall  be  implemented  in  accordance  with  the 
Guidelines,  the Manual,  and  General  Permit  to minimize  (reduce  or  eliminate)  the  discharge  of 
pollutants from the project area.  
 
For the purpose of this SPCP, stabilization or stabilize shall have the same meaning as defined in the 
General Permit, which is:  “…the use of measures as outlined in the 2002 Connecticut Guidelines for 
Soil  Erosion  and  Sediment Control,  as  amended, or  as  approved by  the  [DEEP]  commissioner,  to 
prevent the visible movement of soil particles and development of rills.” 
 
a.  EROSION AND SEDIMENT CONTROL 
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The  goal of  this plan  is  to  control erosion on  the  site  and  to  control movement of  sediment 
within  the  site  and  to offsite  storm  sewer  systems.    Existing  vegetation will be preserved by 
limiting the contractor’s movements to only the area within the delineated Limit of Disturbance 
(LOD).   
1. SOIL STABLIZATION AND PROTECTION PRACTICES – NON STRUCTURAL 

 
Limitation  of  Disturbance  –  The  total  limit  of  disturbance  for  the  northern,  central  and 
southern project sites are approximately 8.9, 1 and 1.5 acres, respectively. The contractor 
shall stage the site  improvement activities according to this SPCP, Guidelines, Manual, and 
General Permit.  It is anticipated that only the areas within the limit of disturbance will be at 
risk  for erosion.   Any  vegetation outside of  these defined  limits will be preserved by  the 
measures described in this SPCP. 

 
Temporary Vegetative Cover –  If any exposed areas or stockpiles will be  inactive for more 
than  thirty  (30)  days  and  have  not  yet  reached  finished  grades,  they  shall  receive  a 
temporary  vegetative  cover within  seven  (7)  days  after  the  suspension  of work.  Planned 
vegetation, seed mixes, and planting dates are included in the specifications. 
 
Permanent Vegetative Cover – The installation of permanent vegetation shall be placed on 
all exposed areas within  seven  (7) days of  final grading.   Planned vegetation,  seed mixes, 
and planting dates are included in the specifications. 

 
Winter Stabilization  ‐ Long term and winter stabilization will conform to  the provisions of 
the Best Management Practices (BMP), CTDOT Standard Specifications and the Guidelines.   
 

2. TEMPORARY MEASURES (Reference Appendix I for site improvement drawings) 
 
Silt Fence and Hay Bales  ‐ Structural practices  that will be  implemented  shall  include  silt 
fences  backed  by  hay  bales.    The  silt  fence  and  hay  bales  shall  reduce  down  gradient 
siltation by acting as  sediment  filters.   This  filter  removes  sediment  transported by  sheet 
flow and shall be implemented in all phases of construction. 
 
Inlet Protection‐  Inlet protection  shall be  installed  around  all  inlet  structures.    The  inlets 
shall  be  protected  by  hay  bales,  a  geotextile  fence  (except  on  pavement),  and  for  catch 
basins a ‘silt sack’, which consists of filter fabric that is secured under the catch basin grate, 
shall be used.  The filter fabric shall trap or catch any silt or sediment that falls through the 
grate.   
 
Sediment  Traps  –  The  project  does  not  anticipate  the  use  of  “temporary  basins”  or 
“temporary sediment traps” as described in the Guidelines, and discussed in more detail in 
Section 3.  However, if utilized, Sediment traps shall be installed in areas within the limits of 
disturbance where  the  total  contributing  drainage  area  is  2  to  5  acres  per  the  General 
Permit, Guidelines,  and  this  SPCP.   These  structures  shall be  installed prior  to other  land 
disturbance within the contributing drainage area.  The sediment traps shall be constructed 
in accordance with the Guidelines. 
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Stone  Check  Dams  –  The  project  does  not  anticipate  the  use  of  stone  check  dams  as 
described  in  the  Guidelines.  However,  if  utilized,  stone  check  dams  shall  be  installed  in 
accordance with the Guidelines.   
 
Temporary Erosion Control Blanket  (ECB) – ECBs are not anticipated due  to  the generally 
flat slopes limited to the shelf areas of the roadway (less than 10 feet). 
 

3. MAINTENANCE (DURING CONSTRUCTION) 

The erosion and sediment controls shall be maintained  in a condition consistent with  this 
SPCP,  the  General  Permit,  and  Guidelines.    The  Contractor  shall  conduct  the  following 
maintenance  to  ensure  the  proper  performance  of  E&S  control  measures  during 
construction. 
 
Silt Fence & Hay Bales ‐ Inspect the silt fence and hay bales at least twice a week and within 
24  hours  of  the  end  of  a  storm  with  rainfall  amount  of  0.5  inch  or  greater.    Remove 
sediment  deposits  when  the  deposits  are  approximately  one‐quarter  the  height  of  the 
barrier.  Replace or repair fence within 24 hours of observed failure.  When repetitive failure 
occurs  at  the  same  location,  review  conditions  and  limitations  for  use  and  determine  if 
additional  controls  are  needed  to  eliminate  failure.    Maintain  the  fence  until  the 
contributing area is stabilized. 
 
Inlet Protection ‐ Inspect the silt fence, hay bales, and silt sacks at least every workday and 
within 24 hours of the end of a storm with rainfall amount of 0.5 inch or greater.   Remove 
sediment  deposits  when  the  deposits  are  approximately  one‐quarter  the  height  of  the 
barrier, and/or if runoff is ponding at the grate locations.  Replace or repair within 24 hours 
of observed failure.  When repetitive failure occurs at the same location, review conditions 
and  limitations  for use and determine  if additional  controls are needed  to  reduce  failure.  
Maintain the protection until the contributing area is stabilized. 

 
If  washouts  or  breakouts  occur,  re‐install  the  blanket  after  re‐grading  and  re‐seeding, 
ensuring that blanket  installation still meets design specifications. When repetitive failures 
occur  at  the  same  location,  review  conditions  and  limitations  for  use  and  determine  if 
diversions, stone check dams or other measures are needed to reduce failure rate. 
 
Repair any dislodged or failed blankets immediately. 

 
4. DEWATERING 

   
Dewatering  on  this  site  is  not  anticipated. However,  in  such  a  case where  dewatering  is 
necessary, wastewater  from  dewatering  pumps will  be  infiltrated  into  the  ground where 
possible.   Where this  is  impracticable, proper methods and devices shall be utilized to the 
extent  permitted  by  law,  such  as  pumping  water  into  a  temporary  sedimentation 
depression, providing surge protection at the inlet and outlet of pumps, floating the  intake 
of  the  pump,  or  other  methods  to  minimize  and  retain  the  suspended  solids.  These 
wastewaters  will  not  be  discharged  directly  to  surface  waters  or  wetlands  without 
treatment.  If a pumping operation causes  turbidity problems beyond  the control of  these 
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measures,  the  operation  shall  cease  until  feasible  means  of  controlling  turbidity  are 
determined and implemented. 

 
 
 
 
 

b. OTHER CONTROLS 
 

Waste Disposal – Best Management Practices will be  implemented to reduce the discharge of 
litter, debris, building materials, hardened concrete, or similar materials to waters of the State.    

 
  Dust Control – The contractor will utilize dust control measures  to prevent  the movement of 
  dust from exposed soil surfaces.  Wet dust suppression shall be used in accordance with section 
  22a‐174‐18(b)  of  the  Connecticut General  Statutes,  for  any  construction  activity  that  causes 
  airborne particulates.   No discharge of dust  control water  shall  contain or  cause  a  visible oil 
  sheen, floating solids, visible discoloration, or foaming in the receiving stream.  
 
  Material  Storage  –  Storage  of  material  that  could  be  injurious  to  human  health  or  the 
  environment in the event of flooding, such as chemicals and petroleum, will be located outside 
  of  the 500‐year  flood  zone.   Other material or equipment may be  stored below  the 500‐year 
  flood elevation such that the material or equipment  is not subject to major damage by floods, 
  and that such material or equipment will be firmly anchored, restrained or enclosed to   prevent 
  it from floating away or that such material or equipment can be removed prior to flooding.   
 

Emergency Procedures  ‐ Contractor employees,  subcontractors, and others accessing  the Site 
will  become  familiar with  evacuation  procedures  during  site  orientation  and  daily  site  safety 
meetings  and  their  responsibility  to  muster  at  the  appropriate  location  when  directed  to 
evacuate. Since the site is not a fire/explosion hazard and none of the chemicals intended to be 
brought to the site are expected to pose a fire/explosion hazard, an emergency at the site is not 
expected  to  cause an area‐wide evacuation of  the  surrounding businesses and/or  residences. 
Not  all  emergencies  associated with  this  site will  require  evacuation, however personnel not 
associated with the event should clear the scene to avoid confusion by responding units. Area‐
wide evacuations may be implemented by personnel not related to project activities.  Area‐wide 
evacuations may be declared by state or local government agencies and will be coordinated by 
the  local  emergency  services.   Severe weather  conditions,  such  as major  storms  or  extreme 
winds, are often  forecast up  to several days  in advance.  The Contractor will monitor weather 
forecasts  to  identify  impending  severe  weather  conditions  that  may  require  implementing 
mitigation measures.  
 

5. RUNOFF REDUCTION/LOW IMPACT DEVELOPMENT  
 

This project can generally be described as a  linear redevelopment project, which will not  increase 
the effective  impervious cover within a given watershed. As stated  in Section 5  (b)(2)(C)(i)(a),  the 
permittee shall implement the additional stormwater treatment measures referenced in the section, 
but will not be required to retain half of the water quality volume.  
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The existing and proposed  sumps  in  the  storm  sewer  catch basins will allow  for  the  collection of 
sediment  during  a  storm  event.  Deep  sumps  are  proposed  to  be  installed  in  the  catch  basin 
immediately upstream of the outfall. Hoods, or snouts, are proposed to be  installed  in these catch 
basins to capture floatables. 
 
As the goals of this project do not include storm sewer piping improvements, and since access to the 
outlets  of  the  storm  sewer  system  is  very  challenging  and  would  substantially  increase  the 
disturbance  area,  no  proposed  velocity  controls  are  included  at  the  outlets  of  the  storm  sewer 
system. 
 
Other  low  impact  development  practices  include  conserving  natural  vegetation  and  soil  and 
minimizing  land  disturbance.    Since  the  proposed  construction  activities  will  consist  of 
reconstruction  rather  than  new  construction,  activities will  occur within  the  footprint  of  existing 
impervious areas which will cause minimal disturbance to additional vegetation and soil.  
 
In addition, since  there  is a public sanitary sewer system  (no septic system) and/or  the site  is not 
being used for animal activities, stormwater runoff should not have the potential to be impacted by 
bacteria produced by these sources. 
 

6. IMPAIRED WATERS 
 

The  project  site  discharges  stormwater  runoff  into  the  Scantic River,  defined  by  the  CT DEEP  as 
Waterbody  Segment  ID CT 4200‐00 02. The 2014  State of Connecticut  Intergrated Water Quality 
Report lists both these waterbody segments as a Recreational Impaired use due to E. Coli.  
 
Waterbody segment CT 4200‐00 02 of the Scantic River has been classified as EPA Category 5 (see 
Table 3‐4 Conecticut  Impaired Waters List). Available data and/or  information  indicate that one or 
more designated uses are not being supported and a TMDL is needed. 
 
The following streets are part of level A Aquifer Protection areas according to CT DEEP: 
Bright Street 
Clear Street 
Cloud Street 
Eds Drive 
Keen Street 
Light Street 
Moon Street 
Sharp Street 
Refer to appendix E for additional aquifer protection areas.  

 
No new site discharges are proposed with this project.  
 
No more  than 2 acres may be disturbed at any one  time. For  those areas  for which  construction 
activity will be temporarily suspended for a period of greater than 14 days, temporary stabilization 
measures  shall  be  implemented  within  3  days  of  such  suspension  of  activity.  For  all  areas, 
permanent stabilization shall be implemented within 30 days of disturbances. 
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7. INSPECTION 
 

The  site must  be  inspected  initially  for  SPCP  implementation  within  the  first  30  days  following 
commencement of the construction activity.  The site shall be inspected at least once and no more 
than three times during the first 90 days to ensure proper  implementation of all control measures 
designated in the plan.  Inspections must be completed by a qualified representative of the Town of 
Enfield. 
 
A Qualified Inspector, as defined by the General Permit, means an individual possessing either (1) a 
professional  license or certification by a professional organization recognized by the commissioner 
related  to  agronomy,  civil  engineering,  landscape  architecture,  soil  science,  and  two  years  of 
demonstrable  and  focused  experience  in  erosion  and  sediment  control plan  reading,  installation, 
inspection and/or report writing for residential and commercial construction projects in accordance 
with  the  Guidelines;  or  (2)  five  years  of  demonstrable  and  focused  experience  in  erosion  and 
sediment  control  plan  reading,  installation,  inspection  and/or  report  writing  for  residential  and 
commercial  construction  projects  in  accordance  with  the  Guidelines;  or  (3)  certification  by  the 
Connecticut Department of Transportation (DOT). 
 
Beyond  the  initial  inspection  and  unless  otherwise  noted  elsewhere  in  the  SPCP  that  are more 
frequent,  weekly  routine  inspections  and  inspections  within  24  hours  of  a  rainfall  event  that 
generates a discharge (only during normal work hours) must be completed for the site until a Notice 
of Termination has been  submitted.   A  rain  gauge  is  required  to be on  site  to document  rainfall 
amounts.  Disturbed areas and areas used for storage of materials that are exposed to precipitation 
shall be  inspected  for  evidence of, or  the potential  for, pollutants  entering  the drainage  system.  
Erosion and sediment control measures identified in the plan shall be observed to ensure that they 
are operating correctly.   Where discharge  locations or points are accessible,  they shall be visually 
inspected  to  ascertain  whether  erosion  control measures  are  effective  in  preventing  significant 
impacts to receiving waters.   Locations where vehicles enter or exit the site shall be  inspected for 
evidence of off‐site sediment tracking. 
 
The  inspection  report  shall  include  a  summary  of  the  scope  of  the  inspection,  name(s)  and 
qualifications of personnel making the inspection, the date(s) of the inspection, weather conditions 
including  precipitation  information, major  observations  related  to  erosion  and  sediment  controls 
and the  implementation of the SPCP, a description of the stormwater discharge from the site, and 
any water  quality monitoring  performed  during  the  inspection.    The  report must  also  include  a 
statement that the site is either in compliance or out of compliance with the SPCP.  If the site is out 
of compliance the report shall include the corrective action needed to have the site in compliance.  
Non‐engineered  corrective  actions  (as  identified  in  the Guidelines)  shall  be  implemented  on  site 
within 24 hours and  incorporated  into a revised SPCP within three (3) calendar days of the date of 
inspection unless another schedule  is specified  in the Guidelines. Engineered corrective actions (as 
identified  in  the Guidelines) shall be  implemented on site within seven  (7) days and  incorporated 
into  a  revised  SPCP  within  ten  (10)  days  of  the  date  of  inspection,  unless  another  schedule  is 
specified  in  the Guidelines or  is approved by  the Commissioner of  the Department of Energy and 
Environmental Protection.   During  the period  in which any corrective actions are being developed 
and have not yet been fully  implemented,  interim measures shall be  implemented to minimize the 
potential for the discharge of pollutants from the site. The report shall be signed by the permittee or 
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its  assigned  agent,  and will  become  part  of  the  SPCP.   A  copy  of  the  Inspection  Report  Form  is 
included in Appendix F. 

 
8. MONITORING 

 
The  proposed  project  disturbs  more  than  5  acres,  so  monthly  monitoring  for  turbidity  is 
required.  Monthly sampling, shall be completed during normal work hours (7:00am to 4:00pm), 
and  will  begin  when  there  is  discharge  from  the  site  during  construction  activity,  and  will 
continue until  final  stabilization of  the drainage area associated with each outfall  is achieved. 
Sampling is not required if there is no stormwater discharge or if the conditions pose a threat to 
the safety of the person taking the sample. If there is no stormwater discharge during a month, 
sampling is not required.  
 
All samples shall be collected from discharges resulting from a storm event that occurs at  least 
24 hours after any previous storm event generating a stormwater discharge.   Samples shall be 
grab samples taken at  least three separate times during a storm event.   Samples may be taken 
manually or by an  in‐situ turbidity probe or other automatic sampling device equipped to take 
individual  turbidity  readings  (i.e.  not  composite).    The  average  of  the  three  samples will  be 
reported.  The first sample shall be taken within the first hour of stormwater discharge from the 
site.  If there is no discharge during any given monitoring period, the permittee shall submit the 
form as required and indicate “no discharge” for monitoring results.  In this project, sampling is 
required of all point source discharges of stormwater.   
 
Within  30  days  following  the  end  of  each  month,  permittees  shall  enter  the  stormwater 
sampling  result(s)  on  the  Stormwater  Monitoring  Report  (SMR)  form  (available  at 
www.ct.gov/deep/stormwater)  and  submit  it  in  accordance  with  the  NetDMR  provisions, 
outlined  in  the  State  of  Connecticut  General  Permit  for  the  Discharges  of  Stormwater  and 
Dewatering Wastewaters from Construction Activities effective October 1, 2013 or to the Bureau of 
Materials Management and Compliance Assurance.  
 
The  locations  of  the  sampling  points,  or  drainage  points,  are  shown  on  the  plans  located  in 
Appendix D, Proposed Site Monitoring Plan.   These points  shall be  clearly marked  in  the  field 
with a  flag,  stake, or other visible marker.   As  indicated  in Section 5(c)(1)(C)(ii) of  the General 
Permit, since this project is considered a linear project, a representative monitoring location has 
been selected to represent the 8 project outfalls.   
 

9. POST CONSTRUCTION STORMWATER MANAGEMENT & CONTROLS 
 
At  the  end  of  construction,  all  areas  disturbed  by  construction  activities  shall  be  stabilized.  All 
stormwater  structures  shall  be  cleaned  and  maintained  prior  to  a  termination  inspection.    All 
temporary erosion  control measures  shall be  removed prior  to  filing a  termination notice  for  the 
project.  The  Town  of  Enfield,  or  a  qualified  representative,  shall  inspect  the  site  3 months  after 
stabilization has been achieved for all phases of construction. If the inspection confirms that the site 
is  stable,  as described  in  the General Permit,  the  Town of Enfield  shall  submit  to  the CT DEEP  a 
Notice of Termination form. 
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The Town of Enfield will maintain  the storm sewer  facilities  in accordance with standard Town of 
Enfield maintenance protocols, as described in this document and developed as required by the CT 
DEEP  Permit  for  the  Discharge  of  Stormwater  and  Dewatering Wastewaters  from  Construction 
Activities.  
 

10. CONTRACTORS 
 

a. GENERAL 
 
All contractors and subcontractors who will perform actions on site that may reasonably be 
expected  to cause or have  the potential  to cause pollution of  the waters of  the State are 
identified in Appendix G.   

 
b. CERTIFICATION STATEMENT 

 
All contractors and subcontractors must sign  the certification  included  in Appendix G.   All 
certifications shall be included in this Stormwater Pollution Control Plan. 
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