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LOBDELL CON'sULTANTS, P.C.
Geotechnical! Civil Engineering

March 21,2013

Ms. Carole Franklin
15 Avalon Drive
Milford, CT 06460

Re: Report on Geotechnical Investigation
Residence at 13 James Street
Milford, CT
Project 04-13

Dear Ms. Franklin:

Weare pleased to present our report on the geotechnical investigation made for your
residence at 13 James Street, in Milford, CT. This work was verbally authorized by you.

It is understood that the residence will be raised to preclude future flooding such as
occurred during Hurricane Sandy and that this investigation was made to aid in the design
ofnew foundations.

The site survey indicates that settlement has resulted in a 0.3 ft difference in the front
and rear floor grades and visual observations indicate that there is significant unevenness in
the floor throughout. There has been severe cracking in the foundation walls in the right
rear section of the structure as well.

Two test borings were made to determine subsurface conditions, the analysis of which
was to enable us to provide recommendations for the new foundations. The borings were
made by Conn. Test Boring, LLC, under our direction, at the locations shown in the
attached plan; also attached are the logs of the borings describing the materials encountered
and indicating the depth and type of sampling. The samples were examined by our engineer
to confirm or to modify the driller's descriptions.

Subsurface Conditions

The borings disclosed 2 Ih to 3 ft of fill consisting of dark brown silty sand with a trace of
gravel and roots underlain by about 7 ft of soft dark brown peat and organic clayey silt
which is part of a tidal marsh deposit that is present in the general area. Beneath this marsh
deposit was found 8 to 9 ft of medium dense medium to fine or fine sand. Below 18 ft in
Boring 1 was encountered a medium dense sandy silt.

Ground water was measured at depths of 9 in. to about 2 ft below grade.

P. O. Box 110656
Trumbull, cr 06611
Ph: (203) 261-3800
Fax: (203) 261-8200

Email: HLLobdell@aol.com



Foundation Analysis and Recommendations

The upper loose fill and the tidal marsh material, which is very compressible, are
unsuitable for support of conventional spread footings, which is borne out by settlement that
has occurred. The underlying natural sand, though too deep for footings, would be suitable
for support of drilled mini-piers referred to as helical piers.

During our analysis we reviewed similar reports made by us many years ago at 2 sites on
nearby Maddox Avenue where subsurface conditions are similar. In view of the reported
satisfactory performance and our visual and observations of these residences after a period
of nearly 20 years, we believe the general foundation recommendations made then, using
extra wide footings, would be applicable for the subject project.

We therefore recommend that extra wide spread reinforced footings be designed and
that an allowable soil pressure of 300 psf be assumed; such a low pressure should have a
minimal effect on the subsoils. The footings should be constructed at a minimum depth
below design grade. Prior to constructing the footings the existing sand fill should be
compacted with a vibratory compactor and a layer of compacted % in. crushed stone, at
least 6 in. thick should then be placed over the fill subgrade. Because of the salty nature of
the ground water, frost action will not be a problem so that footings can be placed at a
minimum depth. We believe that future settlement, if any, will be slight utilizing these
procedures.

The alternative foundation type consisting of helical piers, will probably prove to be a
more expensive solution than the extra wide footings; should helical piles be used, however,
they should be designed for a capacity of 10 tons each and should be based within the
natural sand layer at a depth of about 13 ft below existing grade.

The ground level concrete (or asphalt) pavement should be placed over a base of
compacted crushed stone and/or clean sand.

Limitations - the report has been prepared in accordance with our authorized scope of work
and with accepted practice in the field of geotechnical engineering. If the design or location
of the structure is changes, we should be advised so that we may determine how it will affect
our recommendations. If additional or contradictory data are revealed in the future, we
should be notified so that modifications to our recommendations can be made, ifnecessary.

Ifwe can be of assistance in monitoring the site preparation work, please advise us.

Very truly yours,

~ J 1rrf-ctJ!I
Herbert L. Lobdell, P.E

cc: Tom Torrenti, P.E.

Ill-L/clp
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KEY TO SOIL DESCRIPTION AND TERMS
Terms used in this report for describing soils according to their texture or
grain size distribution are in accordance with the Unified Soil Classification
System, as described in Technical Memorandum No. 3-357, Waterways Experiment
Station, March 1953.

TERMS DESCRIBING CONSISTENCY OR CONDITION

COHESIONLESS (COARSE-GRAINED) SOILS: gravel, sand and silty sand
or silty sand and gravel mix
tures

Descriptive Term

very loose
loose
medium dense
dense
very dense

Blows/ft (N)
Corrected for

Overburden Load*

o to 4
4 to 10

10 to 30
30 to 50
over 50

N values shown
on boring logs
are uncorrected
values.

COHESIVE (FINE-GRAINED) SOILS: clayey silts, silty clays. clays,
organic silts and clays, and peat

Descriptive
Term

very soft
·soft
firm
stiff
very stiff
hard

Standard
Penetration Test

Blows/ft (N)

less than 2
2 to 4
4 to 8
8 to 15

15 to 30
over 30

Unconfined
Compressive

Strength, ts f

less than .25
.25 to .5

.5 to 1.0
1.0 to 2.0
2.0 to 4.0

greater than 4.0

Penetrometer Reading
Pounds on 0.25 in.

dia. area

less than 2.5
2.5 to 5.0
5.0 to 10.0

10.0 to 20.0
20.0 to 40.0
40.0 and hi gher

Blows per foot: number of blows per the last l2-in. penetration;
or determined by doubling the number of blows
for the second 6-in. penetration if spoon is
driven only 12 in.

Standard Penetration Test: 140 lb. hammer falling 30 in. to
drive 2 in. O.D. split-spoon sampler.

* In accordance with U.S. BuRec Graph Overburden Pressure vs. N



Soil Sampling Log
DATE STARTED 311512013 ConnecUcutTestBorinaS.LLC

SHEET 1 OF 1
DATE FINISHED 311512013 PROJECT No. 1303CT154G

140 Lbs.
P.O. Box 69 - Seymour, CT 06483

13 James StreetWEIGHT OF HAMMER LOCATION

30"
GEOTECHNICAL & ENVIRONMENTAL DRILLING Milford, CTHAMMER FALL (203) 686-3857

GROUND WATER OBSERVATION
FAX: (203) 888-0655 OFFSET

DATE 311512013 - ESPECIALLY COMPILED FOR GROUND ELEVATION

TIME o Hours - LOBDELL CONSULTANTS, P.C. HOLE No. B-1
DEPTH 9" - CASING HSA 2-314"
SAMPLER Dia. (Type/O.D.I1.D.) SS 2" /1-318" SAMPLER SS 1-318"
TYPE OF RIG 7722- DT CORE BARREL

~ . 0 BLOWS PER 6 INCHES PROFILE
E SAMPLE DENSITY OR FIELD IDENTIFICATION OF SOILS SAMPLE BORE/WELL5 L SAMP ON SAMPLER CHANGE

,0 p DEPTH
TYPE

CONSIST
DEPTH

H
W T (FEEn MOISTURE

G 5 H (}6 6-12 12-18 16-24 ELEV. REMARKS NO. PEN REC (NOT TO SCAlE)

0'-2' SS 1 1 2 1 WET Fill- DARK GRAY BROWN SILTY ANE SAND, 1 24 18

2.5' TRACE GRAVEL TRACE ROOTS
2'-4' SS 1 1 1 1 WET SOFT DARK BROWN PEAT AND ORGANIC 2 24 20

CLAYEY SILT
-5 - 4'-6' SS 1 0 1 1 WET 3 24 24

9'
-10 - 10'-12' SS 3 4 5 5 WET MEDIUM DENSE GRAY MEDIUM TO ANE SAND 4 24 20

-15 - 15'-17' SS 4 4 5 5 WET 5 24 22

-BECOMING SILTY MEDIUM TO FINE SAND

18'
MEDIUM DENSE GRAY SANDY SILT

-20_ 20'·22' S5 3 4 4 6 WET 6 24 20

-25 - 25'·27' SS 4 5 5 7 WET -BECOMING SILT 7 24 22

27'
END OF EXPLORATION

·30_

NOTE: IDENTIFICATION BASED ON DRILLERS LOG
AND SAMPLE CLASSIFICATION BY H.L. LOBDELL

-35_

-40 -

-45_

-50_

Proportions used: trace =0-10%, little =10-20%, some =20-35%, and =35-50%
COHESIVE SOILS
0-2 VERY SOFT
2 -4 SOFT
4-8 MEDIUM
815 STIFF
1~0 VERY STIFF
30+ HARD

1303CT154GFILE:

COHESIONLESS SOILS
o-4 VERY LOOSE
4 -10 LOOSE
10-30 MEDIUM
30-50 DENSE
50+ VERY DENSE

SAMPLE TYPE
C=CORED
W=WASHED
SS = SPLIT SPOON
UP = UNDISTURBED PISTON
TP = TEST PIT
UT = UNDISTURBED THINWALL

C.D.

H.L.

DRILLER:

HELPER:

SOILS ENGINEER:

DRILLING INSPECTOR:

NOT RESPONSIBLE FOR SAMPLE STORAGE AFTER 30 DAYS



Soil Sampling Log
DATE STARTED 311512013 Connecticut Test Borinds. LLC ~

SHEET 1 OF 1
DATE FINISHED 311512013

P.O. Box 69 - Seymour, CT06483 "l' PROJECT No. 1303CT154G
WEIGHT OF HAMMER 140 Lbs. LOCATION 13 James Street

30"
GEOTECHNICAL & ENVIRONMENTAL DRILLING Milford, CTHAMMER FALL (203) 688-3857

GROUND WATER OBSERVATION
FAX: (203) B88-0655 OFFSET

DATE 311512013 · ESPECIALLY COMPILED FOR GROUND ELEVATION

TIME oHours · LOBDELL CONSULTANTS, P.C. HOLE No. B·2
DEPTl-I 2'-2" · CASING HSA 2·314"
SAMPLER Dia. (Type/O.D.lI.D.) SS 2" /1-318" SAMPLER 55 1-318"
TYPE OF RIG 7722· DT CORE BARREL

~ B
0 BLOWS PER 6 INCHES PROFILE

s L
E SAMPLE SAMP

DENSITY OR
CHANGE FIELD IDENTIFICATION OF SOILS SAMPLE BORE/WELL

DEPTl-I ON SAMPLER CONSIST,0 p
TYPE DEPTH

II
W T (FEET) MOISTURE

G S H ().6 6-12 12-16 16-24 ELEV. REMARKS NO. PEN REC (NOT TO SCALE)

0'-2' SS 3 5 4 4 MOIST ALL - DARK GRAY SILTV ANE SAND, 1 24 18

3' TRACE GRAVEL TRACE GLASS

2'-4' 55 3 2 1 1 WET SOFT DARK BROWN PEAT AND ORGANIC 2 24 20

CLAYEY SILT

-5 - 4'-6' SS 1 0 1 0 WET 3 24 4

9'
-10 - 10'-12' SS 3 3 4 5 WET MEDIUM DENSE GRAY MEDIUM TO FINE SAND 4 24 20

-lL 15'-17' SS 2 3 4 5 WET 5 24 22

-BECOMING FINE SAND, TRACE SILT

17'
END OF EXPLORATION

-20 -

-25 -

NOTE: IDENTIFICATION BASED ON DRILLERS LOG

AND SAMPLE CLASSIFICATION BY H.L. LOBDELL

-30_

-35_

-40 -

-45 -

-5L

Proportions used: trace =0-10%, little =10-20%, some =20-35%, and =35-50%

DRILLING INSPECTOR:
NOT RESPONSIBLE FOR SAMPLE STORAGE AFTER 30 DAYS

DRILLER:

HELPER:

SOILS ENGINEER:

C.D.

H.L.

SAMPLE TYPE
C = CORED
W=WASHED
SS = SPLIT SPOON
UP = UNDISTURBED PISTON
TP = TEST PIT
UT = UNDISTURBED Tl-IINWALL

COHESIONLESS SOILS
o-4 VERY LOOSE
4 -10 LOOSE
1Q-30 MEDIUM
30-50 DENSE
50+ VERY DENSE

FILE:

COHESIVE SOILS
o. 2 VERY SOFT
2·4 SOFT
4-8 MEDIUM
615 STIFF
1!NO VERY STIFF
30+ HARD

1303CT154G



Thomas A. Torrenti, P.C.
316 Dogburn Lane, P.O. Box 1153
Orange, Connecticut 06477-7153

July 23,2013

Ms. Carole Franklin
15 Avalon Drive, Apt. 1322
Milford, CT 06460

RE: Structural Investigation
13 James Street
Milford, CT

Dear Ms. Franklin:

Consulting Engineers
TEL: (203) 891-9933
FAX: (203) 891-8299

Pursuant to my visit to the above-captioned property on March 1, 2013, and subsequent review
of recommendations contained in a geotechnical report prepared by Lobdell Consultants, P.C.,
dated March 21, 2013, the following is in reference to the estimated cost of foundation work
necessary to lift the structure, install a suitable foundation in accordance with the

.~ recommendations contained in the aforementioned report, and replace the wood framed
superstructure on the new concrete foundation.

Based on our review of documentation provided, the structure measures approximately twenty
one (21) feet wide by fifty-one (51) feet long. The estimated cost of excavation, lifting of the
superstructure, concrete foundation installation, replacement of the superstructure on the new
foundation, and backfill to grade, is Sixty-Five Thousand ($65,000.00) Dollars.

Please be advised that we were retained for the sole purpose of providing an estimated cost for
.the proposed superstructure lift and new concrete foundation. This letter is not intended in any

. way to imply that we have perfonned a complete analysis or review, but is based solely on a
crough quantity take-off and our experience with projects of similar scope and complexity.

Very truly yours,

~TI,P.cJ!'~~;;..r",..-\

Thomas A. Torrenti, P.E.
President

\



COLONIAL CLAIMS

COLONIAL CLAIMS CORP.
2200 BAYSHORE BLVD.
DUNEKIN, FL. 34698

Insured:
Property:

Home:

Claim Rep.:

Company:
Home:

Estimator:
Company:

Home:

Reference:

Company:

Business:

FRANKLIN, CAROL
13 JAMES ST
MILFORD,CT
13 JAMES ST
MILFORD,CT

R . DOBBINS/ P. DURTSCHI

Colonial Claims Corp.
2200 BAYSHORE BLVD.
DUNEKIN, FL 34698

R . DOBBINS/ P. DURTSCHI
Colonial Claims Corp.
2200 BAYSHORE BLVD.
DUNEKIN, FL 34698

Homesite Home Insurance

PO Box 912470

Denver, CO 80291

Cellular: (203) 824-2331

Business: (859) 281-7700
E-mail: dobbinsadjusters@gmail.com

Business: (859)281-7700
E-mail: dobbinsadjusters@gmail.com

Claim Number: 39123 Policy Number: 8704090729 Type of Loss: Flood

Date Contacted:
Date of Loss:

Date Inspected:

11/2/2012 10:20 AM

10/29/2012

11/3/20129:00 AM

Date Received:

Date Entered:

10/30/2012

11/5/20122:42 PM

Price List: CTST7X DEC 12
Restoration/Service/Remodel

Estimate: 2012-11-05-1442



COLONIAL CLAIMS

COLONIAL CLAIMS CORP.
2200 BAYSHORE BLVD.
DUNEKIN, FL. 34698

2012-11-05-1442

SKETCH1

Main Level

Basement

1114.67 SF Walls

2049.19 SF Walls & Ceiling

103.84 SY Flooring

139.33 LF Ceil. Perimeter

Height: 8'

934.52 SF Ceiling

93~.52 SF Floor

139.33 LF Floor Perimeter

RCV DEPREC. ACV

934.52 (0.00) 934.52

172.77 (0.00) 172.77

616.78 (0.00) 616.78

105.89 (0.00) 105.89

177.56 (0.00) 177.56

1,177.49 (64.48) 1,113.01

1,261.61 (45.79) 1,215.82

194.55 (0.90) 193.65

1.00

0.31

0.66

0.19

0.19

1.26

1.35

12.97

UNIT COST

934.52 SF

557.33 SF

934.52 SF

557.33 SF

934.52 SF

934.52 SF

934.52 SF

15.00LF

QUANTITYDESCRIPTION

MUCK OUT

Clean part of the walls - Heavy

basement walls are only 4' high

Clean floor or roof joist system

Apply anti-microbial agent

Apply anti-microbial agent

R&R Batt insulation - 4" - R15

R&R Sheathing - foil faced foam - 1"

R&R Ductwork - hot or cold air - 4"
round
DRYER DUCT WORK JUST INSTALLED IN LAST YEAR

Totals: Basement 4,641.17 111.17 4,530.00

Total: Main Level 4,641.17 111.17 4,530.00

Total: SKETCH1 4,641.17 111.17 4,530.00

SKETCH2

Main Level

Exterior

1114.67 SF Walls

2049.19 SF Walls & Ceiling

103.84 SY Flooring

139.33 LF Ceil. Perimeter

Height: 8'

934.52 SF Ceiling

934.52 SF Floor

139.33 LF Floor Perimeter

DESCRIPTION QUANTITY UNIT COST RCV DEPREC, ACV

2012-11-05-1442 12/12/2012 Page: 2



Height: 8'

COLONIAL CLAIMS

COLONIAL CLAIMS CORP.
2200 BAYSHORE BLVD.
DUNEKIN, FL. 34698

CONTINUED - Exterior

DESCRIPTION QUANTITY UNIT COST RCV DEPREC. ACV

Clean with pressurelchemical spray - 836.00 SF 0.58 484.88 (0.00) 484.88
Very heavy
R&R Exterior door - metal - insulated - 2.00EA 264.87 529.74 (36.57) 493.17
flush or panel style
R&R Wood window - double hung, 10- 5.00EA 430.46 2,152.30 (523.56) 1,628.74
15 sf
R&R Vinyl window, horizontal 2.00EA 297.31 594.62 (131.30) 463.32
sliding, 12-23 sf - High grade
R&R Batt insulation - 6" - R19 557.33 SF 1.25 696.66 (32.33) 664.33

R&R Storm door assembly 2.00EA 226.79 453.58 (28.80) 424.78

R&R Exterior outlet or switch 2.00EA 24.58 49.16 (1.75) 47.41

Paint door slab only - 2 coats (per side) 4.00EA 22.08 88.32 (6.65) 81.67

Paint door or window opening - 2 coats 1.00EA 22.47 22.47 (1.02) 21.45
(per side)
Remove Dumpster load - Approx. 40 1.00EA 894.80 894.80 (0.00) 894.80
yards, 7-8 tons of debris

Totals: Exterior 5,966.53 761.98 5,204.55

Total: Main Level 5,966.53 761.98 5,204.55

Total: SKETCH2 5,966.53 761.98 5,204.55

SKETCH3

Main Level

1-/ coat closet
ii --------------------------------

1'4"'1-2'6M --4"L' 90.58 SF Walls 7.01 SF Ceiling
,T / T 97.59 SF Walls & Ceiling 7.01 SF Floor
(,oJ . _

N t .~ '" 0.78 SY Flooring 11.32 LF Floor Perimeter

1---4' 2" --l 11.32 LF Ceil. Perimeter

DESCRIPTION QUANTITY UNIT COST RCV DEPREe. ACV

Clean floor - Heavy 7.01 SF 0.44 3.08 (0.00) 3.08

Clean stud wall - Heavy 45.29 SF 0.76 34.42 (0.00) 34.42

Apply anti-microbial agent 7.01 SF 0.19 1.33 (0.00) 1.33

2012-11-05-1442 12/1212012 Page: 3



COLONIAL CLAIMS

COLONIAL CLAIMS CORP.
2200 BAYSHORE BLVD.
D~EKIN,FL.34698

CONTINUED - coat closet

DESCRIPTION QUANTITY UNIT COST RCV DEPREe. ACV

Apply anti-microbial agent 45.29 SF 0.19 8.61 (0.00) 8.61

R&R 112" drywall- hung, taped, 45.29 SF 1.75 79.26 (1.95) 77.31
floated, ready for paint
R&R Interior door unit - High grade 1.00EA 192.74 192.74 (13.60) 179.14

R&R Door knob - interior 1.00EA 48.60 48.60 (2.20) 46.40

R&R Tile floor covering 7.01 SF 10.70 75.00 (4.82) 70.18

Floor leveling cement - Heavy 7.01 SF 2.76 19.35 (0.20) 19.15

The floor leveler covers the heat strips under the tile. Cracks and falls apart when removing tile.

Paint door or window opening - 2 coats 2.00EA 22.47 44.94 (1.36) 43.58
(per side)
Stain & finish door slab only (per side) 2.00EA 41.73 83.46 (2.52) 80.94

Paint the walls - two coats 90.58 SF 0.66 59.78 (3.08) 56.70

Totals: coat closet 650.57 29.73 620.84

f-----10' G"·--1 Bedroom 1

314.67 SF Walls

411.25 SF Walls & Ceiling

10.73 SY Flooring

39.33 LF Ceil. Perimeter

Height: 8'

96.58 SF Ceiling

96.58 SF Floor

39.33 LF Floor Perimeter

DESCRIPTION QUANTITY UNIT COST RCV DEPREC. ACV

Clean floor 96.58 SF 0.31 29.94 <0.00> 29.94

Apply anti-microbial agent 96.58 SF 0.19 18.35 <0.00> 18.35

Apply anti-microbial agent 78.67 SF 0.19 14.95 (0.00) 14.95

Air mover (per 24 hour period) - No 2.00EA 25.00 50.00 <0.00> 50.00
monitoring
Dehumidifier (per 24 hour period) - No 1.00EA 53.50 53.50 <0.00> 53.50
monitoring
R&RCarpet 96.58 SF 3.01 290.71 <42.11> 248.60

R&R Carpet pad 96.58 SF 0.66 63.74 <8.89> 54.85

Sheathing - plywood - 1/2" CDX 96.58 SF 1.35 130.38 (7.34) 123.04

R&R 1/2" drywall- hung, taped, 157.33 SF 1.75 275.33 (6.77) 268.56
floated, ready for paint
R&R Baseboard - 3 114" 39.33 LF 2.83 111.30 (4.25) 107.05

2012-11-05-1442 12112/2012 Page: 4



COLONIAL CLAIMS

COLONIAL CLAIMS CORP.
2200 BAYSHORE BLYD.
DUNEKIN, FL. 34698

CONTINUED - Bedroom 1

DESCRIPTION QUANTITY UNIT COST RCV DEPREC. ACV

R&R Interior door unit - High grade 1.00EA 192.74 192.74 (13.60) 179.14

R&R Door knob - interior - Standard 1.00EA 39.64 39.64 (1.30) 38.34
grade
R&R 110 volt copper wiring run, box 4.00EA 62.18 248.72 (4.00) 244.72
and outlet
R&R Phone, TV, or speaker outlet 1.00EA 21.51 21.51 (0.60) 20.91

Stain & finish door slab only (per side) 2.00EA 41.73 83.46 (2.52) 80.94

Paint door or window opening - 2 coats 2.00EA 22.47 44.94 (1.36) 43.58
(per side)
Paint baseboard - two coats 39.33LF 1.03 40.51 (0.79) 39.72

Paint the walls - two coats 314.67 SF 0.66 207.68 (10.70) 196.98

Totals: Bedroom 1 1,917.40 104.23 1,813.17

]

CLOSET 1

113.33 SF Walls
125.11 SF Walls & Ceiling

1.31 SY Flooring

14.17 LF Ceil. Perimeter

Height: 8'

11.78 SF Ceiling

11.78 SF Floor
14.17 LF Floor Perimeter

DESCRIPTION

Clean floor

Apply anti-microbial agent

Apply anti-microbial agent

R&RCarpet

R&R Carpet pad

Sheathing - plywood - 112" CDX

R&R 1/2" drywall- hung, taped,
floated, ready for paint
R&R Baseboard - 3 1/4"

R&R Interior door unit - High grade

R&R Door knob - interior - Standard
grade
Stain & finish door slab only (per side)

2012-11-05-1442

QUANTITY UNIT COST RCV DEPREC. ACV

11.78 SF 0.31 3.65 <0.00> 3.65

11.78 SF 0.19 2.24 <0.00> 2.24

28.33 SF 0.19 5.38 (0.00) 5.38

11.78 SF 3.01 35.46 <5.14> 30.32

11.78 SF 0.66 7.77 <1.08> 6.69

11.78SF 1.35 15.90 (0.90) 15.00

56.67 SF 1.75 99.17 (2.44) 96.73

14.17LF 2.83 40.10 (1.53) 38.57

1.00EA 192.74 192.74 (13.60) 179.14

1.00EA 39.64 39.64 (1.30) 38.34

2.00EA 41.73 83.46 (2.52) 80.94

12/12/2012 Page: 5



COLONIAL CLAIMS

COLONIAL CLAIMS CORP.
2200 BAYSHORE BLVD.
DUNEKIN, FL. 34698

CONTINUED - CLOSET 1

DESCRIPTION QUANTITY UNIT COST RCV DEPREC. ACV

Paint door or window opening - 2 coats 2.00EA 22.47 44.94 (1.36) 43.58
(per side)
Paint baseboard - two coats 14.17 LF 1.03 14.60 (0.28) 14.32

Paint the walls - two coats 113.33 SF 0.66 74.80 (3.85) 70.95

Totals: CLOSET 1 659.85 34.00 625.85

f--3'--j
Closet

118.67 SF Walls
131.33 SF Walls & Ceiling

1.41 SY Flooring
~ 14.83 LF Ceil. Perimeter

Height: 8'

12.67 SF Ceiling
12.67 SF Floor
14.83 LF Floor Perimeter

DESCRIPTION QUANTITY UNIT COST RCV DEPREe. ACV

Clean floor 12.67 SF 0.31 3.93 <0.00> 3.93

Apply anti-microbial agent 12.67 SF 0.19 2.41 <0.00> 2.41

Apply anti-microbial agent 29.67 SF 0.19 5.64 (0.00) 5.64

Sheathing - plywood - 112" CDX 12.67 SF 1.35 17.10 (0.96) 16.14

R&R 1/2" drywall- hung, taped, 59.33 SF 1.75 103.83 (2.55) 101.28
floated, ready for paint
R&R Interior door unit - High grade 1.00EA 192.74 192.74 (13.60) 179.14

R&R Door knob - interior - Standard 1.00EA 39.64 39.64 (1.30) 38.34
grade
Stain & finish door slab only (per side) 2.00EA 41.73 83.46 (2.52) 80.94

Paint door or window opening - 2 coats 2.00EA 22.47 44.94 (1.36) 43.58
(per side)
Paint the walls - two coats 118.67 SF 0.66 78.32 (4.03) 74.29

Totals: Closet 572.01 26.32 545.69

2012-11-05-1442 12/12/2012 Page: 6



COLONIAL CLAIMS

COLONIAL CLAIMS CORP.
2200 BAYSHORE BLVD.
DUNEKIN, FL. 34698

1---13'.------1

I
b

~~===±:l,1

Bedroom 2

352.00 SF Walls

470.75 SF Walls & Ceiling

13.19 SY Flooring

44.00 LF Ceil. Perimeter

Height: 8'

118.75 SF Ceiling

118.75 SF Floor

44.00 LF Floor Perimeter

DESCRIPTION QUANTITY UNIT COST RCV DEPREC. ACV

Clean floor 118.75 SF 0.31 36.81 <0.00> 36.81

Apply anti-microbial agent 118.75 SF 0.19 22.56 <0.00> 22.56

Apply anti-microbial agent 88.00 SF 0.19 16.72 (0.00) 16.72

Sheathing - plywood - 112" CDX 118.75 SF 1.35 160.31 (9.03) 151.28

R&R 112" drywall- hung, taped, 176.00 SF 1.75 308.00 (7.57) 300.43
floated, ready for paint
R&R Interior door unit - High grade 1.00EA 192.74 192.74 (13.60) 179.14

R&R Door knob - interior - Standard 1.00EA 39.64 39.64 (1.30) 38.34
grade
R&R 110 volt copper wiring run, box 4.00EA 62.18 248.72 (8.01) 240.71
and outlet
R&R Phone, TV, or speaker outlet 1.00EA 21.51 21.51 (1.21) 20.30

Stain & finish door slab only (per side) 2.00EA 41.73 83.46 (2.52) 80.94

Paint door or window opening - 2 coats 2.00EA 22.47 44.94 (1.36) 43.58
(per side)

Paint the walls - two coats 352.00 SF 0.66 232.32 (11.97) 220.35

BAMBOO FLOORING 7.00EA 47.12 329.84 <16.49> 313.35

UNINSTALLED BAMBO FLOORING

Totals: Bedroom 2 1,737.57 73.06 1,664.51

~ i 4.I.bu.
hi

~

Missing Wall- Goes to Floor

Missing Wall

Kitchen

429.33 SF Walls

606.06 SF Walls & Ceiling

19.64 SY Flooring

56.17 LF Ceil. Perimeter

3'X6' 8"

3' 10" X8'

Height: 8'

176.72 SF Ceiling

176.72 SF Floor

53.17 LF Floor Perimeter

Opens into ROOM1

Opens into HALLWAY

DESCRIPTION

Clean stud wall

Apply anti-microbial agent

2012-11-05-1442

QUANTITY

214.67 SF

176.72 SF

UNIT COST

0.53

0.19

RCV

113.78

33.58

DEPREe.

(0.00)

(0.00)

12!l2/2012

ACV

113.78

33.58

Page: 7



COLONIAL CLAIMS

COLONIAL CLAIMS CORP.
2200 BAYSHORE BLVD.
DUNEKIN, FL. 34698

CONTINUED - Kitchen

DESCRIPTION QUANTITY UNIT COST RCV DEPREC. ACV

Apply anti-microbial agent 214.67 SF 0.19 40.79 (0.00) 40.79

Air mover (per 24 hour period) - No 4.00EA 25.00 100.00 (0.00) 100.00
monitoring
Dehumidifier (per 24 hour period) - No 2.00EA 53.50 107.00 (0.00) 107.00
monitoring
R&R 1/2" drywall- hung, taped, 214.67 SF 1.75 375.67 (9.23) 366.44
floated, ready for paint
R&R Baseboard - 3 1/4" 53.17LF 2.83 150.47 (5.74) 144.73

Sheathing - plywood - 1/2" CDX 176.72 SF 1.35 238.57 (26.86) 211.71

R&R Vinyl tile 176.72 SF 3.73 659.16 (29.87) 629.29

R&R Cabinetry - laminate lower (base) 17.00LF 171.20 2,910.40 (466.85) 2,443.55
units
Countertop - flat laid plastic laminate - 17.00LF 12.87 218.79 (0.00) 218.79
Detach & reset
Sink faucet - Detach & reset 1.00EA 103.38 103.38 (0.00) 103.38

Sink - double - Detach & reset 1.00EA 136.96 136.96 (0.00) 136.96

R&R Dishwasher - Standard grade 1.00EA 426.63 426.63 <57.97> 368.66

KENMORE DISHWASHER MODEL # 665.15761691 SERIAL #FG17019004

R&R Range - slide in - electric - 1.00EA 856.65 856.65 <152.95> 703.70
Standard grade
WHIRLPOOL ELECTRIC RANGE MODEL # RF365PXYN SERIAL # FC0601594

R&R Refrigerator - top freezer - 22 to 1.00EA 1,079.57 1,079.57 <204.00> 875.57
24 cf - Premium grade
GE MODEL # TFX22KRDAWW SERIAL # ZZ2T24627

Paint the walls - two coats 429.33 SF 0.66 283.36 (14.60) 268.76

Paint baseboard - two coats 53.17LF 1.03 54.77 (1.06) 53.71

Totals: Kitchen 7,889.53 969.13 6,920.40

Missing Wall

Hallway

121.33 SF Walls
142.74 SF Walls & Ceiling

2.38 SY Flooring

15.17 LF Ceil. Perimeter

3' 10" X8'

Height: 8'

21.40 SF Ceiling

21.40 SF Floor
15.17 LF Floor Perimeter

Opens into KITCHEN

2012-11-05-1442 12/12/2012 Page: 8



COLONIAL CLAIMS

COLONIAL CLAIMS CORP.
2200 BAYSHORE BLVD.
DUNEKIN, FL. 34698

DESCRIPTION QUANTITY UNIT COST RCV DEPREC. ACV

Clean stud wall 60.67 SF 0.53 32.16 (0.00) 32.16

Clean floor - Heavy 21.40 SF 0.44 9.42 (0.00) 9.42

Apply anti-microbial agent 60.67 SF 0.19 11.53 (0.00) 11.53

Apply anti-microbial agent 21.40 SF 0.19 4.07 (0.00) 4.07

R&R Vinyl tile 21.40 SF 3.73 79.82 (0.00) 79.82

R&R Sheathing - plywood - 1/2" CDX 21.40 SF 1.87 40.02 (0.00) 40.02

R&R Baseboard - 3 1/4" 15.17 LF 2.83 42.93 (0.00) 42.93

R&R 112" drywall - hung, taped, 60.67 SF 1.75 106.17 (0.00) 106.17
floated, ready for paint
Paint the walls - two coats 121.33 SF 0.66 80.08 (0.00) 80.08

Paint baseboard - two coats 15.17LF 1.03 15.63 (0.00) 15.63

Totals: Hallway 421.83 0.00 421.83

Bathroom

266.67 SF Walls

311.50 SF Walls & Ceiling

4.99 SY Flooring

33.33 LF Ceil. Perimeter

Height: 8'

44.83 SF Ceiling

44.89 SF Floor

33.33 LF Floor Perimeter

DESCRIPTION QUANTITY UNIT COST RCV DEPREC. ACV

Clean stud wall - Heavy 133.33 SF 0.76 101.33 (0.00) 101.33

Clean floor - tile - Heavy clean 44.89 SF 0.60 26.93 (0.00) 26.93

Apply anti-microbial agent 44.89 SF 0.19 8.53 <0.00> 8.53

Apply anti-microbial agent 133.33 SF 0.19 25.33 <0.00> 25.33

Air mover (per 24 hour period) - No 2.00EA 25.00 50.00 <0.00> 50.00
monitoring
Dehumidifier (per 24 hour period) - No 1.00EA 53.50 53.50 <0.00> 53.50
monitoring
Toilet - Detach & reset 1.00EA 208.59 208.59 <0.00> 208.59

Clean toilet - Heavy 1.00EA 20.64 20.64 (0.00) 20.64

Pedestal sink - Detach & reset 1.00EA 242.37 242.37 <0.00> 242.37

Clean sink - pedestal - Heavy 1.00EA 23.08 23.08 (0.00) 23.08

Fiberglass shower unit - Detach & 1.00EA 428.79 428.79 <0.00> 428.79
reset
Clean shower - Heavy 1.00EA 39.93 39.93 (0.00) 39.93

Tub/shower faucet - Detach & res~t 1.00EA 179.02 179.02 <0.00> 179.02

Sink faucet - Detach & reset 1.00EA 103.38 103.38 <0.00> 103.38

R&R Interior door unit - High grade 1.00EA 192.74 192.74 (13.60) 179.14

2012-11-05-1442 12/12/2012 Page: 9

C ~ 5'6



COLONIAL CLAIMS

COLONIAL CLAIMS CORP.
2200 BAYSHORE BLVD.
DUNEKIN, FL. 34698

CONTINUED - Bathroom

DESCRIPTION QUANTITY UNIT COST RCV DEPREC. ACV

Door knob - interior - Standard grade 1.00EA 28.01 28.01 (1.30) 26.71

R&R Baseboard - 3 1/4" 33.33 LF 2.83 94.32 (3.60) 90.72

Paneling 266.67 SF 1.86 496.01 (16.80) 479.21

Paint baseboard - two coats 33.33 LF 1.03 34.33 (0.67) 33.66

Stain & finish door slab only (per side) 2.00EA 41.73 83.46 (2.52) 80.94

Paint - judges paneling - two coats 266.67 SF 3.20 853.34 (11.73) 841.61

Paint door or window opening - 2 coats 1.00EA 22.47 22.47 (0.68) 21.79
(per side)

Totals: Bathroom 3,316.10 50.90 3,265.20

if

!!
,~1

kG' 9"-----j ~ Laundry Room

I~===;Mr~:;;::=~ 145.73 SF Walls

N 162.25 SF Walls & CeilingI r-<~- .......__- ~

1. 84 SY Flooring

18.22 LF Ceil. Perimeter

Height: 8'

16.52 SF Ceiling

16.52 SF Floor

18.22 LF Floor Perimeter

DESCRIPTION QUANTITY UNIT COST RCV DEPREe. ACV

38.62

7.27

13.84

3.14

879.93

213.67

121.69

61.62

261.44

49.59

124.37

(0.00)

(11.08)

(1.97)

(3.13)

(14.00)

(5.69)

(0.00)

(0.00)

(0.00)

(0.00)

(120.73)

227.67

127.38

38.62

7.27

13.84

3.14

1,000.66

SERIAL # GK030031957

61.62

272.52

51.56

127.50

227.67

127.38

0.53

0.44

0.19

0.19

1,000.66

1.00EA

1.00EA

72.86 SF

16.52 SF

72.86 SF

16.52 SF

1.00EA

Clean stud wall

Clean floor - Heavy

Apply anti-microbial agent

Apply anti-microbial agent

R&R Water heater - 40 gallon - Gas 
12 yr

AO SMITH picture of dicarded water heater on photo 11 Model# FCV 40 100

R&R Vinyl tile 16.52 SF 3.73

R&R Sheathing - plywood - 112" CDX 145.73 SF 1.87

R&RBaseboard-31/4" 18.22LF 2.83

R&R 112" drywall- hung, taped, 72.86 SF 1.75
floated, ready for paint
R&R Bifold door set - full louvered 
Double

R&R 220 volt copper wiring run, box
and receptacle

2012-11-05-1442 12/12/2012 Page: 10
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COLONIAL CLAIMS

COLONIAL CLAIMS CORP.
2200 BAYSHORE BLVD.
DUNEKIN, FL. 34698

CONTINUED - Laundry Room

DESCRIPTION QUANTITY UNIT COST RCV DEPREe. ACV

R&R 110 volt copper wiring run, box 1.00EA 62.18 62.18 (1.00) 61.18
and outlet
Stain & fmish bifold door set - slab 2.00EA 57.63 115.26 (5.01) 110.25
only - (per side)
Paint door or window opening - Large - 2.00EA 26.44 52.88 (1.60) 51.28
2 coats (per side)
Paint the walls - two coats 145.73 SF 0.66 96.18 (4.95) 91.23

Paint baseboard - two coats 18.22LF 1.03 18.77 (0.36) 18.41

Totals: Laundry Room 2,277.05 169.52 2,107.53

Living Room

622.67 SF Walls
1016.66 SF Walls & Ceiling

43.78 SY Flooring
80.33 LF Ceil. Perimeter

Height: 8'

393.99 SF Ceiling
393.99 SF Floor

77.33 LF Floor Perimeter

Missing Wall- Goes to Floor 3' X6' 8" Opens into KITCHEN

2012-11-05-1442

UNIT COST RCV DEPREC. ACV

0.53 165.00 (0.00) 165.00

0.76 236.61 (0.00) 236.61

0.19 59.15 (0.00) 59.15

0.19 74.86 (0.00) 74.86

25.00 100.00 (0.00) 100.00

53.50 107.00 (0.00) 107.00

1.75 544.83 (13.39) 531.44

10.70 4,215.70 (135.53) 4,080.17

2.76 1,087.41 (57.13) 1,030.28

Photo 27 shows radiant tubes going into level

11.89 4,684.54 (30.73) 4,653.81

1.87 736.76 (89.83) 646.93

12/12/2012 Page: II

2.00EA

311.33 SF

311.33 SF

311.33 SF

393.99 SF

4.00EA

311.33 SF

QUANTITYDESCRIPTION

Clean stud wall

Clean stud wall - Heavy

Apply anti-microbial agent

Apply anti-microbial agent

Air mover (per 24 hour period) - No
monitoring
Dehumidifier (per 24 hour period) - No
monitoring
R&R 1/2" drywall- hung, taped,
floated, ready for paint
R&R Tile floor covering 393.99 SF

Floor leveling cement - Heavy 393.99 SF

note picture 28 of level falling apart after tile removed.

Radiant floor heating system 393.99 SF

R&R Sheathing - plywood - 1/2" CDX 393.99 SF

CVSJ-



COLONIAL CLAIMS

COLONIAL CLAIMS CORP.
2200 BAYSHORE BLVD.
DUNEKIN, FL. 34698

CONTINUED - Living Room

DESCRIPTION QUANTITY UNIT COST RCV DEPREe. ACV

R&R 110 volt copper wiring run, box 6.00EA 62.18 373.08 (6.01) 367.07
and outlet
R&R Phone, TV, or speaker outlet 1.00EA 21.51 21.51 (0.60) 20.91

Paint the walls - two coats 622.67 SF 0.66 410.96 (21.17) 389.79

Totals: Living Room 12,817.41 354.39 12,463.02

Total: Main Level 32,259.32 1,811.28 30,448.04

Total: SKETCH3 32,259.32 1,811.28 30,448.04

Line Item Totals: 2012-11-05-1442 42,867.02 2,684.43 40,182.59

Grand Total Areas:
4,804.31 SF Walls 2,769.31 SF Ceiling 7,573.61 SF Walls and Ceiling

2,769.36 SF Floor 307.71 SYFlooring 599.54 LF Floor Perimeter
0.00 SF Long Wall 0.00 SF Short Wall 605.54 LF Ceil. Perimeter

2,769.36 Floor Area 2,942.09 Total Area 4,852.31 Interior Wall Area
3,829.50 Exterior Wall Area 425.50 Exterior Perimeter of

Walls

0.00 Surface Area 0.00 Number of Squares 0.00 Total Perimeter Length

0.00 Total Ridge Length 0.00 Total Hip Length

2012-11-05-1442 12/12/2012 Page: 12



COLONIAL CLAIMS

COLONIAL CLAIMS CORP.
2200 BAYSHORE BLVD.
DUNEKIN, FL. 34698

Summary for Dwelling
Line Item Total

Material Sales Tax
Cleaning Materials

Subtotal

Overhead

Profit

Replacement Cost Value
Less Depreciation

Actual Cash Value

Less Deductible

Net Claim

Total Depreciation

Less Non-Recoverable Depreciation

Total Recoverable Depreciation

@
@

@

@

6.350%
6.350%

10.0%

10.0%

42,867.02

1,066.39
14.25

43,947.66
2,044.17

2,044.17

$48,036.00

(2,684.43)

$45,351.57

(2,000.00)

$43,351.57

2,684.43

<488.63>

2,195.80

Net Claim ifDepreciation is Recovered

2012-11-05-1442

R. DOBBINS/P. DURTSCHI

12/12/2012

$45,547.37

Page: 13



COLONIAL CLAIMS

COLONIAL CLAIMS CORP.
2200 BAYSHORE BLVD.
DUNEKIN, FL. 34698

Reeap by Category with Depreciatio'n

O&P Items RCV Depree. ACV

CABINETRY 3,010.53 466.85 2,543.68

GENERAL DEMOLITION 1,994.69 1,994.69

DOORS 2,176.08 160.97 2,015.11

DRYWALL 1,558.10 47.03 1,511.07

FINISH CARPENTRY 1TRIMWORK 416.14 17.09 399.05

FINISH HARDWARE 177.02 8.70 168.32

FRAMING & ROUGH CARPENTRY 2,338.41 191.79 2,146.62

INSULATION 1,518.08 96.81 1,421.27

PANELING & WOOD WALL FINISHES 496.01 16.80 479.21

PAINTING 3,582.29 126.12 3,456.17

WINDOWS - VINYL 552.62 131.30 421.32

WINDOWS - WOOD 1,994.80 523.56 1,471.24

O&P Items Subtotal 19,814.77 1,787.02 18,027.75

. Non-O&P Items RCV Depree. ACV

APPLIANCES 2,284.34 414.92 1,869.42

CLEANING 3,135.55 3,135.55

GENERAL DEMOLITION 2,350.15 2,350.15

ELECTRICAL 1,069.64 28.87 1,040.77

FLOOR COVERING - CARPET 357.58 57.22 300.36

FLOOR COVERING - CERAMIC TILE 4,467.14 197.68 4,269.46

FLOOR COVERING - VINYL 573.09 29.87 543.22

HEAT, VENT & AIR CONDITIONING 4,858.09 31.63 4,826.46

PLUMBING 2,349.37 120.73 2,228.64

USER DEFINED ITEMS 329.84 16.49 313.35

WATER EXTRACTION & REMEDIATION 1,277.46 1,277.46

Non-O&P Items Subtotal 23,052.25 897.41 22,154.84
O&P Items Subtotal 19,814.77 1,787.02 18,027.75
Material Sales Tax @ 6.350% 1,066.39 1,066.39
Cleaning Materials @ 6.350% 14.25 14.25
Overhead @ 10.0% 2,044.17 2,044.17
Profit @ 10.0% 2,044.17 2,044.17

Total 48,036.00 2,684.43 45,351.57

2012-11-05-1442 12112/2012 Page: 14



SKETCH1 - Main Level
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SKETCH3 - Main Level
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