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HAZARDOUS MATERIALS ABATEMENT NOTES:

@

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND
DISPOSE OF ASBESTOS CONTAINING PIPE INSULATION AND MUDDED FITTING
INSULATION AS ACM (INCLUDES SELECTIVE DEMOLITION AND ABATEMENT OF
INACCESSIBLE MATERIALS IF REQUIRED BY RENOVATION ACTIVITIES).

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND
DISPOSE OF THE LEAD CONTAINING PAINT ON SHEETROCK WALL, WOOD CABINET
DOORS, AND DOOR AND ASSOCIATED TRIM/JAMB. DISPOSE OF WASTE GENERATED
AS HAZARDOUS LEAD WASTE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND
DISPOSE OF THE LEAD CONTAINING PAINT ON WOOD WAINSCOT WALLS. DISPOSE OF
WASTE GENERATED AS HAZARDOUS LEAD WASTE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND
DISPOSE OF THE LEAD CONTAINING PAINT ON WOOD BASEBOARD. DISPOSE OF
WASTE GENERATED AS HAZARDOUS LEAD WASTE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND
DISPOSE OF THE LEAD CONTAINING PAINT ON THE WINDOW WELLS. PROVIDE NEW
INSERT IN WINDOW WELL. DISPOSE OF WASTE GENERATED AS HAZARDOUS LEAD
WASTE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL SCRAP AND DISPOSE
OF THE DEFECTIVE EXTERIOR LEAD CONTAINING PAINT ON THE EXTERIOR WINDOW
TRIM AND SILLS, EXTERIOR DOORS, THRESHOLD, AND TRIM, AND EXTERIOR PORCH
COMPONENTS. FOLLOWING REMOVAL A STATE OF CONNECTICUT APPROVED
ENCAPSULANT SHALL BE APPLIED TO SURFACES. DISPOSE OF WASTE GENERATED
AS HAZARDOUS LEAD WASTE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL WASH WINDOW SILLS
AND FLOORS WITH TSP AND HEPA VACUUM DUST LEAD HAZARD. CLEANING
SUPPLIES AND WASTE GENERATED DURING CLEANING SHALL BE DISPOSED OF AS
HAZARDOUS LEAD WASTE. CONTRACTOR IS RESPONSIBLE FOR MOVING, STORING,
AND RE—INSTALLING FURNITURE AND ROOM CONTENTS.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND
DISPOSE OF SIX INCHES OF LEAD CONTAINING SOIL AND COVER WITH LANDSCAPE
FABRIC AND CRUSHED STONE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND
DISPOSE OF ASBESTOS CONTAINING ROOF FLASHING AS ACM.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE MOLD
CONTAMINATED CERAMIC FLOOR TILE AND DISPOSE OF AS GENERAL CONSTRUCTION
AND DEMOLITION DEBRIS. CLEAN MOLD CONTAMINATED GROWTH ON SUBFLOOR
AND APPLY MOLD INHIBITOR.

GENERAL PROJECT NOTES:

THIS PROJECT MAY REQUIRE MULTIPLE MOBILIZATIONS. WORK IS TO BE COORDINATED WITH
BUILDING OWNER AND OTHER TRADES.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE FOR PROTECTING
EXISTING CONSTRUCTION AND FOR TEMPORARY PROTECTION.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE FOR THE VERIFICATION
OF ALL EXISTING CONDITIONS AND QUANTITIES, AND FOR NOTIFYING THE CONSULTANT OF ANY
DISCREPANCIES PRIOR TO FINALIZING BID.
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HAZARDOUS MATERIALS ABATEMENT NOTES:
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THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF
ASBESTOS CONTAINING PIPE INSULATION AND MUDDED FITTING INSULATION AS ACM (INCLUDES
SELECTIVE DEMOLITION AND ABATEMENT OF INACCESSIBLE MATERIALS IF REQUIRED BY
RENOVATION ACTIVITIES).

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF THE
LEAD CONTAINING PAINT ON SHEETROCK WALL, WOOD CABINET DOORS, AND DOOR AND
ASSOCIATED TRIM/JAMB. DISPOSE OF WASTE GENERATED AS HAZARDOUS LEAD WASTE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF THE
LEAD CONTAINING PAINT ON WOOD WAINSCOT WALLS. DISPOSE OF WASTE GENERATED AS
HAZARDOUS LEAD WASTE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF THE
LEAD CONTAINING PAINT ON WOOD BASEBOARD. DISPOSE OF WASTE GENERATED AS HAZARDOUS
LEAD WASTE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF THE
LEAD CONTAINING PAINT ON THE WINDOW WELLS. PROVIDE NEW INSERT IN WINDOW WELL.
DISPOSE OF WASTE GENERATED AS HAZARDOUS LEAD WASTE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL SCRAP AND DISPOSE OF THE
DEFECTIVE EXTERIOR LEAD CONTAINING PAINT ON THE EXTERIOR WINDOW TRIM AND SILLS,
EXTERIOR DOORS, THRESHOLD, AND TRIM, AND EXTERIOR PORCH COMPONENTS. FOLLOWING
REMOVAL A STATE OF CONNECTICUT APPROVED ENCAPSULANT SHALL BE APPLIED TO SURFACES.
DISPOSE OF WASTE GENERATED AS HAZARDOUS LEAD WASTE.
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HAZARDOUS MATERIALS ABATEMENT NOTES (CONT'D):

@

®

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL WASH WINDOW SILLS AND FLOORS
WITH TSP AND HEPA VACUUM DUST LEAD HAZARD. CLEANING SUPPLIES AND WASTE
GENERATED DURING CLEANING SHALL BE DISPOSED OF AS HAZARDOUS LEAD WASTE.
CONTRACTOR IS RESPONSIBLE FOR MOVING, STORING, AND RE—INSTALLING FURNITURE AND ROOM
CONTENTS.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF SIX
INCHES OF LEAD CONTAINING SOIL AND COVER WITH LANDSCAPE FABRIC AND CRUSHED STONE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF
ASBESTOS CONTAINING ROOF FLASHING AS ACM.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE MOLD CONTAMINATED
CERAMIC FLOOR TILE AND DISPOSE OF AS GENERAL CONSTRUCTION AND DEMOLITION DEBRIS.
CLEAN MOLD CONTAMINATED GROWTH ON SUBFLOOR AND APPLY MOLD INHIBITOR.

GENERAL PROJECT NOTES:

THIS PROJECT MAY REQUIRE MULTIPLE MOBILIZATIONS. WORK IS TO BE COORDINATED WITH BUILDING OWNER
AND OTHER TRADES.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE FOR PROTECTING EXISTING
CONSTRUCTION AND FOR TEMPORARY PROTECTION.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE FOR THE VERIFICATION OF ALL
EXISTING CONDITIONS AND QUANTITIES, AND FOR NOTIFYING THE CONSULTANT OF ANY DISCREPANCIES PRIOR
TO FINALIZING BID.
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THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF
ASBESTOS CONTAINING PIPE INSULATION AND MUDDED FITTING INSULATION AS ACM (INCLUDES
SELECTIVE DEMOLITION AND ABATEMENT OF INACCESSIBLE MATERIALS IF REQUIRED BY
RENOVATION ACTIVITIES).

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF THE
LEAD CONTAINING PAINT ON SHEETROCK WALL, WOOD CABINET DOORS, AND DOOR AND
ASSOCIATED TRIM/JAMB. DISPOSE OF WASTE GENERATED AS HAZARDOUS LEAD WASTE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF THE
LEAD CONTAINING PAINT ON WOOD WAINSCOT WALLS. DISPOSE OF WASTE GENERATED AS
HAZARDOUS LEAD WASTE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF THE
LEAD CONTAINING PAINT ON WOOD BASEBOARD. DISPOSE OF WASTE GENERATED AS HAZARDOUS
LEAD WASTE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF THE
LEAD CONTAINING PAINT ON THE WINDOW WELLS. PROVIDE NEW INSERT IN WINDOW WELL.
DISPOSE OF WASTE GENERATED AS HAZARDOUS LEAD WASTE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL SCRAP AND DISPOSE OF THE
DEFECTIVE EXTERIOR LEAD CONTAINING PAINT ON THE EXTERIOR WINDOW TRIM AND SILLS,
EXTERIOR DOORS, THRESHOLD, AND TRIM, AND EXTERIOR PORCH COMPONENTS. FOLLOWING
REMOVAL A STATE OF CONNECTICUT APPROVED ENCAPSULANT SHALL BE APPLIED TO SURFACES.
DISPOSE OF WASTE GENERATED AS HAZARDOUS LEAD WASTE.

HAZARDOUS MATERIALS ABATEMENT NOTES (CONT'D):

@

®

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL WASH WINDOW SILLS AND FLOORS
WITH TSP AND HEPA VACUUM DUST LEAD HAZARD. CLEANING SUPPLIES AND WASTE
GENERATED DURING CLEANING SHALL BE DISPOSED OF AS HAZARDOUS LEAD WASTE.
CONTRACTOR IS RESPONSIBLE FOR MOVING, STORING, AND RE—INSTALLING FURNITURE AND ROOM
CONTENTS.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF SIX
INCHES OF LEAD CONTAINING SOIL AND COVER WITH LANDSCAPE FABRIC AND CRUSHED STONE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF
ASBESTOS CONTAINING ROOF FLASHING AS ACM.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE MOLD CONTAMINATED
CERAMIC FLOOR TILE AND DISPOSE OF AS GENERAL CONSTRUCTION AND DEMOLITION DEBRIS.
CLEAN MOLD CONTAMINATED GROWTH ON SUBFLOOR AND APPLY MOLD INHIBITOR.

GENERAL PROJECT NOTES:

THIS PROJECT MAY REQUIRE MULTIPLE MOBILIZATIONS. WORK IS TO BE COORDINATED WITH BUILDING OWNER
AND OTHER TRADES.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE FOR PROTECTING EXISTING
CONSTRUCTION AND FOR TEMPORARY PROTECTION.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE FOR THE VERIFICATION OF ALL
EXISTING CONDITIONS AND QUANTITIES, AND FOR NOTIFYING THE CONSULTANT OF ANY DISCREPANCIES PRIOR
TO FINALIZING BID.
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THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF

ASBESTOS CONTAINING PIPE INSULATION AND MUDDED FITTING INSULATION AS ACM (INCLUDES
SELECTIVE DEMOLITION AND ABATEMENT OF INACCESSIBLE MATERIALS IF REQUIRED BY @

RENOVATION ACTIVITIES).

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF THE
LEAD CONTAINING PAINT ON SHEETROCK WALL, WOOD CABINET DOORS, AND DOOR AND
ASSOCIATED TRIM/JAMB. DISPOSE OF WASTE GENERATED AS HAZARDOUS LEAD WASTE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF THE @
LEAD CONTAINING PAINT ON WOOD WAINSCOT WALLS. DISPOSE OF WASTE GENERATED AS
HAZARDOUS LEAD WASTE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF THE
LEAD CONTAINING PAINT ON WOOD BASEBOARD. DISPOSE OF WASTE GENERATED AS HAZARDOUS
LEAD WASTE.

HAZARDOUS MATERIALS ABATEMENT NOTES (CONT'D):

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL WASH WINDOW SILLS AND FLOORS
WITH TSP AND HEPA VACUUM DUST LEAD HAZARD. CLEANING SUPPLIES AND WASTE
GENERATED DURING CLEANING SHALL BE DISPOSED OF AS HAZARDOUS LEAD WASTE.
CONTRACTOR IS RESPONSIBLE FOR MOVING, STORING, AND RE—INSTALLING FURNITURE AND ROOM
CONTENTS.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF SIX
INCHES OF LEAD CONTAINING SOIL AND COVER WITH LANDSCAPE FABRIC AND CRUSHED STONE.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF
ASBESTOS CONTAINING ROOF FLASHING AS ACM.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE MOLD CONTAMINATED
CERAMIC FLOOR TILE AND DISPOSE OF AS GENERAL CONSTRUCTION AND DEMOLITION DEBRIS.
CLEAN MOLD CONTAMINATED GROWTH ON SUBFLOOR AND APPLY MOLD INHIBITOR.

GENERAL PROJECT NOTES:

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL REMOVE AND DISPOSE OF THE

LEAD CONTAINING PAINT ON THE WINDOW WELLS ~ PROVIDE NEW INSERT IN WINDOW WELL. THIS PROJECT MAY REQUIRE MULTIPLE MOBILIZATIONS. WORK IS TO BE COORDINATED WITH BUILDING OWNER
DISPOSE OF WASTE GENERATED AS HAZARDOUS LEAD WASTE. AND OTHER TRADES.

THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR SHALL SCRAP AND DISPOSE OF THE THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE FOR PROTECTING EXISTING
DEFECTIVE EXTERIOR LEAD CONTAINING PAINT ON THE EXTERIOR WINDOW TRIM AND SILLS, CONSTRUCTION AND FOR TEMPORARY PROTECTION.

EXTERIOR DOORS, THRESHOLD, AND TRIM, AND EXTERIOR PORCH COMPONENTS. FOLLOWING

REMOVAL A STATE OF GONNECTICUT APPROVED ENCAPSULANT SHALL BE APPLIED TO SURFACES. THE HAZARDOUS MATERIALS ABATEMENT CONTRACTOR IS RESPONSIBLE FOR THE VERIFICATION OF ALL

DISPOSE OF WASTE GENERATED AS HAZARDOUS LEAD WASTE.

EXISTING CONDITIONS AND QUANTITIES, AND FOR NOTIFYING THE CONSULTANT OF ANY DISCREPANCIES PRIOR

TO FINALIZING BID.
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KEY NOTES V
@ CLEAN ALL AREAS NECESSARY DUE TO MOLD AND PREP FOR NEW WALL FINISHES.
@ REPAINT ALL WALLS AND TRIM. (ALTERNATE #1)
@ PATCH, SAND, AND REFINISH WOOD FLOORS. STAIN COLOR TBD BY
ARCHITECT/OWNER. (ALTERNATE #5)
@ CUT, PATCH, AND REPAIR EXISTING CEILING IN KITCHEN AND ADDITIONAL AREAS ‘
WHERE CRACKING HAS OCCURRED. JOINTS TO BE TAPED (3 COATS) AND REPAINTED
WITH | COAT PRIMER 2 COATS. FINISH PAINT. COLOR TO MATCH EXISTING.
@ DEMO REMAINING FLOOR TILE, ¢ PREP SUBFLOOR. FURNISH AND INSTALL NEW QUISENBERRY ARCARI
| 2X1 2 PORCELAIN FLOOR TILE (EXTERIOR GRADE). (ALTERNATE #4) ARCHITECTS. LLC
bl
T T T T T T T T T B @ FURNISH AND INSTALL NEW 1/2" DRYWALL CEILING OVER EXISTING CEILING. www.qa-architects.com
\ \ PRIME AND PAINT NEW DRYWALL SURFACES. PAINT COLOR TO MATCH EXISTING. T (860) 677-4594
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KEY NOTES
@ POWERWASH, SCRAPE, PREP, AND REPAINT EXTERIOR COMPLETE. REFER TO
HAZMAT DRAWINGS FOR ABATEMENT SCOPE OF WORK. (ALTERNATE #1)
@ DEMO EXISTING STORM WINDOWS ¢ FURNISH AND INSTALL NEW STORM WINDOWS.
(ALTERNATE #3)
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QUISENBERRY ARCARI
ARCHITECTS, LLC
www.qa-architects.com
T (860) 677-4594
F (860) 677-8534
318 Main Street
STORM WINDOW SCHEDULE (ALTERNATE #3) Farmington, CT 06032
= |2
O O
o 2%z
> (=225
8 S0O|ls g STORM
= |85 (% %| WINDOW SIZE HARDWARE
> 0
= 55155 (WxH) TYPE | TYPE
A @ | 3534 %3012 | 1A HWD SET |
B [ ) 34" X 42-1/2" IA HWD SET |
C e 30" X 42-1/2" |A HWD SET |
D [ ) 22" X 44" 1A HWD SET |
E & 23"X 28" IA HWD SET |
F [ 28" X 54-3/4" IA HWD SET |
G e 26" X 58" Ic HWD SET 2 e -
H () 53-1/2" X 58" 1B HWD SET 2 8 @)
J @ 44" X 62-1/2" IA HWD SET | A4 E
K @ 44X 18" A | rwosET 2 ~ g
L & 46" X 62-1/2" |A HWD SET | g g
M [ ) 23"X 62-1/2" IA HWD SET | =
Z <
N @ 34" X 62-1/2" IA HWD SET | o) E B
o & 24" X 45" IA HWD SET | ; -«
P ®| scexza | 1A | nwoser 8 nd Q
i
Q e 50" X 32 1A HWD SET | I~ < +
NOTES: =
STORM DOOR SCHEDULE (ALTERNATE #3) LEVEL OF REPAIR: 7)) =
LI - REMEDIATE LEAD PAINT ON ALL EXISTING EXTERIOR WD. Z
DOOR FRAME WINDOWS, SCRAPE, PREPARE, PRIME # PAINT. (REFER TO 5
— HAZMAT DRAWINGS) @) O
0 = DETAIL NUMBER
- % o 5 e QE%&ARTEES WORK. SPECIFY WINDOWS REPAIRS: o= :
Pl = A - REPLACE INTERIOR TRIM. REFER TO WINDOW ELEVATION
= . < DETAILS. (ALTERNATE #2) [
4 > <_(I E O INDICATES EXISTING B - REPLACE BROKEN GLAZING, WITH EXACT SIZE AND N m
< v o THICKNESS. y4 < =
0 iy L] C- SCRAPE EXISTING PUTTY GLAZING STOPS DOWN TO 64|
E T g INDICATES REUSE EXISTING WD. MUNTINS, ON WINDOW COMPLETE. REPLACE @) H
0 QE: O S < @ RELOCATED EXISTING PUTTY GLAZING STOPS WITH NEW. (REFER TO HAZMAT el 5
Y Y% 8 w DRAWINGS.) : m ~
wn
9 Qi DOOR SIZE S\ | HEAD | JAVB |SADDLE I-' 5
Q ROOM NAME g (WxH) = | DETAIL | DETAIL | DETAIL REMARKS E > o
e o ) DOOR HARWARE TO MATCH [ ]
| w | eeeem v | e | e | e STORM WINDOW SCHEDULE (ALTERNATE #3) ~Y P .
2 SUNROOM WD 2-8"x 6-G 1/2" WD EXISTING | EXISTING | ExisTinG | POOR HA@’YQEECT;O MATCH SCALE: N.T.S 3 E >4
EQ. EQ. >
STORM DOOR SCHEDULE (ALTERNATE #3) = )
SCALE: N.T.S 4 T T Sheet Description:
< VAF G G
- N GL. | GL. | N GL |
| STORM
oLz GL.2 < GL.| WINDOW AND
N| N|
T r T °r
T T DOOR
GL.2 hb; 4 GL. | GL. | GL I SCHEDULE &
© CF :
- DETAILS
® GL.2 GL2 GL. I o g
¥ S
= = v
i I
Issue Dates:
- 4 A Al N 1 Ql N Ql
) P 7uj’/2" o o (INSERT BID DATE)
T TYPE 1A TYPE 1B TYPE I1C
X S0
) - T “E WD. DOUGLAS FIR STILE & RAIL CONSTRUCTION TYP.
< =
™ -+ GENERAL NOTES: _
) Project #: Drawn By:
: o |, GL.I - 1/8" STORM WINDOW GLAZING
? 1 GL.2 - 1/8" TEMPERED GLAZING QA 1346-13 RSE
4 4 2. STORM WINDOWS TO BE SAME LIKE AND KIND AS THE EXISTING WD STORM WINDOWS.
3. STORM WINDOW HARDWARE AS SPECIFIED.
WIDTH WIDTH 4. CONTRACTOR SHALL VERIFY EXISTING WINDOW SIZES FOR ALL OPERABLE STORM WINDOWS THAT ARE INSTALLED Sheet #:
FLUSH WITHIN THE EXISTING WINDOW FRAME.
TYPE | TYPE 2 5. STORM WINDOWS SHALL BE PRIMED AND PAINTED (3 COATS). COLOR TO MATCH WINDOW COLOR.
STORM P_(?(?'R TYPES ) STORM W" _I'NPO W TYPES 1 _Z &3 ° 1
SCALE: 3/4"=1'-0 SCALE: 3/4"=1'-0
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5 < >
2 - \ ~
: DGES TO MATCH CASING TYP. HEAD TRIM DETAIL POPLAR COLONIAL CROWN
POPLAR BED MOULDING MOULDING OM& 123 (1/2" X 3 1/4")
% WM74 (9/16" X | 3/4") POPLAR | X& FLAT TRIM W/ EASED
< EDGES TO MATCH CASING
POPLAR BED MOULDING
_ WM74 (9/16" X | 3/4") .
: - A N—
\ S L(éo ‘ \
S 7 g ) \ 4 QUISENBERRY ARCARI
ARCHITECTS, LLC
_ www.qa-architects.com
N T (860) 677-4594

F (860) 677-8534
318 Main Street
Farmington, CT 06032

\\
POPLAR SANITARY CASING

WM4 12 (11/716"X 3 1/2"

POPLAR &" AT. PLINTH BLOCK |

/ POPLAR X4 SANITARY CASING

o
\
)

C |)

2
CASED OPENING WIDTH : EXISTING

REFER TO SCHEDULE WINDOW
EXISTING WALL CONSTRUCTION. TYP

CcO02 CO03 Cco04

INTERIOR WINDOW AND DOOR CASING TYPES (ALTERNATE#2) @
SCALE: 1/2"=1'-0"

WATERBURY, CT

CHIMNEY SIZE TO
MATCH EXISTING

NEW GALVANIZED CHIMNEY CAP WITH
RODENT SCREEN SECURED TO CLAY FLUE

BACKER ROD AND SEALANT

NEW PRECAST CONCRETE CAP

DRIP EDGE

NEW ZINC COATED COPPER FLASHING

APPLICANT # 1624

NEW 200z ZINC COATED COFPER
STEPPED FLASHING AND COUNTER
FLASHING EMBEDDED INTO MORTAR
JOINT

SYETTA CHAPMAN

APPLY I ICE AND WATER SHIELD
AROUND PERIMETER OF CHIMNEY.
PATCH AND REPAIR ASPHALT SHINGLES,
UNDERLAYMENT, AND SHEATHING

| ADJACENT TO CHIMNEY

/ - : EXISTING ROOF SHEATHING

MIN.

452 WILLOW STREET

REHABILITATION/RECONSTRUCTION WORK FOR

Sheet Description:

N
4
MIN

=
A 2 . o
% FURNISH AND INSTALL EXHAUST — — 23 TZ 4 KITCHEN
L DUCT TO NEW EXHAUST HOOD. NEW SOFFIT, TYP.
5 REFER TO MECHANICAL DRAWINGS. \ : // ELEVATIONS &
S EXISTING ROOF RAFTERS CONSTRUCT NEW SOFFIT. CHIMNEY
o \ A\ / — EXISTING SINK AND FAUCET DETAIL
= NEW 2" NON-COMBUSTABLE FILLER fLND , | I / \\ TO BE RE-INSTALLED. \\
T
O NEW STANDARD BRICK WITH 3/8" MORTAR JOINT VALL | 7 / CONNECT ALL SUFPFLY AND \
< | EABINET / \ WASTE. COORDINATE \
% > . / , DIMENSIONS W/ 4 [
2 / COUNTERTOP. /
=z \ Issue Dates:
y ~ . \\U W/ L] V/
T NEW WALL MOUNTED —~ (INSERT BID DATE)
35_ HOOD, REFER TO MECH.
S % DRAWINGS.
§ EXISTING CHIMNEY & FLUE TO REMAIN - | Ve | ——
EXISTING FLOOR FRAMING Afﬁjﬁgﬁgfgﬁ&“‘iﬁé ] — R — —— ool APPHANCES BYOWNER — | ===+ ) //— /F\lim?ﬁ é\/t‘; lllNESTiST)A/kI&ID
BLIND [T y ~ \
1IN e 1IN
- / @ ATTICLEVEL COUNTERTOP AS SPECIFIED. g 22§ENET P AN S . » T } COUNTERTOP AS SPECIFIEC Proec B [Drawn By
G l 30" RANGE
/ i S VA N \ | | QA 1346-13| RSE
J N |/ ~ | N / L ]
| [/ l— FILLER PANEL 1 Sheet #:
FILLER PANEL J 9" 26" 20"

CHIMNEY DETAIL @ KITCHEN ELEVATION @ KITCHEN ELEVATION @
SCALE: 1"=1'-0" SCALE:1/2"=1'-0" SCALE:1/2"=1'-0"




1" 1-1/4
; 3 3 - N TACO 329 PRESSURE
+ . . . AS REDUCING VALVE.
! ” ” ™\
1 C1-1/4" - . T WATTS 9D BACKFLOW
L - ' | PREVENTER. T
A - N
T T | 6 L to— 1 2” DOMESTIC EQUIPMENT SPECIFICATIONS:
< M=1 M=2 1 SYSTEM L I Il l C{)LD WATER. G ‘
' P—1-1/4" . . SENSOR l B=1:  PEERLESS PUREFIRE #PF—210 CONDENSING GAS BOILER (210 MBH INPUT MAX., 193 MBH
J TN (LT P—3 —2 HS—1 OUTPUT, 168 NET IBR, 93.3 AFUE) WITH BUILT IN CONDENSATE NEUTRALIZOR W/FLOAT
— —s Ho 1 + #--—— FULL PORT BALL SWITCH PROTECTION, MICROPROCESSOR CONTROL WITH OUTDOOR RESET AND DOMESTIC HOT QUISENBERRY ARCARI
1-1/4"—<p - - y ('_" VALVE (TYPICAL). WATER PRIORITY FEATURES, COMBINATION TEMPERATURE—PRESSURE GAUGE, 30PSIG RELIEF
PROVIDE DEDICATED SUPPLY AND RETURN 1 1 | VALVE. ARCHITECTS, LLC
PIPE FROM MANIFOLD TO EACH CAST IRON 1 . J‘r - & ]
RADIATOR (TYP. 14 PAIRS). PIPING SHALL . T e - F T i) G J WH—1; PEERLESS PARTNER PT—60 60 GALLON INDIRECT WATER HEATER. www.qa-architects.com
BE 1/2" WATTS RADIANTPEX—AL. ADJUST {H A T = ) H T (860) 677-4594
BALANGCE VALVES ON MANIFOLDS TO &Y P—1;  TACO 0014—IFC CARTRIDGE CIRCULATOR WITH INTEGRAL CHECK VALVES. F (860) 677-8534
PROVIDE FLOW RATES SHOWN. N 5 1 . )
= T_ HH - I-éj HED (EH®o—e— P—2;  TACO 0010-IFC CARTRIDGE CIRCULATOR WITH INTEGRAL CHECK VALVES. 318 Main Street
1-1/2 ¥ tH} —3;  TACO 0010—-IFC CARTRIDGE CIRCULATOR WITH INTEGRAL CHECK VALVES. Farmington, CT 06032
IWH—1
& +—1" B=1 HS—1; SPIROTHERM VDX—150 HYDRAULIC/DIRT/AIR SEPARATOR.
z ET=1;: AMTROL SX—60V EXPANSION TANK. (RZ Design Assoclates, Inc.
» MECHANICAL AND ELECTRICAL
5 &l , ET—1 PROVIDE 4 CONCRETE M—1.2; WATTS D3803007SS—KIT 1* STAINLESS STEEL FLOWMETER MANIFOLD M—7 WITH TRUNK ENGINEERING
|4 HOUSEKEEPING PAD (TYP). 120 PALEY O oRIvE
ISOLATION KIT. ot
F: (860) 589-7470
] FINISHED FLOOR -
SCALE: NOT TO SCALE
T
1
R I-‘
o @)
e >.T
s o
o< -
e) aa)
STAIR P STAIR 4 R~
— NEW INDIRECT WATER HEATER. PROVIDE NEW — =
l LEAD FREE BRONZE THERMOSTATIC MIXING @ l =
UF VALVE AND AMTROL ST—8 EXPANSION TANK. e Z <
PROVIDE NEW TYPE L COPPER DOMESTIC 1.0GPM o >3
COLD AND HOT WATER PIPING FROM WATER T ENTRY KITCHEN MUDROOM —
HEATER TO CONNECTION TO EXISTING. STAIRA 1r —_— —_— Ea <
m
——3” POLYPROPYLENE VENT IN EXISTING n“ @
CHIMNEY. PROVIDE CAP. STAIR— (3 0.5GPM - —
——EXISTING GAS METER. CONFIRM DIAR—> U @ P o H+
METER SIZE WITH GAS COMPANY ~
BASED ON CONNECTED LOAD WH-1 &b N m =
AND REPLACE IN NECESSARY.
3"PVC INTAKE PIPE. y4 y4
B—1 MAINTAIN 12" MINIMUM ( )
ABOVE EXPECTED BATHROOM O 5
R — SNOW ACCUMULATION. Q e
G 6— G po \ SITTING ROOM -
NEW 1-1/4 \ AN »
IPS GAS DECK 5 ®@ ~ E ( a1
'// \\ -'L Z < I-‘
AN (@) 0.25GPM ®) =
-
REMOVE EXISTING TANK ) I < 2
TYPE GAS WATER HEATER 1.25GPM . =
NOTE: AND ASSOCIATED VENT e
REMOVE ALL EXISTING HEATING AND GAS PIPING. - Q
MAINS AND BRANCH PIPING. E (‘[) j
EXISTING STEEL RISERS TO REMAIN
FOR CONNECTION TO NEW PEX 3 LIVING ROOM DINING ROOM SUN ROOM 16} < -
TUBING AT BASEMENT CEILING. >
1.0GPM T 2
EXISTING ELECTRICAL E =t
PANEL TO REMAIN. &
1.0GPM
T Sheet Description:
o P
BASEMENT AND
FIRST FLOOR
MECHANICAL
PLANS
SCALE: 1/4"=1"-0" SCALE: 1/4"=1'-0"
Issue Dates:
KEY NOTES (INSERT BID DATE)
MECHANICAL GENERAL NOTES: ELECTRICAL GENERAL NOTES:
1. INSTALL BOILER AND WATER HEATER IN ACCORDANCE WITH 1. CONTRACTOR SHALL PROVIDE THOROUGH INVESTIGATION OF (1) EXISTING CAST IRON RADIATOR TO REMAIN.
MANUFACTURER’S INSTRUCTIONS. THE EXISTING ELECTRICAL DISTRIBUTION SYSTEM TO
DETERMINE IF THERE HAS BEEN ANY DAMAGE BY WATER {2) REINSTALL EXISTING CAST IRON RADIATOR (STORED ON SITE) THAT WAS PREVIOUSLY DISCONNECTED.
2. GAS PIPING SHALL BE SCHEDULE 40 STEEL, WITH INFILTRATION. TRACE ALL CIRCUITS AND TEST FOR
MALLEABLE IRON FITTINGS. COORDINATE INSTALLATION WITH CONTINUITY AND PROPER GROUNDING. IDENTIFY AND (3) PROVIDE NEW CAST IRON RADIATOR TO REPLACE ONE PREVIOUSLY REMOVED. RADIATORS SHALL BE SCALE : AS NOTED
GAS COMPANY. CORRECT ANY CODE DEFICIENCIES. LABEL CIRCUITS IN VICTORIAN PLAIN ROUND TOP — PRE 1935 STYLE BY SHAFTER HYDRONICS AND STEAM ALE :
EXISTING PANEL AND PROVIDE AS—BUILT WIRING DIAGRAM. (WWW.OLDCASTIRONRADIATORS.COM) OR EQUAL AS SCHEDULED BELOW: Project #: Drawn By:
3. ALL RIGID HYDRONIC PIPING SHALL BE SCHEDULE 40 STEEL ' y:
WITH CAST IRON FITTINGS AND/OR TYPE L COPPER WITH 2. REUSE EXISTING CIRCUIT AND WIRE NEW BOILER AND PUMPS SECTION SQ. FT. RADIATION QA 1346-?? KAH
SOLDERED FITTINGS. PROVIDE DIELECTRIC FITTINGS WHERE IN ACCORDANCE WITH BOILER MANUFACTURER'’S ROOM HEIGHT DEPTH WDTH  COLUMNS PER SECTION SECTIONS o
JOINING DISSIMILAR METALS. INSTALLATION INSTRUCTIONS. PROVIDE ALL CONTROL WIRING
TO BOILER INCLUDING SPACE THERMOSTAT, OUTSIDE AIR MUDROOM 38" 9” 2.5 3 6 7 Sheet #:
SENSOR, SYSTEM SENSOR, DOMESTIC WATER TANK SENSOR
AND LOW WATER CUT-OFF. LIVNG ROOM 22" 9” 2.5 3 3 30
3. PERFORM ALL WORK IN ACCORDANCE WITH THE N.E.C. SUN ROOM 29" 9” 2.5” 3 3 28 M 1
(4¢) PROVIDE NEW PROGRAMMABLE THERMOSTAT. E




@

0.75GPM

0.75GPM

STAIR
—J/ o
@
o 0.5GPM
(O}
BATHROOM
—BED';?OM CLOSET
SHOWER
o T
@
0.56PM CLOSET
STAIR P
. ®
BEDROOM BEDROOM 0.75GPM
#2 #3 i
CLOSET

SECOND FLOOR MECHANICAL PLAN

SCALE: 1/4"=1'-0"

SUN ROOM

SITTING ROOM

ATTIC ATTIC

CLOSET

STAIR | &
) D@ 1.0GPM
UpP U}

BATHROOM

THIRD FLOOR MECHANICAL PLAN

SCALE: 1/4"=1"-0"

KEY NOTES

SRS

EXISTING CAST IRON RADIATOR TO REMAIN.

REINSTALL EXISTING CAST IRON RADIATOR (STORED ON SITE) THAT WAS PREMIOUSLY DISCONNECTED.

PROVIDE NEW CAST IRON RADIATOR TO REPLACE ONE PREVIOUSLY REMOVED. RADIATORS SHALL BE
VICTORIAN PLAIN ROUND TOP — PRE 1935 STYLE BY SHAFTER HYDRONICS AND STEAM

(WWW.OLDCASTIRONRADIATORS.COM) OR EQUAL AS SCHEDULED BELOW:
SECTION SQ. FT. RADIATION

ROOM HEIGHT DEPTH WIDTH COLUMNS PER SECTION SECTIONS
BEDROOM 38" 9” 2.5" 3 6 1
SITTING ROOM 38" 9" 2.5" 3 6 9

CONTRACTOR SHALL PERFORM FIELD INVESTIGATION TO DETERMINE WHERE FAILURE OCCURRED IN
EXISTING RADIATION RISER PIPING AND SHALL REPLACE DAMAGED SECTIONS WITH SCHEDULE 40
BLACK STEEL.

'@, \
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QUISENBERRY ARCARI
ARCHITECTS, LLC

www.qa-architects.com
T (860) 677-4594
F (860) 677-8534
318 Main Street
Farmington, CT 06032

( R Z Design Associates, Inc.

MECHANICAL AND ELECTRICAL

ENGINEERING
120 HALCYON DRIVE
BRISTOL, CT 06010
P: (860) 584-8686
F: (860) 589-7470

www.. iates.com

PR ]

WATERBURY, CT

APPLICANT # 1624

SYETTA CHAPMAN

REHABILITATION/RECONSTRUCTION WORK FOR
452 WILLOW STREET
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