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ITEM #1118007A ‑ ADJUST EXISTING SIGNAL INSTALLATION

DESCRIPTION:



This item shall consist of relocating and adjusting signal heads, relocating span attachments, and removing signal sections of existing signals. This work also includes the necessary wiring changes overhead, in handholes, pole bases, pedestal bases, and the possible removal and reinstallation of existing cables in conduit to facilitate the installation of new cables. All of these changes shall be as shown on the contract plans or as directed by the Engineer to insure that the operation of the signal meets the new sequence prints. Controller revisions shall be completed under Item #1108163A ‑ Modify Existing Controller.

MATERIALS:



The materials for this work shall conform to the pertinent articles of the standard specifications.

CONSTRUCTION METHODS:



Adjustments to the existing signal installation shall be completed in such a manner as to safe guard all parts from damage or loss. The Contractor shall replace, at his own expense all material which becomes damaged due to his operations. Where signal heads are to be relocated or modified, splices will not be allowed. All wiring shall be direct, back to the cable closure or controller cabinet.

METHOD OF MEASUREMENT:



This item will be measured for payment as an "Each” item.

BASIS OF PAYMENT:



This item will be paid for at the each contract price for "Adjust Existing Signal Installation" which price shall include necessary mounting hardware, tools, equipment, and labor required to adjust and change the signal installation as called for on the plans. Additional cable, span wire and signal sections required shall be paid for at the contract unit price.
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