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ITEM #1118009A ‑ ADJUST EXISTING SIGNAL INSTALLATION

DESCRIPTION:


Adjust existing traffic signal equipment as necessary to the location as shown on the plan or as directed by the Engineer. This work includes all wiring changes overhead, in handholes, pole bases, pedestal bases, and the possible removal and reinstallation of existing cables in conduit to facilitate the installation of new cables. 

Revisions to the existing Controller Assembly will be made under Item #1108163A ‑ Modify Existing Controller.

MATERIALS:


The materials for this work shall conform to the pertinent articles of the standard specifications.

CONSTRUCTION METHODS:


In the presence of the Engineer, verify and document the condition of all material that will be adjusted. Identify material that is excessively worn or presently damaged. Carefully remove and relocate material in a manner to safeguard parts from damage or loss. Replace material that is damaged or lost during removal or reinstallation. If an existing cable is too short to accommodate the adjustment, replace the entire length. Splices are not allowed.

Utility Pole Attachments: When traffic signal equipment that is attached to a utility company pole must be adjusted, notify the pole custodian (owner) sufficiently in advance. secure from the pole custodian permission to work on the pole. Department of Public Utility Control (DPUC) Regulations 16-243 requires the electric distribution company or authorized agent must perform all attachments to utility poles above 10 feet. All applicable DPUC regulations and utility company requirements govern. Keep utility company apprised of the schedule and the nature of the work. equipment that is attached to a utility ple must attac When a traffic signal support strand, rigid metal conduit, down guy, or other traffic signal equipment that is attached to a utility pole, secure from the pole custodian permission to work on the pole. In compliance with 
METHOD OF MEASUREMENT:


This item will be measured for payment as an "L.S." item.

BASIS OF PAYMENT:


This item will be paid for at the L.S. contract price for "Adjust Existing Signal Installation" which price shall include necessary mounting hardware, tools, equipment, and labor required to adjust and change the signal installation as called for on the plans. Additional cable, span wire and signal sections required shall be paid for at the contract unit price.

S:/traffic/1406/signal specs/specs/1118009A.doc







 COMMENTS  \* MERGEFORMAT 

item #1118009a

