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The plans have been checked that the following tasks have been completed correctly:
1. Page Labels
2. Sheet Numbers
3. Watermarked
4. Comments Flattened
5. Digital Signature was applied allowing for markups



GENERAL

ANY ON-SITE CONTRACTOR TRAILERS OR LAY DOWN AREAS MUST BE APPROVED BY THE
ENGINEER.

ACCESS TO DRIVEWAYS AND LOADING ZONES SHALL BE MAINTAINED THROUGHOUT
CONSTRUCTION UNLESS OTHERWISE DIRECTED BY THE ENGINEER.

THE CONTRACTOR SHALL INSTALL TEMPORARY SEDIMENTATION AND EROSION CONTROL
DEVICES AS SHOWN ON THE PLANS OR AS DIRECTED BY THE ENGINEER. FOR ADDITIONAL
INFORMATION, REFER TO SEDIMENTATION AND EROSION CONTROL NOTES.

THE CONTRACTOR SHALL BE AWARE THAT ALL EXCAVATED MATERIAL, INCLUDING RAILROAD
TIES WILL REQUIRE PROPER HANDLING. FOR ADDITIONAL INFORMATION, REFER TO THE
SPECIAL PROVISIONS.

ALL DIMENSIONS AND ELEVATIONS MUST BE VERIFIED IN THE FIELD BY THE CONTRACTOR
PRIOR TO START OF MANUFACTURING AND CONSTRUCTION, AND NECESSARY ADJUSTMENTS
WILL BE ADDRESSED IN ACCORDANCE WITH THE "NOTICE TO CONTRACTOR - VERIFICATION OF
PLAN DIMENSIONS AND FIELD MEASUREMENTS".

THE INFORMATION SHOWN ON THESE PLANS IS BASED ON LIMITED INVESTIGATIONS AND
IS NO WAY WARRANTED TO INDICATE THE TRUE CONDITIONS OR ACTUAL QUANTITIES OF
WORK REQUIRED.

LOCATIONS OF EXISTING UTILITIES AND UNDERGROUND STRUCTURES HAVE BEEN COMPILED
FROM THE BEST AVAILABLE INFORMATION. THE CONTRACTOR IS MADE AWARE THAT ALL
UTILITIES AND UNDERGROUND STRUCTURES MAY NOT BE SHOWN. THE CONTRACTOR SHALL
BE SOLELY RESPONSIBLE FOR DETERMINING THE ACTUAL LOCATION OF ALL UTILITIES AND FOR
UTILITY COORDINATION. AS SUCH, THE CONTRACTOR SHALL CONTACT "CALL BEFORE YOU

DIG" AT 1-800-922-4455 FOR THE MARKOUT OF EXISTING UTILITIES AT LEAST TWO (2) FULL
BUSINESS DAYS (48 HOURS) IN ADVANCE OF ANY WORK. THE CONTRACTOR IS HEREBY MADE
AWARE THAT AMTRAK DOES NOT PARTICIPATE IN THE "CALL BEFORE YOU DIG" SYSTEM AND,
THEREFORE, THE CONTRACTOR MUST CONTACT, AND WORK DIRECTLY WITH, AMTRAK
ENGINEERING TO IDENTIFY AND LOCATE ALL OF AMTRAK'S BURIED UTILITIES. THESE
FACILITIES WILL NOT BE LOCATED OR PROTECTED BY THE "CALL BEFORE YOU DIG" SYSTEM.
THE CONTRACTOR SHALL CONTACT "CALL BEFORE YOU DIG" AND AMTRAK ENGINEERING AS
NECESSARY THROUGHOUT THE DURATION OF THE PROJECT.

THE CONTRACTOR IS RESPONSIBLE FOR IDENTIFYING AND PROTECTING ALL OVERHEAD AND
UNDERGROUND UTILITIES THROUGHOUT THE ENTIRE PROJECT, INCLUDING ALL PHASES OF
CONSTRUCTION, EXCAVATION, TRENCHING AND/OR BORING ACTIVITIES. UTILITY LINES
DAMAGED BY THE CONTRACTOR SHALL BE BROUGHT TO THE IMMEDIATE ATTENTION OF
THE ENGINEER AND THE AFFECTED UTILITY COMPANY. THE COST OF REPAIR WORK TO
UTILITIES THAT ARE VISIBLE OR HAVE BEEN PROPERLY MARKED OUT VIA THE "CALL
BEFORE YOU DIG" SYSTEM SHALL BE BORNE SOLELY BY THE CONTRACTOR.

SITE GRADING

THE RESHAPING OF THE GROUND SURFACE BY EXCAVATION AND FILLING, OR A COMBINATION
OF BOTH, TO OBTAIN PLANNED GRADES SHALL PROCEED IN ACCORDANCE WITH THE FOLLOWING
CRITERIA:

1.

PROVISION SHALL BE MADE TO CONDUCT SURFACE WATER SAFELY TO STORM DRAINS TO
PREVENT SURFACE RUNOFF FROM DAMAGING CUT FACES AND FILL SLOPES.

EXCAVATIONS SHALL NOT BE MADE SO CLOSE TO PROPERTY LINES AS TO ENDANGER
ADJOINING PROPERTY WITHOUT PROTECTING SUCH PROPERTY FROM EROSION, SLIDING,
SETTLING, OR CRACKING.

NO FILL OR STOCKPILE SHALL BE PLACED WHERE IT WILL SLIDE OR WASH UPON THE
PREMISES OF ANOTHER PROPERTY OWNER OR UPON ADJACENT WETLANDS, WATERCOURSES,
OR WATERBODIES.

PRIOR TO ANY EARTHWORK, AN ANTI-TRACKING PAD SHALL BE PLACED AT THE EXIT FROM
THE WORK AREA IN ORDER TO REDUCE MUD AND OTHER SEDIMENTS FROM LEAVING THE
SITE.

PERMITTING REQUIREMENTS

THE CONTRACTOR SHALL BE RESPONSIBLE FOR COMPLIANCE WITH THE EROSION CONTROL
PLAN AND ANY ADDITIONAL REQUIREMENTS (INCLUDING INSPECTION AND CERTIFICATION)
IMPOSED BY THE U.S. EPA NPDES PERMIT AND ANY OTHER LOCAL, STATE OR FEDERAL
REGULATIONS INCLUDING STATE OF CONNECTICUT DEPARTMENT OF ENVIRONMENTAL
PROTECTION GENERAL PERMIT DEP-PED-GP-015, "GENERAL PERMIT FOR THE DISCHARGE OF
STORM WATER AND DEWATERING WASTEWATER ASSOCIATED WITH CONSTRUCTION
ACTIVITIES".

IF ADDITIONAL EROSION CONTROL MEASURES ARE REQUIRED DURING OR AFTER
CONSTRUCTION, AS DETERMINED BY THE ENGINEER, OR OTHER AUTHORITIES, THE
CONTRACTOR SHALL TAKE SUCH ADDITIONAL MEASURES AS THEY MAY DIRECT.

EACH CONTRACTOR AND SUBCONTRACTOR PERFORMING WORK ON THIS SITE SHALL
BE REQUIRED TO CERTIFY THAT THEY HAVE READ AND UNDERSTAND THE TERMS OF
CONNECTICUT DEP GENERAL PERMIT DEP-PED-GP-015.

FLOOD CONTINGENCY

THE CONTRACTOR IS BOUND BY THE CONDITIONS SET FORTH IN CTDOT's "STANDARD
SPECIFICATIONS FOR ROADS, BRIDGES, AND INCIDENTAL CONSTRUCTION" FORM 816
(2004). SPECIFICALLY, SECTION 1.10 - ENVIRONMENTAL COMPLIANCE, ADDRESSES THE
NEED FOR THE CONTRACTOR TO MAINTAIN A STABLE WORK AREA AND TO COORDINATE
WITH NATIONAL OCEANIC AND ATMOSPHERIC ADMINISTRATION (NOAA) WEATHER SERVICE
FOR INFORMATION PERTAINING TO STORMS. THESE PROVISIONS ARE FULLY DESCRIBED
UNDER ITEMS 9 AND 10 OF THE "BEST MANAGEMENT PRACTICES".

SEDIMENTATION AND EROSION CONTROL MEASURES

1. EROSION AND SEDIMENT CONTROL MEASURES WILL BE CONSTRUCTED IN ACCORDANCE WITH THE
CONNECTICUT DOT SPECIFICATIONS FOR ROADS, BRIDGES AND INCIDENTAL CONSTRUCTION,
FORM 816, 2004 WITH LATEST SUPPLEMENT SPECIFICATIONS, 2002 CONNECTICUT GUIDELINES
FOR EROSION AND SEDIMENT CONTROL, DEP BULLETIN 34, AND THE PROJECT SPECIFICATIONS.

2. THESE GUIDELINES SHALL APPLY TO ALL WORK CONSISTING OF ANY AND ALL TEMPORARY
AND/OR PERMANENT MEASURES TO CONTROL WATER POLLUTION AND SOIL EROSION, AS MAY
BE REQUIRED, DURING THE CONSTRUCTION OF THE PROJECT.

3. IN GENERAL, ALL CONSTRUCTION ACTIVITIES SHALL PROCEED IN SUCH A MANNER SO AS NOT TO
POLLUTE ANY WETLANDS, WATERCOURSES, WATERBODY, AND CONDUIT CARRYING WATER, ETC.
THE CONTRACTOR SHALL LIMIT, INSOFAR AS POSSIBLE, THE SURFACE AREA OF EARTH MATERIALS
EXPOSED BY CONSTRUCTION METHODS AND IMMEDIATELY PROVIDE PERMANENT AND TEMPORARY
POLLUTION CONTROL MEASURES TO PREVENT CONTAMINATION OF ADJACENT WETLANDS,
WATERCOURSES AND WATERBODIES, AND TO PREVENT, INSOFAR AS POSSIBLE, EROSION ON SITE.

DEMOLITION NOTES

1. CONTRACTOR SHALL REMOVE AND DISPOSE OF EXISTING MANMADE SURFACE FEATURES, NOT
NOTED FOR DEMOLITION/REMOVAL, WITHIN THE LIMIT OF WORK INCLUDING STRUCTURES,
PAVEMENTS, SLABS, CURBING, FENCES, SIGNS, ETC. UNLESS INDICATED OTHERWISE ON
THE DRAWINGS.

2. MAINTAIN EXISTING UTILITIES TO REMAIN, PROTECT AGAINST DAMAGE DURING DEMOLITION
OPERATIONS.

3. UTILITY LINES AND ABANDONED ELECTRIC TRANSFORMERS NOT SPECIFICALLY NOTED BUT
WHICH ARE ENCOUNTERED IN THE WORK SHALL BE CAPPED, EXTENDED, PROTECTED, REMOVED
OR REWORKED AS DIRECTED.

4. FURNISH, ERECT AND MAINTAIN ALL TEMPORARY BARRICADES, FENCES, COVERINGS,
ENCLOSURES, SIGNS AND LIGHTING AS MAY BE REQUIRED TO CARRY ON DEMOLITION WORK
IN A SAFE AND LEGAL MANNER.

5. PLACE EROSION CONTROLS PRIOR TO DEMOLITION. MAINTAIN EROSION CONTROLS
THROUGHOUT DURATION OF THE PROJECT.

6. THE LIMIT OF DEMOLITION SHALL BE THE PROPERTY LINE WHERE IT IS NOT CALLED OUT
ON THE PLAN.

7. THE USE OF EXPLOSIVES, FOR DEMOLITION PURPOSES, WILL NOT BE ALLOWED.

8. IT IS THE CONTRACTOR'S RESPONSIBILITY TO VERIFY UTILITY LOCATIONS IN THE FIELD.
CONTACT "CALL BEFORE YOU DIG" TWO (2) FULL BUSINESS DAYS (48 HOURS) IN ADVANCE.

9. TREES SHALL BE REMOVED IN A MANNER TO ENSURE AGAINST ANY RE-GROWTH. TREES TO
REMAIN SHALL BE PROTECTED FROM DAMAGE DURING ALL OPERATIONS.

10. ALL MATERIAL IS TO BE DISPOSED OF AT A SAFE, APPROVED LOCATION OFF SITE.

11. "STRUCTURES" MEANS ALL ABOVE AND BELOW GRADE COMPONENTS OF THE EXISTING
BUILDINGS INCLUDING BUT NOT LIMITED TO FOOTINGS, FOUNDATIONS, FOUNDATION WALLS,
UNDERGROUND PIPING, EQUIPMENT, SUPPORTS, STAIRS, STOOPS, ETC.

12. DUST CONTROL TREATMENTS SHALL BE APPLIED AS NECESSARY TO CONTROL AND REDUCE THE
AMOUNT OF DUST WHICH MAY CAUSE OFF SITE DAMAGE, BE A HEALTH HAZARD TO HUMANS,
WILDLIFE AND PLANT LIFE, OR POSE A HAZARD TO TRAFFIC SAFETY.

13. CONTRACTOR SHALL COMPLY WITH ALL LOCAL, STATE AND FEDERAL SAFETY REGULATIONS TO
PROTECT THE PUBLIC WHILE DEMOLITION WORK IS BEING PERFORMED.

14. CONTRACTOR SHALL HAUL AND DISPOSE OF DEMOLITION DEBRIS IN ACCORDANCE WITH
APPLICABLE FEDERAL, STATE, AND LOCAL REGULATIONS, ORDINANCES, STATUTES, AND
ENVIRONMENTAL REGULATIONS AND OBTAIN THE REQUIRED PERMITS. ANY PERMITS REQUIRED
SHALL BE PAID FOR BY THE CONTRACTOR AND SHALL BE CONSIDERED TO BE INCIDENTAL TO
THE ITEM "DISPOSAL OF BUILDINGS".

15. ADJOINING STREETS AND PROPERTIES SHALL BE KEPT FREE OF DEBRIS RESULTING FROM
THE DEMOLITION AND SHALL BE BROOM AND/OR WATER CLEANED AS DIRECTED BY THE
ENGINEER.

16. HOURS OF OPERATION TO BE AS PER LOCAL ORDINANCE. CONTRACTOR TO VERIFY PRIOR TO
STARTING ON SITE OPERATIONS.

17. ALL EROSION CONTROL SHALL BE LOCATED OUTSIDE OF ANY WETLAND LIMITS.

18. THE DEMOLITION PLAN IS INTENDED TO AID THE CONTRACTOR DURING THE BIDDING AND
CONSTRUCTION PROCESS AND IS NOT INTENDED TO DEPICT EACH AND EVERY ELEMENT OF
DEMOLITION. THE CONTRACTOR IS RESPONSIBLE FOR IDENTIFYING THE DETAILED SCOPE OF
DEMOLITION AND FOR COORDINATING THE PROPOSED CONSTRUCTION WITH THE DEMOLITION
OF THOSE ITEMS THAT MAY BE IN INTERFERENCE.

19. THE ENGINEER AND ITS CONSULTANTS SHALL HAVE NO RESPONSIBILITY FOR THE PRESENCE,
DISCOVERY, REMOVAL, ABATEMENT OR DISPOSAL OF HAZARDOUS MATERIAL, TOXIC WASTES
OR POLLUTANTS AT THE PROJECT SITE, INCLUDING BUT NOT LIMITED TO ASBESTOS,
POLYCHLORINATED BIPHENYL (PCB), DIOXIN, ACID OR ALKALI CHEMICALS, LEAD PAINT,

AIR POLLUTANTS, WATER POLLUTANTS, UNDERGROUND STORAGE TANKS OR OTHER
DELETERIOUS MATERIALS. ENGINEER SHALL NOT BE RESPONSIBLE FOR ANY CLAIMS OF
LOSS, DAMAGE, EXPENSE, DELAY, INJURY OR DEATH ARISING FROM THE PRESENCE THEREOF
OR EXPOSURE THERETO AND CONTRACTOR SHALL INDEMNIFY AND HOLD HARMLESS THE
ENGINEER AND ITS CONSULTANTS FROM ANY CLAIM MADE IN CONNECTION THEREWITH.
MOREOVER, ENGINEER SHALL HAVE NO ADMINISTRATIVE OBLIGATION OF ANY TYPE WITH
REGARD TO ANY CONTRACT OR AMENDMENT THERETO INVOLVING THE ISSUE OF PRESENCE,
DISCOVERY, REMOVAL OR ABATEMENT OR DISPOSAL OF ASBESTOS OR OTHER HAZARDOUS
SUBSTANCES.

20. DISTURBANCE TO ADJACENT PARCELS FOR INTER PARCEL CONNECTION SHALL BE KEPT TO
THE MINIMAL EXTENT POSSIBLE. DISTURBED AREAS SHALL BE CONSTRUCTED OR RESTORED
AS SOON AS POSSIBLE. THE CONSTRUCTION SCHEDULE SHALL BE COORDINATED WITH THE
MANAGER OF ADJACENT OWNERS / TENANTS.
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Discipline Subset Submittal Checklist -
The following check list shall be checked and attached to each discipline subset *

prior to being digitally signed.

Check

Task

Section in DPD
Manual

O

1. Attach this checklist to the discipline subset.

Section 3.1

2. Complete the following tasks using Bluebeam on

the discipline subset?

. Apply Page Labels

Section 1.6.2

Apply Sheet Numbers

Section 1.6.2

. Apply Watermark

Section 2.4

a
b.
C
d

. Flatten Markups

Section 2.4

e

Digital Signature Field

Section 2.5.1

EEisisE)S;

3. Type n

ame and telephone number below.

4. Consultants using Thin Client Only
Engineer of Record digitally sign the plans.

5. Upload, if not in Projectwise already, the
discipline subset into the 100_Contract_Plans

folder in Projectwise and attribute the document

correctly?

a.

Discipline = CT

b.

Main Category = CON

C.

Sub Category = FDP, DCD, DCD2,
ADP, ACD, DCO where applicable

O | 0|00

d.

Label = subset number and name.

* Example of highways subset
would be 03-Highways.

* The label for a subset shall be the
same for both FDP and
DCD submittals.

* Addendum submittals shall match
FDP submittals with the addition
of * _A#",

®* Change Order Submittals shall
match FDP submittals with
the

. Description field is filled in with

a description of the subset.

The applicable bridge no.(s) or signal
intersection(s) were selected that is/are
associated with this subset.

Section 3.2.4

6.CTDOT Engineers or Consultants Using Thick Client
Forward link to Engineer of Record for Digital Signature

7. Apply the QA/QC stamp after the discipline
subset has been digitally signed.

Section 3.1

I have performed and checked that all the tasks above were performed correctly.

Baker

Submitted By (Type in Name)

* Discipline subset includes the General subset and all other discipline subsets. The 02-Revisions does not need

860-563-3044

Phone Number (Type in Phone Number)

a checklist attached. The standard subsets already have a checklist attached to the index sheets.




http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=55

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=12

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=12

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=40

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=41

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=44

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=61

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=56
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