

Rev. Date 6/2014
SECTION 12.00 – GENERAL CLAUSES FOR HIGHWAY SIGNING

Description:

Work under this item shall conform to the requirements of Section 12.00 supplemented as follows:

12.00.06 – Data Labels:

For the purpose of developing and maintaining a highway sign inventory and for the purpose of sampling and testing reflective sheeting, the Contractor shall affix a Data Label(s) to the back of each sign face-extruded aluminum sign and each sign face-sheet aluminum sign in the vicinity of the lower left hand corner or quadrant.  Data Labels shall be 2 (two) separate 5 (five) inch by 3 (three) inch (125mm by 75mm), non-reflective weatherproof films with black copy on a yellow background having a pressure sensitive adhesive backing. 

 A “Fabrication” Data Label is to include information about the sign fabricator, date of fabrication and the sheeting manufacturer - type.   An “Installation” Data Label is to include The State Project Number or Maintenance Permit Number that installed the sign and date of installation.

The cost of the data labels coded and in place on the sign shall be included in the unit cost of the respective sign material.  Payment for the respective quantities of each sign face-extruded aluminum sign and each sign face-sheet aluminum sign may be withheld until all Data Label(s) have been installed to the satisfaction of the Engineer.

The Data Label designs, with additional notes relative to design requirements are attached herewith. 

12.00.07 – Global Positioning System (GPS) coordinates for signs:

The Contractor shall obtain and provide to the Engineer sign installation data, including Global Positioning System (GPS) latitude and longitude coordinates, for all new permanent signs (temporary and construction signs are not to be included) installed in the project. The Engineer shall forward the sign data to the Division of Traffic Engineering. The horizontal datum is to be set to the State Plane Coordinate System, North American Datum of 1983 (NAD83) in feet. The minimum tolerance must be within 10 feet. The format of the GPS information shall be provided in a Microsoft Office compatible spreadsheet (Excel) file with data for each sign. The record for each sign installed is to be compatible with the anticipated CTDOT Sign Inventory and Management System (CTSIMS). The following format shall be used. However, the data fields noted by “#” are not required for the project submission. These entries will be completed as part of the Traffic Engineering CTSIMS data upload.

[bookmark: _GoBack]The cost of this work shall be included in the cost of the respective sign face – sheet aluminum and sign face – extruded aluminum items. The receipt of this electronic database must be received and accepted by the Engineer prior to final payment for items involving permanent highway signing. The electronic database information shall detail information regarding the sign actually installed by the project.


Field Number  	Type		size		Description
	1		text		20		Record Number (starting at 1…)
	2		text		20		Sign Catalog Number
#	3		text		10		Size Height
#	4		text		10		Size Width
	5		text		25		Legend	
#	6		text		10		Background Color
#	7		text		10		Copy Color
	8		Link		25		Material (see acceptable categories)
	9		text		30		Comments if any
#	10		text		20		MUTCD Type
	11		text		15		Town	
	12		text		5		Route
	13		text		5		Route direction
#	14		text		10		Highway Log Mileage
	15		text		15		Latitude
	16		text		15		Longitude
	17		text		25		Mounting Type
	18		text		25		Reflective Sheeting Type
	19		date		25		Date Installed
	20		text		10		Number of Posts
	21		text		255		Sheeting Manufacturer name and address
	22		text		15		State Project Number (or)
	23		text		15		Encroachment Permit number.
	24		Graphic	*		Sign Picture Graphic.

* Graphics provided shall be representative of the sign supplied and be in color.  Graphic formats shall be either JPG or TIFF and provided with a recommended pixel density of 800 x 600.  The graphic shall be inserted in the supplied media in field 24 for each sign.
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	DATA LABELS
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	Fabricator:    (Insert NAME or State)
	

	
	Sheeting Manufacturer - Type
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	Date Fabricated - Month / Year
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	Installed By:
	

	
	Project No.: (Insert 000-0000 or State)
	

	
	Permit No.: (Insert D_-000000)
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	Data Labels To Be 5 Inch By 3 Inch Each (125mm x 75mm) With Face Designs As Shown Above.

	All Copy Ink Must Be Durable And Not Fade, Discolor, Or Smudge.

	All Variable Legends To Be Included At Label Fabrication.

	Only One "Installed By" Permit Or Project Number Should Be Provided.

	Sign Fabrication And / Or Installation By State Forces, Insert "State."

	The Month And Year Of Fabrication And Installation May Be Punched Or Marked Out

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	The Back Of The Data Label Must Contain A Pre-coated Pressure-Sensitive Adhesive Covered By A Removable Liner.

	At Application, The Liner Must Be removable Without Soaking In Water Or Other Solvents.

	The Adhesive Must Form A Durable Bond To Surfaces That Are Smooth, Clean, Corrosion-Free And Weather Resistant.

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Completed Data Labels Must Not Discolor, Crack, Craze, Blister, Delaminate, Peel, Chalk, Or Lose Adhesion When Subjected To Temperatures From -30 Degrees to 200 Degrees Fahrenheit.



NOTICE TO CONTRACTOR – GLOBAL POSITIONING SYSTEM (GPS) COORDINATES FOR SIGNS

The Contractor shall obtain and provide to the Engineer sign installation data, including Global Positioning System (GPS) latitude and longitude coordinates, for all new signs. The Engineer shall forward the sign data to the Division of Traffic Engineering for upload into the Highway Sign Inventory and Maintenance Management Program (SIMS). Contact Mr. Philip J. Cohen at (860) 594-2744 of the Division of Traffic Engineering regarding any SIMS questions. Contact Mr. James R. Spencer at (860) 594-2014 of the Department’s Bureau of Policy and Planning regarding any GPS questions. Refer to the special provision for Section 12.00 General Clauses For Highway Signing. 
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