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NOTICE TO CONTRACTOR - section 4.06 and m.04 MIX DESIGNATION EQUIVALENCY AND PG BINDER EQUIVALENCY 
Sections 4.06 and M.04 have been replaced in their entirety with the Special Provisions included as part of this contract.  These Special Provisions reflect changes in mix designations for various types of hot-mix asphalt (HMA) and include the removal of mixes designed and governed by the Marshall Mix Design method.  The following table is to be used to associate mix designations noted on the plans with those in the contract specifications and related documents.  Mix designations on each row are equivalent and refer to a single mix, which shall be subject to the requirements of the Section 4.06 and M.04 Special Provisions for the Official Mix Designation in the leftmost column of the corresponding row in the table.
Mix Designation Equivalency Table
	Official Mix Designation
	Equivalent Mix Designation (a)
	Equivalent Mix Designation (b)

	(c)
	Superpave 1.5 inch
	Superpave 37.5 mm

	HMA S1
	Superpave 1.0 inch
	Superpave 25.0 mm

	HMA S0.5
	Superpave 0.5 inch
	Superpave 12.5 mm

	HMA S0.375
	Superpave 0.375 inch
	Superpave 9.5 mm

	HMA S0.25
	Superpave 0.25 inch
	Superpave 6.25 mm

	(c)
	Superpave #4
	Superpave #4

	HMA S0.5 (d)
	Bituminous Concrete Class 1 (e)
	Bituminous Concrete Class 1 (e)

	HMA S0.375 (d)
	Bituminous Concrete Class 2 where it is specified in lifts 1.25 or thicker (e)
	Bituminous Concrete Class 2 where it is specified in lifts 1.25 or thicker (e)

	HMA S0.25 (d)
	Bituminous Concrete Class 2 where it is specified in lifts 1.0 inches to less than 1.25 inches (e);
Bituminous Concrete Class 12 (e)
	Bituminous Concrete Class 2 where it is specified in lifts 1.0 inches to less than 1.25 inches (e);

Bituminous Concrete Class 12 (e)

	HMA S1 (d) 
	Bituminous Concrete Class 4 (e)
	Bituminous Concrete Class 4 (e)

	Curb Mix
	Bituminous Concrete Class 3
	Bituminous Concrete Class 3


Notes

(a) This mix designation is generally included with projects where the English measurement system is used.  The mix designation may contain both the English measurement system designation and the SI (metric) measurement system designation, one of which would be in parenthesis.

(b)  This mix designation is generally included with projects where the SI (metric) measurement system is used.  The mix designation may contain both the English measurement system designation and the SI measurement system designation, one of which would be in parenthesis.

(c)  This mix is no longer in use except by contract-specific Special Provision;  if this mix is called for in the Plans but no such Special Provision is included for this contract a suitable substitute must be approved by the Engineer.

 (d) Unless approved by the Engineer, the Superpave Design Level for the Official Mix Designation bituminous concrete replacing a Marshall mix called for in the plans or other contract documents shall be Design Level 2 for mixes used on mainline or shoulders of state-maintained roadways and Design Level 1 elsewhere, including but not limited to driveways or sidewalks.

(e)  All mixes designed under the Marshall mix-design method are no longer covered by the 4.06 Special Provision.  Wherever they appear in Contract plans and documents they shall be substituted by the “Official Mix Designation” in the same row of the Mix Designation Equivalency Table.  Unless approved by the Engineer, the Superpave Design Level shall be Level 1.

PG Binder Designation Equivalency Table

	Official Binder Designation
	Equivalent Binder Designation
	Use

	PG 64S-22
	PG 64-22
	Hot-Mix Asphalt (HMA S* pay items and pay items using HMA S* materials)(a),(b)

	PG 64E-22
	PG 76-22
	Polymer-Modified Asphalt (PMA S* pay items and pay items using HMA S* materials)(a),(b)


Notes
(a) Use the Mix Designation Equivalency Table above to identify the Official Mix Designation for materials using the Marshall mix design method, i.e. “Bituminous Concrete Class *.”

(b) Refer to the NTC – Superpave Design Level for the Superpave Design Level to use for each mix on a project.  The PG Binder Designation Equivalency Table can be used to obtain the Official Binder Designation for each mix identified in the NTC – Superpave Design Level.
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