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NOTICE TO CONTRACTOR - EQUIPMENT OPERATION AND PROTECTIONPRIVATE 

All trucks using any road designated as a Parkway must be equipped with two (2) amber strobe type flashers, visible from the rear only and with two (2) reflectorized slow moving vehicle triangles 14”Hx16”W mounted on the rear of the truck.  The lights must show the full overall width of the vehicle and each shall be mounted on a hinged or telescoping post, so that the center of the light will not be less than 10 ft. above the ground when in an operating position.  This signal system shall be in operation continuously while the vehicle is on the Parkway travelway.

During the course of the project and in accordance with Section 14-298-237(b) of the State Traffic Commission Regulations, the Contractor’s trucks and equipment may be authorized by the Engineer to travel over the portions of the Parkway from which they are normally excluded. However, it must be noted that no authorization will be given until;

1) 
The Contractor has contacted the Department’s Oversize/Overweight Permit Section at (860) 594-2880 and verified that the structures on the Parkway that he is planning to traverse with his equipment have sufficient vertical clearance and/or weight carrying capacity.

2) 
Each vehicle has been inspected by the Engineer and found to conform to the specifications herein.

Each driver of such equipment shall be given instructions by the Contractor concerning the manner of operation while on the Parkway. All vehicles shall be limited in travel between the nearest interchange and the work site.

The Engineer reserves the right to revoke authorization if the Contractor fails to abide by the regulations herein prescribed.  The Contractor will not be permitted to park equipment on the median strip and will not be permitted to cross the median strip without specific permission of the Engineer.
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