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ITEM #0979003A - CONSTRUCTION barricade type iii

Article 9.79.01 – Description:  The Contractor shall furnish construction barricades to conform to the requirements in National Cooperative Highway Research Program (NCHRP) Report 350 or the AASHTO Manual for Assessing Safety Hardware (MASH) and to the requirements stated in Article 9.71 “Maintenance and Protection of Traffic,” as shown on the plans and/or as directed by the Engineer.

Article 9.79.02 – Materials: Prior to using the construction barricades, the Contractor shall submit to the Engineer a copy of the Letter of Acceptance issued by the FHWA to the manufacturer documenting that the devices have been crash tested and have approval in writing from FHWA conforming to the requirements in National Cooperative Highway Research Program (NCHRP) Report 350 or the AASHTO Manual for Assessing Safety Hardware (MASH), as appropriate.

Alternate stripes of white and orange Type III or Type VI reflective sheeting shall be applied to the horizontal members as shown on the plans.  Application of the reflective sheeting shall conform to the requirements specified by the reflective sheeting manufacturer.  Only one type of sheeting shall be used on a barricade and all barricades furnished shall have the same type of reflective sheeting.  Reflective sheeting shall conform to the requirements of Article M.18.09.01.

Construction barricades shall be designed and fabricated so as to prevent them from being blown over or displaced by the wind from passing vehicles.  Construction barricades shall be approved by the Engineer before they are used.

Article 9.79.03 – Construction Methods:  Ineffective barricades, as determined by the Engineer and in accordance with the ATSSA guidelines contained in “Quality Standards for Work Zone Traffic Control Devices”, shall be replaced by the Contractor at no cost to the State.

Barricades that are no longer required shall be removed from the project and shall remain the property of the Contractor.

Article 9.79.04 – Method of Measurement:  Construction Barricade Type III will be measured for payment by the number of construction barricades required and used.

Article 9.79.05 – Basis of Payment:  “Construction Barricade Type III” required and used will be paid for at the Contract unit price per each.  Each barricade will be paid for once, regardless of the number of times it is used.
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