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ITEM #0981101A - OPPOSING TRAFFIC LANE DIVIDER

Article 9.81.01 - Description:  

This item shall include furnishing, installing, resetting, and removing Opposing Traffic Lane Dividers.  Opposing Traffic Lane Dividers will be used to separate opposing traffic on a two-lane two-way roadway.  The legend on the divider shall be two opposing arrows.

The Opposing Traffic Lane Divider shall meet the requirements of Federal Highway Administration's Strategic Highway Research Program (SHRP). The Opposing Traffic Lane Divider shall be 12 inch wide by 18 inch high sign panels mounted back to back on a flexible support post.  The post shall be mounted to a base.

A series of these devices shall be placed on the center line of a temporary two-way operation.  The support shall be designed to recover automatically to a vertical position if struck by a vehicle.

The opposing Traffic Lane Divider is covered in Section 6F.76 of the Manual on Uniform Traffic Control Devices (2009 Edition).

Article 9.81.02 - Materials:
1)
Panel - The vertical panel shall be constructed of a flexible material resistant to ultraviolet light, ozone and hydrocarbons.  The surface shall be smooth and suitable for adherence of appropriate retroreflective sheeting.  The retroreflective sheeting shall be Type IV retroreflective sheeting in accordance with Section M.18.09.

2)
Support Post - The support post shall be made of a material resistant to ultraviolet light, ozone, and hydrocarbons.  The post shall have sufficient stiffness to remain rigid in windy conditions.  The support shall be designed to recover automatically to a vertical position or manually restored (when fastened to the roadbed), if struck by a vehicle.

3) Base - The base shall consist of a metal ballast plate fastened to a rubber base.  For long-term use, the metal ballast plate can be fastened directly to the roadbed.  When fastened to the roadbed, the post will need to be manually reset when hit.  The base shall meet the requirements of the Federal Highway Administration's Strategic Highway Research Program (SHRP).

Article 9.81.03 - Construction Methods:
The Opposing Traffic Lane Dividers shall be spaced every 30 feet apart or as directed by the Engineer.  The Contractor shall insure that the devices are kept clean and bright.  Any devices that are missing, damaged, or defaced so that they are not effective, as determined by the Engineer and in accordance with the American Traffic Safety Services Association (ATSSA) guidelines contained in “Quality Standards for Work Zone Traffic Control Devices”, shall be replaced by the Contractor at no cost to the State.  When no longer required, they shall remain the property of the Contractor.

Article 9.81.04 - Method of Measurement:
This work will be measured for payment by the number of opposing traffic lane dividers furnished, installed and accepted on the project.  Replacement devices shall not be measured for payment.  Devices relocated to a different location in accordance with the Engineer shall not be measured.

Article 9.81.05 - Basis of Payment:
This work will be paid for at the contract unit price each for "Opposing Traffic Lane Divider" which price shall include all materials, equipment, tools, labor and work incidental to furnishing, installing, maintaining and removing the units.
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