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LEGEND AS SHOWN ON TRAFFIC CONTROL SIGNAL PLAN:

SPAN MOUNTED SIGN

AUDIBLE PEDESTRIAN SIGNAL

FIELD CONNECTIONS FOR

AUDIBLE PEDESTRIAN SIGNAL

TANGENT "Y" SPAN CLAMP DETAIL CLAMP ORIENTATION DETAIL

STAINLESS STEEL

BUSHING INSERT

EXTENSION BAR

TETHER CLAMP

SPAN WIRE CLAMP

CLEVIS PIN

ADJUSTABLE HANGER 

EXTENSION BAR

A

B

A

B

A

B

SPAN

12

PLASTIC BUSHING

STEEL CONDUIT LOCKNUT

SIGNAL HOUSING

NEOPRENE GASKET

STEEL WASHER

STEEL CONDUIT LOCKNUT

USE WITH  1/2 " (13)

THREADED KNOCKOUT

ON WEATHERPROOF BOX

USE WITH  3/4 " (19)

KNOCKHOUT ON

WEATHERPROOF BOX

STEEL WASHER

NEOPRENE GASKET

5 1/2 "

(138)

2 5/8 "

(66)

WEATHERPROOF BOX A

B

STEEL CONDUIT

LOCKNUT

RAINTIGHT CONDUIT

HUB W/RECESSED

NEOPRENE O-RING

STEEL CONDUIT

LOCKNUT

AUDIBLE SIGNAL SPEAKER

4 7/8 " SQ. 

(122 SQ.)

PHASE 3 DON’T WALK

CONTROLLER OUTPUT

PHASE 3 YELLOW

LOAD SWITCH INPUT

PHASE 3 WALK

CONTROLLER OUTPUT

3" (75)|

 5/8 " (16)
 3/4 " (19)

4 1/4 " (106)|

 1/2 " (13)

FREE SWINGING SPAN MOUNTED SIGN

HANGER ASSEMBLY

NOTES:

INSTALL CLEVIS PIN, WASHER AND COTTER PIN ON SIDE OF HANGER AWAY FROM SIGNAL CABLES.

OVERLAP MAXIMUM NUMBER OF HOLES SEAT SNUGGLY ON EXTENSION BAR.  LEAVE BOTTOM HOLES

    OPEN FOR TETHER CLAMP.

STAINLESS STEEL TRI-STUD WASHER

ASSEMBLY CONSISTS OF: 3 HOLED 

WASHER,  3 LOCK WASHERS,  3 HEX NUTS

 3/8 " (10) STAINLESS HEX NUT (2 REQD) BOTH ENDS

 3/8 " (10) STAINLESS LOCK WASHER (2 REQD) BOTH ENDS

  2 1/8 " 

(53) MIN

    1 5/16 " 

(33) MIN THD

AUTOMATIC STRAND

VICE OR PRE-FORMED

GUY GRIP

NOTES:

MINIMUM 11,000 LBS. (10.7 kN) BREAKING STRENGTH.

CLAMP SMALLEST ANGLE OF Y CONNECTION.

 A    B  SO PULL-OFF BISECTS  C.

STAINLESS STEEL

COTTER PIN

STAINLESS STEEL

WASHER

2 1/2 " (63)

*  INSTALL DUMMY LOAD.

NOTE:

MOUNT AUDIBLE PEDESTRIAN SIGNAL TO SIDE OR BACK OF CENTRAL SIGNAL

  ASSEMBLY, FACING DOWN TOWARD PAVEMENT.

CONFORM TO SPECIFICATIONS OF FEDERAL SIGNAL CORP., MODEL NO. 50G120 WITH TONE

    MODULE TM6 OR APPROVED EQUAL.

* 10 WATT 2.2K
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DIMENSIONS ARE IN ENGLISH ( ’ AND ")  

AND METRIC UNITS (mm).  METRIC 

CONVERSIONS OVER 1" ROUNDED TO 

NEAREST 5 mm - UNDER 1" TO 

NEAREST 1 mm.
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ROBERT S. TWORKOWSKI

D. K. SWINBURNE

R.M. WATERMAN

1-31-071-07 REVISED HANGER NOTES AND OTHER UPDATES
MISCELLANEOUS - AUDIBLE PEDESTRIAN

SIGNAL, "Y" CLAMP, SIGN HANGER

TO WALK

SIGNAL

TO DON’T

WALK SIGNAL

TO AUDIBLE

WALK SIGNAL

TYPICAL AUDIBLE PEDESTRIAN

SIGNAL INSTALLATION

STAINLESS STEEL

WASHER

STAINLESS STEEL

COTTER PIN

SELF LOCKING NUT (4 REQD)

FREE SWING MOUNTED

SIGN BRACKET

STAINLESS STEEL

BUSHING INSERT

1-08 REVISED FOR 2007 DIG DGN ENVIRON STANDARDS

CONFORM TO SPECIFICATIONS OF FEDERAL SIGNAL CORP., MODEL WB OR APPROVED EQUAL.

TYPICAL AUDIBLE PEDESTRIAN SIGNAL SCHEMATIC WHEN 

PHASE 3 SERVES AS AN EXCLUSIVE WALK MOVEMENT.

 3/8 " (10) U-BOLT  1 5/16 " (33) ID (2 REQD) BOTH ENDS

    3/8 " (10) STAINLESS HEX NUT (2 REQD) BOTH ENDS

 3/8 " (10) STAINLESS LOCK WASHER (2 REQ’D) BOTH ENDS

20" (500) HANGER BRACKET

 3/8 " x 1 1/2 " LG (10 x 38) HEX BOLT (2 REQD)

 3/8 " (10) LOCK WASHER (2 REQD)

 3/8 " (10) HEX NUT (2 REQD)

 1/2 " (13) NIPPLE 

    OR 

 3/4 " (19) NIPPLE

 3/4 " (19) NPT KNOCKOUT

    OR

 1/2 " (13) NPT THREADED KNOCKOUT


