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5 CLARIFIED REINFORCING BARS & OTHER UPDATES.

6

1-31-07 HANDHOLES

2"

6"

12"

50

100

150

300

DIM. "B" CHART

4" SHOWN

12 - #8 REINFORCING BARS REQ’D

ENGLISH

HEIGHT HEIGHT

METRIC

TOP VIEW DIMENSIONS AND SECTION VIEWS

SAME AS CONCERETE HANDHOLE.

STEEL GROUNDING TAB

CAST IRON

SECTION C-C

CONCRETE HANDHOLE

CLASS "A" CONCRETE

SECTION  D-D

INSERT DETAILPLAN VIEW

TONGUE TO MATCH

TOP OF HANDHOLE

REINFORCING BARS

 3/4 " (19) CHAMFER
INSULATING BONDING BUSHING

CONCRETE SIDEWALK

REINFORCING BARS

PAVEMENT

 1/2 " (13) INSERT

 3/4 " (19) CRUSHED STONE 

(TYP ALL HANDHOLES)

CLEANOUT

BENEATH

INSERT
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CONCRETE INSERTS

SECTION  A-A

HANDHOLE EXTENSIONS

AA

C C

DD

HANDHOLE COVERS

 1/2 " (13) DIA C’SINK (TYP)

516" (8) DIA HOLE *

4-#3 REINFORCING BARS REQUIRED

REINFORCING

   BARS

3" (75) DIA

 (3 REQ’D)

A
A

DD

TRAFFIC

TRAFFIC

PLACES FOR ALL HANDHOLES)

TRAFFIC

TRAFFIC

NOTES:

1.  BLOCK UNUSED OPENINGS OF HANDHOLE ON THE OUTSIDE WITH PRESSURE TREATED PLYWOOD.

2.  GROUT AROUND ALL CONDUITS.

3.  USE 1 1/2 " x  3/8 " (38 x 10) CONCRETE INSERT. STANDARD THREAD, STAINLESS STEEL, FLAT HEAD

   BOLT, RECESSED IN PLATE COVER.  INSERTS TO HAVE CLEANOUTS.

4.  TYPE II HANDHOLE 30" (760) SIDE INSTALLED PARALLEL TO ROAD UNLESS OTHERWISE NOTED.

5.  CAST THE WORD "TRAFFIC" INTO TOP EDGE OF HANDHOLE, 1 1/2 " (38) LETTERS.

6.  WHERE AN EXISTING CONCRETE SIDEWALK SLAB ABUTTING A HANDHOLE IS DAMAGED OR

   CUT DURING INSTALLATION, THE ENTIRE SECTION SHALL BE REPLACED.

7.  12-#3 REINFORCING BARS REQUIRED FOR ALL HANDHOLES.  (8 HORIZONTAL, 4 VERTICAL)

CONCRETE HANDHOLE TYPE II

CLASS "C" CONCRETE

CONCRETE HANDHOLE TYPE II

BANK ADAPTER

LOCKING DEVICE  3/8 " (10)

BOLTS, STAINLESS STEEL

8"

(200)

14"

(350)

24" (600)

4" (100)

1 1/2 " (38)

4" (100)

22" (560)

30" (760)

27" (685)

25 1/4 " (640) GROUNDING TAB WELDED

 TO BOTTOM CENTER OF

 COVER WITH  3/16 " (5) FILLET

 (TYP FOR ALL STEEL COVERS).

 WELD (3 SIDES). SEE DETAIL
23  1/4 "

(590) SQ

21 1/2 " (545)

 7/8 " (22) TYP

 3/16 " (5)

 1/2 " (13)

1" (25)

1"

(25)

1"

(25)

 5/8 " (16)

*  ATTACH 6’ (2 m) LENGTH OF NO. 8 GROUND WIRE TO

   GROUNDING TAB WITH ONE HOLE LUG,  1/4 "-20 x  3/4 " 

   (M6 x 20) LG SST HEX HEAD BOLT, AND SST FLAT WASHER.

   ATTACH FREE END OF GROUND WIRE TO CONDUIT

   BONDING BUSHING IN HANDHOLE.

DIM B"

 1/2 " (13)

1 3/4 " (45)

 3/4 " (19)

1 1/2 " (38)

1" (25)

 RMC SWEEP

30" (750) SQ

23 1/2 " (585) SQ

  RECESS

20" (500) SQ

 8"

(200)

1 1/2 " (38)

3" (75)

 12" (300) 

 (TYP ALL HANDHOLES)

(450)

 18"

 5" (125)

2
4
"
 (

6
0
0
) 

M
IN

.

2
6
"
 (

6
5
0
) 

M
IN

.

 1/2 " (13) RECESS FOR HANDHOLE COVER

 1/2 " (13) INSERT (TYP IN TWO

3 1/4 " (80)

21 1/2 " (545)

1" (25)

 3/4 " (19)

SCREENED DRAIN WHERE

CALLED FOR ON PLAN OR

DIRECTED BY ENGINEER. 

12" (300)

3 1/2 " (90)

HANDHOLE

INTO TYPE II 

 3/8 " (9) TO FIT

12" (300)

 27 1/4 " (690)

PLATE OPENING 

25 1/4 " (630) OC

1 3/8 " (35)

4" (100)

1 1/2 " (38)

THREADED CONCRETE INSERT (TYP)

  9 1/4 " (235) 

PLATE OPENING (190)

7 1/2 "

 7/8 " (22) 2 1/8 " (55)

14"

(350)

  27 1/4 " (690)

PLATE OPENING

30" (750)

2
4
"
 (

6
0
0
)

8" (200)

7" (175)

1 1/2 " (38) TYP

7" (175)

2" (50)

 5"

(125)

7 1/2 "

(190)

3" (75) TYP

3" (75) TYP
24" (600)

5" (125)

 1/2 " (13)

23 1/2 " (595)

15" (375)

1 3/8 " (35)

1" (25)

3 1/4 "

(85)

TYP

TRAFFIC 

30" (760)

24" (600)

1 1/2" (37)

3" (75)

TRAFFIC 
30" 

25 1/4" (640)

NON SKID FLOOR PLATE

GALVANIZED STEEL, 3/8" (10)

9"

(230)

STEEL GROUNDING TAB

STEEL GROUNDING TAB

(SEE DETAIL ABOVE)

(SEE DETAIL ABOVE)

5-09 ADDED 30" X 30" CAST IRON HH COVER.

(760) SQ.

JFC


