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ITEM NO. 1118051A – TEMPORARY SIGNALIZATION (SITE NO. 1)

ITEM NO. 1118052A – TEMPORARY SIGNALIZATION (SITE NO. 2) 

ITEM NO. 1118053A – TEMPORARY SIGNALIZATION (SITE NO. 3)

ITEM NO. 1118054A – TEMPORARY SIGNALIZATION (SITE NO. 4)

ITEM NO. 1118055A – TEMPORARY SIGNALIZATION (SITE NO. 5)

ITEM NO. 1118056A – TEMPORARY SIGNALIZATION (SITE NO. 6)

ITEM NO. 1118057A – TEMPORARY SIGNALIZATION (SITE NO. 7)

ITEM NO. 1118058A – TEMPORARY SIGNALIZATION (SITE NO. 8)

ITEM NO. 1118059A – TEMPORARY SIGNALIZATION (SITE NO. 9)

ITEM NO. 1118060A – TEMPORARY SIGNALIZATION (SITE NO. 10)

ITEM NO. 1118061A – TEMPORARY SIGNALIZATION (SITE NO. 11)

ITEM NO. 1118062A – TEMPORARY SIGNALIZATION (SITE NO. 12)

Description:

The Contractor shall keep each traffic signal in the project limits operational at all times during construction through the use of the existing signal, the temporary signal, the revised signal or any combination thereof.  The Contractor shall furnish, install, maintain, relocate, and remove existing, temporary, and proposed traffic signal equipment and all necessary hardware as needed throughout the duration of construction and in conformance with the applicable specifications.

The Contractor shall relocate the existing and temporary traffic signal heads and appurtenances (span poles, mast arms, span wire, pedestrian push buttons, pedestrian walk signals, etc.) and revise the signal phasing and timing as many times as deemed necessary during construction to maintain and protect traffic and pedestrian movements where shown on the plans or as proposed by the Contractor and approved by the Engineer.

The Contractor shall make modifications to the controller as necessary to maintain temporary signalization during each phase/stage of construction.

Throughout the duration of construction, the Contractor shall provide detection on the existing, temporary, and/or new roadway alignment for all intersection approaches that have existing detection.  The Contractor shall furnish, install, maintain, relocate and revise the necessary equipment (loop detectors, preformed loop detectors, microwave detectors, cable, conduit, amplifiers, pushbuttons, handholes, etc.) to provide proper vehicle detection and pedestrian detection during each phase of construction.  During construction, if a detector becomes non-operational, the associated phase shall be put on max recall and the Contractor shall provide detection within 24 hours.

Throughout the duration of construction, the Contractor shall furnish, install, maintain, relocate, and remove the equipment necessary to maintain existing emergency vehicle pre-emption and the equipment necessary to maintain existing interconnect to adjacent signals.

The Contractor shall furnish, install, maintain, relocate, and remove signal-related signing (lane-use, signal ahead, NTOR, etc.) and pavement markings as needed throughout the duration of construction.

Materials:

All materials used for Temporary Signalization shall conform to the pertinent articles of the Standard Specifications, the Supplemental Specifications, and the Special Provisions contained in this contract, or as approved by the Engineer.

Construction Methods:

In the presence of the Engineer and a representative from the DOT Electrical Maintenance Office, the Electrical Contractor shall inspect the existing controller and verify its working condition prior to Temporary Signalization.

The Contractor shall submit a traffic signal plan to the Engineer for approval showing the signal phasing, timing, and the location of the signal supports, signal heads, detectors, pedestrian push buttons, pedestrian signals, and pavement markings at least 30 days prior to each phase/stage change.

Temporary Signalization will begin when the Contractor revises or relocates the existing signal or installs temporary traffic signal equipment.  The Contractor shall be responsible for 

maintenance of all equipment during Temporary Signalization.  The Engineer shall record the 

date Temporary Signalization begins for each site and shall notify the DOT Electrical Maintenance Office and the Local Police Department that maintenance responsibility has been transferred to the Contractor.

The Contractor shall provide to the Engineer a list of telephone numbers of personnel who will be responsible for the maintenance of the traffic signals during Temporary Signalization.  The Contractor shall respond to traffic signal malfunctions by having a representative at the site within three hours and the Contractor shall have the traffic signal back in operation within 24 hours.

If the Engineer determines that the nature of a malfunction requires immediate attention and the Contractor does not respond within three hours following the initial contact, then DOT personnel will be called to repair the signal.   The State will deduct all expenses incurred by the State, with a minimum deduction of $1,000. for each service call, from money due or to due to the contractor.
            For intersections with a State furnished controller, Temporary Signalization shall terminate when the signal inspection is complete and is accepted by the Engineer.  For intersections with a Contractor furnished controller, Temporary Signalization shall terminate at the beginning of the 30 day test period.  For locations that will not be permanently signalized, Temporary Signalization shall terminate when construction is complete and the temporary signal equipment is removed from the project as approved by the Engineer.

All equipment shall be relocated and/or removed in such a manner as to cause no hazard to pedestrians, traffic or property.  When the Contractor is performing signal work, the Contractor shall maintain traffic as specified in the Special Provisions “Prosecution and Progress” and “Maintenance and Protection of Traffic.”

During Temporary Signalization, all existing equipment shall remain the property of the owner.  Temporary equipment supplied by the Contractor for Temporary Signalization will remain the Contractor’s property unless noted otherwise.  All existing equipment that is removed and designated as salvage shall be returned to the owner.

The Contractor shall be responsible for obtaining secondary service required for continuous operation of the traffic signals during Temporary Signalization.  The party previously responsible for payment of electricity shall continue to be responsible during Temporary Signalization.

The Contractor shall be responsible for the cost of electricity at unsignalized intersections that require Temporary Signalization due to construction activities.  Locations where the temporary signal equipment will be removed when no longer needed shall have a metered service.

Method of Measurement:

Temporary Signalization shall be paid for only once per site on a percentage of the contract Lump Sum price.  Fifty percent (50%) shall be paid when Temporary Signalization begins and fifty percent (50%) shall be paid when Temporary Signalization terminates.

Basis of Payment:

This work shall be paid at the contract Lump Sum price for “Temporary Signalization (Site No.)” for each site.  This item shall consist of furnishing, installing, maintaining, relocating, revising, and removing existing, temporary, and proposed traffic signal equipment (except for the items identified below), signing and all necessary hardware, materials, labor and work incidental thereto.  This price shall also include any modifications to the controller including timing and phasing changes.  All Contractor supplied items that will remain the Contractor’s property shall be included in the contract Lump Sum price for “Temporary Signalization.”  Any items installed as part of the permanent installation will not be paid for under this item.           The following established contract items, if used for Temporary Signalization, will be paid for at the contract unit price:  Loop Detector Amplifiers, Trenching and Backfilling, Handholes, Rigid Metal Conduit (Type), Loop Detector Sawcut, Cable, Removal of Pavement Markings, and temporary pavement marking items.





Pay Item




Pay Unit

Temporary Signalization (Site No. )


    L.S.

 COMMENTS  \* MERGEFORMAT item # 1118051A, 1118057A, 1118052A, 1118058A, 

1118053A, 1118059A, 1118054A, 1118060A,

1118055A, 1118061A, 1118056A, 1118062a

