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Ground Rules:

Implementation of the DEEP General Permit for

Discharge of Low Flow Water Treatment

of Public Health

Wastewater (LFWTW) Workgroup Meeting

1.

To reserve more time for the group discussion on the workgroup
goals, write your questions on the cards available in your folder. If
your question is directed at a specific presenter or workgroup
participant indicate that on your card. Questions and answers will be
compiled and shared with workgroup members.

The public comment period for the LFWTW general permit was June 6,
2013 to July 6, 2013. We are not here to change what the permit allows
or does not allow. Please reserve those comments for when the
permit is renewed in 2024.

Please be respectful of other workgroup member recommendations.
While we all have common interest in this topic, we may have very
different real life experiences in our professional careers.
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Implementation of the DEEP General Permit for
O Discharge of Low Flow Water Treatment
Wastewater (LFWTW) Workgroup Meeting

Considerations for Questions/Comments:

é Your comment or question provides an opportunity for
discussion of a technical guideline that is not clear in the
text of the LFWTW general permit itself or the LFWTW fact
sheet.

6 Your comment or question provides an opportunity for
discussion of a technical guideline that promotes protection
of public health on an area covered by the LFWTW general
permit.
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Implementation of the DEEP General Permit for
Co Discharge of Low Flow Water Treatment
Wastewater (LFWTW) Workgroup Meeting

Workgroup Goals:

Goal 1: Develop technical guidelines for installation of a waste
water dispersal structure for backwash discharge
6 Determining daily backwash volume flow from treatment system and
sizing wastewater dispersal structure

6 Determining the minimum height of the location of the wastewater
dispersal structure above bedrock and the seasonal high groundwater
level at the site

é Establishing criteria to determine when the discharge of LFWTW to a
site may create a condition that will interfere with the operation and
effectiveness of a subsurface sewage disposal system
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Implementation of the DEEP General Permit for
O Discharge of Low Flow Water Treatment
Wastewater (LFWTW) Workgroup Meeting

Goal 1 (continued)

6 Determining criteria as guidance for a Local Director of Health to allow a
horizontal separation distance other than what is listed in Table 4.1

6 Other installation considerations (i.e. installation of piping to
wastewater dispersal structure below the frost line)

Goal 2: Develop a standard form to be used by private well
owners for filing the “Record Keeping and Reporting
Requirements” of the LFWTW general permit to the

Local Director of Health.
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Goal 1: Develop technical guidelines
for installation of a waste water
dispersal structure for backwash

discharge




Goal 1

il Determining daily backwash flow from treatment
system and sizing wastewater dispersal structure

Considerations for group d

¢ Homeowners may want to save on cost of hiringa
contractor to install a wastewater dispersal structure and
construct it themselves.

6 Treatment installer must inform homeowner of the
maximum daily backwash flow of treatment system
installed so the wastewater dispersal structure is sized large
enough (1.5 times the maximum daily flow)

6 Possibly provide guidance to homeowner for converting
gallons to cubic feet for sizing of wastewater dispersal
structure
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Determining the minimum height of the location
of the wastewater dispersal structure above
bedrock and the seasonal high groundwater table




Establishing criteria to determine when the
discharge of LFWTW to a site may create a
condition that will interfere with the operation
and effectiveness of a subsurface sewage
disposal system




Determining criteria as guidance for a Local Director of

Health to allow a horizontal separation distance other
than what is listed in Table 4.1

@

Table 4.1 — Minimum Horizontal Separating Distances

Item Separating Distance (feet)

Public or private water supply well with
required withdrawal rate of:

< 10 gal. per minute

> 50 gal. per minute

Watercourse 50
Public Water Supply Reservoir 100
Property Line 15
Subsurface Sewage Disposal System 10%

The local Director of Health may allow a separating distance reduction to a private water supply
well, watercourse, or property line in the event site limitations or lot size prevents compliance with
Table 4.1. Such separating distance reductions shall only be granted on existing developed
properties and not for new construction. The separating distance to a private water supply well shall
not be reduced to less than 25 feet and shall be consistent with any Connecticut Department of
Public Health requirements.

@ Greater separation distances may be required in accordance with the Technical Standards for
Subsurface Sewage Disposal Systems pursuant to section 19-13-B 103 of the Regulations of
Connecticut State Agencies.




Other installation

considerations

é Installation of piping betweent
system and wastewater dispersal structure
below the frost line

6 Air gap between backwash discharge piping
and piping leading to wastewater dispersal
structure

6 Others?
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Goal 2: Develop a standard form to be
used by private well owners for filing
the ““Record Keeping and Reporting

Requirements” of the LFWTW general

permit to the Local Director of Health.




