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______________________________________________________________________________________

SUBJECT:  DPW Facilities Management Environmental Health & Safety Policy For Leased Facilities      Undergoing Construction/Renovation/Demolition Activities While Occupied By State Employees   

______________________________________________________________________________________

In order to ensure the comfort and safety and to be able to adequately address related concerns of State employees who may occupy a DPW leased building while it is undergoing construction, we ask property owners and their contractors to adhere to the following guidelines:

1. Please notify Tenant Agency prior to any construction/renovation/demolition activities taking place within buildings that are actively occupied by state employees.  At the discretion of the Tenant Agency, we ask the owner/contractor to submit documentation that explains how compliance with the following requirements will be accomplished. 

2. Isolate the air handling systems for the state occupied space from the construction area whenever possible.  This must be done during demolition activities that will create dust. 

3. Barriers should be installed to isolate construction activities to prevent dust intrusion into the occupied space and to minimize noise.

4. Employ work practices that will ensure compliance with asbestos regulations such as the CT Public Health Code, OSHA and the Federal National Emission Standards for Hazardous Air Pollutants to include analyzing suspect or presumed asbestos containing materials that will disturbed by construction activities to determine if abatement is necessary. 

5. Employ work practices that will ensure compliance with OSHA Lead Standard. 

6. Material Safety Data Sheets (MSDS) of materials used or installed during construction should be made available.  If possible, application of and curing of any odorous materials such as glues, adhesives, paints, etc., should take place during non-working hours and/or be vented separately to the outdoors not near any air intake ducts. 

7. Air handling unit filters should be replaced as needed during construction and after construction.  Ductwork and system components must be inspected following construction activities and cleaned or maintained as needed.

8. Owner/Contractor must ensure no construction/ renovation activities will affect proper heating, ventilation and air conditioning of any workspace and that any new system components or changes to the existing system will satisfy most current ASHRAE guidelines.
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